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1 Reason for Change

This CR is to add a new sub section for the parameter encoding for DM commands
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG to review and agree this CR
6 Detailed Change Proposal

Change 1:  New Section for the DM Command Parameter Encoding
6.10 DM Commands

This chapter defines the allowed DM Commands. Which DM Command that is optional or mandatory will be defined later. 

The server’s response to the client MUST contain the following HTTP Headers:

	Header
	Value

	Content-Type
	application/dm20


Table 3 - Pkg#1 Response HTTP Headers
The following DM Commands are allowed in DM 2.0:

	Command
	Description

	HGET
	The DM Server uses this command to requests the DM Client to retrieve data from the Data Repository using HTTP GET, and add or replace the received data into the device.

	HPUT/HPOST 
	The DM Server uses this command to request the device to send data to the Data Repository using HTTP PUT or HTTP POST respectively

	DELETE 
	The DM Server uses this command to delete data in the device.

	EXEC 
	The DM Server uses this command to execute an executable node in the device. This command corresponds to the DM Exec command from DM 1.x.

	GET
	The DM Server uses this command to retrieve data from the device. The DM Client sends the data within the current DM session. This command corresponds to the DM Get command in DM 1.x.

	SHOW 
	The DM Server uses this command to start an UI Session using the browser as UI

	CONT
	This command is used by servers to specify where the device should continue the DM Session.

	END
	This command is used by the server to inform the DM Client that the current DM Session should not continue after all DM Commands in this document are processed. The DM Client does not send the status back to the DM Server.



6.10.1 HGET 

Parameters:
ServerURI [ClientURI]

The DM Client will send a request for the ServerURI using HTTP GET to retrieve data (an MO or a subpart of an MO). The ServerURI refers to the data in the Data Repository. If the ClientURI is specified, then the DM Client will try to store the retrieved data at the ClientURI and replace all existing data if any. If the ClientURI is not specified, then the DM Client can choose where to store the data and the location will be returned in the status reporting.
6.10.2 HPUT/HPOST 

Parameters:
ServerURI [ClientURI1] [ClientURI2]…[ClientURIN]

The DM Client will create one JSON
 object containing all the data from the respective ClientURIs and send it to the ServerURI as HTTP PUT or as HTTP POST respectively. The ServerURI refers to a location in the Data Repository. If no ClientURI is specified, all supported MOIDs and instances that the DM Server has access right to will be returned. The ClientURI can contain the sub parameter “Levels” and “CV”.
6.10.3 DELETE
Parameters:
ClientURI

The DM Client will delete the node at the location ClientURI in the device and all childe nodes to that one.

6.10.4 EXEC
Parameters:
ClientURI [ServerURI]

The DM Client will perform the EXEC operation on the node at the location ClientURI. If the ServerURI is specified then the Generic Alert MUST be posted to this URI.

6.10.5 GET
Parameters:
[ClientURI1] [ClientURI2]…[ClientURIN]

The DM Client will create one JSON
 object containing all the data from the respective ClientURIs and send it to the DM Server within the current DM session. The JSON object will be contained in the status report. If no ClientURI is specified, all supported MOIDs and instances that the DM Server has access right to will be returned. The ClientURI can contain the sub parameter “Levels” and “CV”.
6.10.6 SHOW

Parameters:
ServerURI

The DM Client will show a WebBrowsers view to the user and load it with the ServerURI. The browser “session” will continue to the Server and the DM Session is paused until TBD. The browser MUST NOT have any access to the DM Tree, the DM Server needs to retrieve all necessary information from the user via the Web Server and when the browser session is done the DM Session continues.

6.10.7 CONT

Parameters:
ServerURI

This is the new server URL that the DM Client will use for the DM Session.

6.10.8 Parameter Encoding and Sub Parameters
All URI parameters of the DM commands MUST follow the URI syntax as defined in [RFC2396], and the URI parameter can have the sub parameter as a <query> component specified in [RFC2396]. The sub parameters in this enabler are as follows:
· Levels: The format of this sub parameter is “Levels=n” where the ‘n’ represents a positive integer. If this sub parameter is specified, the client will only include n sublevels of child nodes; otherwise, all child nodes will be included.
· CV: The format of this sub parameter is “CV=cv_value” where the ‘cv_value’ indicates the cache validator for the resource represented by the ClientURI. The DM Client processes this sub parameter as specified in the section 9.
�Name needs to be defined, for example TNDS20 or something


�Name needs to be defined, for example TNDS20 or something


�Need to be clarified
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