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1 Reason for Change

This CR proposes the DevInfo MO for DMNG based on the DevInfo and DevDetail MO in DM 1.3. Here is the list for comparisons with DM 1.3:
· DevInfo

· Deleted Nodes – Roaming, CBT (these information will be provided at the beginning of the DM session, not using DevInfo since these are not related to device information)

· DevID is modified to include the possible formats

· DevDetail

· Deleted Nodes – LrgObj, UserInteraction sub-tree, SessionlessRpt (DMNG doesn’t have these features)

· URI sub-tree

· To optional Nodes (this information may not be needed in some implementations since the DM Client can respond with an error code when unable to cope with a long URI)
· From chr to int

· To make it used for the ClientURI not for the ServerURI
· Then, DevDetail is merged into the DevInfo since only few nodes are available now.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG to review and agree this CR
6 Detailed Change Proposal

Change 1:  Descriptions for this change here
9. DM 2.0 Standard Management Objects 

9.1 DevInfo Management Object
9.2 The following figure shows an overview of the management object.
9.3 [image: image2.jpg]



Figure 7: The DevInfo Management Object

	<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node is the root node for the DevInfo MO. The MOID for the DevInfo MO MUST be: “urn:oma:mo:oma-dm-devinfo:1.2”.


	<x>/Bearer

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get
	

	
	An optional, interior node in which items related to the bearer (CDMA, etc.) are stored. Use of this sub tree can be mandated by other standards.


	<x>/DevID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This leaf node specifies the global unique identifier for the device. The value of this node MUST be either an absolute or a relative URI or a well-known URN. Possible formats for this node are listed in the below table, but other formats are not precluded.
Type
Descriptions

IMEI URN
Identify International Mobile Equipment Identifiers [3GPP-TS_23.003]. The IMEI URN specifies a valid, 15 digit IMEI. The format of the URN is IMEI:###############
ESN URN
Identify an Electronic Serial Number.  The ESN specifies a valid, 8 digit ESN.  The format of the URN is ESN:########
MEID URN
Identify a Mobile Equipment Identifier. The MEID URN specifies a valid, 14 digit MEID. The format of the URN is  MEID:##############
UUID URN
Identify an  Universally Unique IDentifier (UUID). The UUID specifies a valid, hex digit character string as defined in [RFC4122]. The format of the URN is UUID:########-####-####-############



	<x>/Man

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	The manufacturer identifier (manufacturer specified string).


	<x>/Mod

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	A model identifier (manufacturer specified string).


	<x>/DmV

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	OMA device management client version identifier (manufacturer specified string).


	<x>/Lang

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	The current language setting of the device. The syntax of the language tags and their use are defined in [RFC1766]. Language codes are defined by ISO in the standard ISO639-2.


	<x>/DevType

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Device type, for example PDA, pager, or phone (manufacturer specified string).


	<x>/OEM

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Original Equipment Manufacturer of the device (manufacturer specified string). 


	<x>/FwV

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Firmware version of the device (manufacturer specified string). 


	<x>/SwV

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Software version of the device (manufacturer specified string).


	<x>/HwV

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Hardware version of the device (manufacturer specified string).


	

	
	
	
	
	
	

	
	
	
	
	
	

	
	


	

	
	
	
	
	
	

	
	
	
	
	
	

	
	


	

	
	
	
	
	
	

	
	
	
	
	
	

	
	


	

	
	
	
	
	
	

	
	
	
	
	
	

	
	



	<x>/Ext

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	node
	Get
	

	
	This interior node is for vendor-specific extensions to store the device related information.


9.4 
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