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1 Reason for Change

This CR is to add the explanations for MIID, which is currently missing in the TS.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG to review and agree this CR
6 Detailed Change Proposal

Change 1:  Descriptions for this change here
5.4.1 HGET
This command has below parameters:
	Parameter
	Format
	Occurrence

	ServerURI
	URI following the HTTP scheme.
	One

	ClientURI
	ClientURI. The query component can have all information except the "level" and "cv".
	ZeorOrOne


The DM Client will send a request for the ServerURI using HTTP GET to retrieve data (an MO or a subpart of an MO), and then will add or replace the received data into the device. The ServerURI refers to the data in the Data Repository. If the ClientURI is specified, then the DM Client will try to store the retrieved data at the ClientURI and replace all existing data if any. If the ClientURI is not specified, then the DM Client can choose where to store the data and the location will be returned in the status reporting. 
The format of the retrieved MO data is indicated by the MIME media type as specified in the HTTP Content-Type header.
This command can be used by the DM Server to create an MO instance in the device. When an MO instance is created, the MIID (MO Instance Identifier) MUST be assigned by the DM Client. The MIID MUST be unique within MO instances for the same MOID in the device. The MOID and MIID pair can uniquely identify an MO instance in the device.
The message flows and the detailed explanations for this DM command are shown below. Please note that below message flow is simplified not showing the interaction between the DM Client and the DM Server.
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7. Figure 2: Example for the HGET command
Before the Step 1, the DM Server sends HGET command to the DM Client using the Package#2. This HGET command can take parameters such as ServerURI or ClientURI.

Step 1: The DM Client sends the HTTP request (HTTP GET) to the ServerURI. In the HTTP request message, HTTP Accept header can indicate the MIME media types that the DM Client supports.

Step 2: The Data Repository returns the HTTP response containing the MO data requested. The Data Repository serves the DM Client with the proper MO data format based on the HTTP Accept header.

Step 3: The DM Client stores the received MO data at the ClientURI if the ClientURI is specified. If the ClientURI is not specified, the DM Client can choose where to store the MO data. If a new MO instance is created, the DM Client assigns the MIID to the MO instance.
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