Doc# OMA-Template-ChangeRequest-20100101-I.doc[image: image2.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-Template-ChangeRequest-20091105-I.doc
Change Request



Change Request

	Title:
	Server Initiated Bootstrap
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	DM WG

	Doc to Change:
	OMA-TS-DM_Protocol-V2_0-20130415-D

	Submission Date:
	10 Apr 2013

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Seungkyu Park, seungk.park@lge.com
Seongyoon Kim, seongyoon.kim@lge.com

	Replaces:
	n/a


1 Reason for Change

This CR is to propose the server initiated bootstrap.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG to review and agree this CR
6 Detailed Change Proposal

Change 1:  Descriptions for this change here
8. Bootstrap
The following bootstrap methods are supported: 

· Factory Bootstrap:the bootstrap configuration are preloaded from factory

· Client initiated bootstrap: DM Client retrieves the Bootstrap Message from a DM Bootstrap Server, whose URL is known to the Device.
· Server initiated bootstrap: A DM Server pushes the bootstrap information to the DM Client upon discovering sufficient information about the device.
Change 2:  Descriptions for this change here

8.4.1.1 Server initiated bootstrap

In this scenario, the Devices leave the assembly line in a clean and empty state. Once a user acquires a Device and personalizes it, e.g. by inserting a SIM, the prerequisites for this process are in place. The problem is now to inform the DM Server of the identity, address or phone number of the device and this can be achieved in many ways. 

· It could be done at the point-of-sales where a sales system ties in with the management system and delivers the information. 

· It could be done through a self-service web site where the user enters her own phone number.

· It could be done by the network the first time the Device registers to the network. When this happens a trigger could be sent from the core network to the DM Server with the number used by the Device.

· It could be done with a voice prompt system where the user is prompted to key in her phone number.

Regardless of how the phone number or Device address reaches the DM Server, the DM Server is now in a position where it can send out a Bootstrap Message. This message, whose structure and content are defined in this document, contains enough information for the DM Client to be able to initiate a management session with the device management server that sent out the Bootstrap Message. 

The DM Clients SHOULD accept Bootstrap Messages only from authenticated DM Servers, and the DM Server MUST send the Bootstrap Message to the DM Client using a secure channel.
Figure 3 gives an overview of this scenario.
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Figure 3: Server initiated bootstrap

Note: the security for the server initiated bootstrap is FFS.
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