Doc# OMA-DM-DMNG-2013-0069-CR_DM_Object_SCR.doc[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-DM-DMNG-2013-0069-CR_DM_Object_SCR.doc
Change Request



Change Request

	Title:
	DM Object SCR
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	DM WG

	Doc to Change:
	OMA-TS-DM_Protocol-V2_0-20130731-D

	Submission Date:
	<05 Aug 2013>

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Salvatore Scarpina, Telecom Italia S.p.A., salvatore.scarpina@telecomitalia.it 
Marco Sapienza, Telecom Italia S.p.A., marco1.sapienza@telecomitalia.it 

	Replaces:
	n/a


1 Reason for Change

The present CR aims to fix some normative language in chapter 6 and to introduce related SCRs.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The DM WG should review the present CR and agree on its content.
6 Detailed Change Proposal
Change 1:  Chapter 6.1
2.1 ClientURI
OMA DM 2.0 supports the ClientURI addressing that can be used to identify each node(s) in the device. The addressing is represented as a URI format that is compatible with [RFC3986].  The DM Server MUST support the ClientURI addressing scheme and all the components described. The DM Client MUST support the ClientURI addressing scheme but SHOULD support the query component, the x-name component and the wildcard.
Change 2:  Chapter 6.2
2.2 ServerURI
The ServerURI is a URI compliant to [RFC3986]. The DM Server and the DM Client MUST support the ServerURI.
ServerURI MAY include some parameters within the ' [' character and the ']' character that the DM Client MUST replace with its own values before it is used. After these parameters are replaced, the ServerURI MUST be encoded as a URI as defined in [RFC3986].
All non-supported values MUST be replaced with the integer value '-1'.
The DM Server MUST support the values defined in the following table; the DM Client support is defined in the the related column.
	Name
	Description
	DM Client Support

	DevID
	Unique identifier of the device.
If correspondes to the value of the <x>/DevID node in the DevInfo MO
	MUST

	MNC
	Home network’s Mobile Network Code [3GPP23.003]
If the DM Client is not associated with a mobile network then this value MUST be -1
	MUST

	MCC
	Home Network’s Mobile Country Code [3GPP23.003]
If the DM Client is not associated with a mobile network then this value MUST be -1
	MUST

	CMNC
	Current Mobile Network Code [3GPP23.003]
If the DM Client is not associated with a mobile network then this value MUST be -1
	MUST

	CMCC
	Current Mobile Country Code [3GPP23.003]
If the DM Client is not associated with a mobile network then this value MUST be -1
	MUST

	SPName
	Service Provider Name [3GPP31.102]
If the DM Client is not associated with a mobile network then this value MUST be -1
	MUST


Change 3:  Chapter 6.3
Management Object Definition
A Management Object is a set of nodes which implements a specific function; the type of the Management Object is defined by the MOID. 
The DM Server and the DM Client MUST support the MO definition provided in this section.
The DM Server and the DM Client MAY support any MO (proprietary or standardized elsewhere) specified using the definition provided in this section. 
OMA DM 2.0 does not require the MOs in the DM Client to be organized as a hierarchical tree structure since the nodes are addressed based on the MO instance.
Change 4:  Section 6.4
Using DM 1.x DDF

OMA DM 2.0 uses the DM 1.3 DDF [DM_1.3], but unnecessary elements in DM 1.3 DDF might be silently ignored. The following table contains the support reference for the DM Server and DM Client.
Change 5:  SCR
Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].

B.1 SCR for DM Client
B.1.1 DM Object
	Item
	Function
	Reference
	Requirement

	DM-OBJ-001-C-M
	Support of ClientURI
	Section 6.1
	

	DM-OBJ-002-C-O
	Support of query component, the x-name component and the wildcard of ClientURI
	Section 6.1
	

	DM-OBJ-003-C-M
	Support of ServerURI
	Section 6.2
	

	DM-OBJ-004-C-M
	Support of DevID ServerURI value
	Section 6.2
	

	DM-OBJ-005-C-M
	Support of MNC ServerURI value
	Section 6.2
	

	DM-OBJ-006-C-M
	Support of MCC ServerURI value
	Section 6.2
	

	DM-OBJ-007-C-M
	Support of CMNC ServerURI value
	Section 6.2
	

	DM-OBJ-008-C-M
	Support of CMCC ServerURI value
	Section 6.2
	

	DM-OBJ-009-C-M
	Support of SPName ServerURI value
	Section 6.2
	

	DM-OBJ-010-C-M
	Support of MO definition
	Section 6.3
	

	DM-OBJ-011-C-O
	Support of any MO compliant to DM definition
	Section 6.3
	

	DM-OBJ-012-C-M
	Support of MgmtTree DDF Element
	Section 6.4
	

	DM-OBJ-013-C-M
	Support of VerDTD DDF Element
	Section 6.4
	

	DM-OBJ-014-C-O
	Support of Man DDF Element
	Section 6.4
	

	DM-OBJ-015-C-O
	Support of Mod DDF Element
	Section 6.4
	

	DM-OBJ-016-C-M
	Support of Node DDF Element
	Section 6.4
	

	DM-OBJ-017-C-M
	Support of NodeName DDF Element
	Section 6.4
	

	DM-OBJ-018-C-O
	Support of Path DDF Element
	Section 6.4
	

	DM-OBJ-019-C-O
	Support of Value DDF Element
	Section 6.4
	

	DM-OBJ-020-C-M
	Support of b64, bin, bool, chr, int, node, null, xml, date, time, float DDF elements
	Section 6.4
	

	DM-OBJ-021-C-O
	Support of MIME DDF Element
	Section 6.4
	

	DM-OBJ-022-C-M
	Support of DDFName DDF Element
	Section 6.4
	

	DM-OBJ-023-C-M
	Support of DFProperties DDF Element
	Section 6.4
	

	DM-OBJ-024-C-M
	Support of AccessType DDF Element
	Section 6.4
	

	DM-OBJ-025-C-O
	Support of DefaultValue DDF Element
	Section 6.4
	

	DM-OBJ-026-C-O
	Support of Description DDF Element
	Section 6.4
	

	DM-OBJ-027-C-O
	Support of DFFormat DDF Element
	Section 6.4
	

	DM-OBJ-028-C-O
	Support of Occurrence DDF Element
	Section 6.4
	

	DM-OBJ-029-C-O
	Support of Scope DDF Element
	Section 6.4
	

	DM-OBJ-030-C-O
	Support of DFTitle DDF Element
	Section 6.4
	

	DM-OBJ-031-C-O
	Support of DFType DDF Element
	Section 6.4
	

	DM-OBJ-032-C-O
	Support of CaseSense DDF Element
	Section 6.4
	


B.2 SCR for DM Server
B.2.1 DM Object
	Item
	Function
	Reference
	Requirement

	DM-OBJ-001-S-M
	Support of ClientURI
	Section 6.1
	

	DM-OBJ-002-S-M
	Support of ServerURI
	Section 6.2
	

	DM-OBJ-003-S-M
	Support of DevID ServerURI value
	Section 6.2
	

	DM-OBJ-004-S-M
	Support of MNC ServerURI value
	Section 6.2
	

	DM-OBJ-005-S-M
	Support of MCC ServerURI value
	Section 6.2
	

	DM-OBJ-006-S-M
	Support of CMNC ServerURI value
	Section 6.2
	

	DM-OBJ-007-S-M
	Support of CMCC ServerURI value
	Section 6.2
	

	DM-OBJ-008-S-M
	Support of SPName ServerURI value
	Section 6.2
	

	DM-OBJ-009-S-M
	Support of MO definition
	Section 6.3
	

	DM-OBJ-010-S-O
	Support of any MO compliant to DM definition
	Section 6.3
	

	DM-OBJ-011-S-M
	Support of MgmtTree DDF Element
	Section 6.4
	

	DM-OBJ-012-S-M
	Support of VerDTD DDF Element
	Section 6.4
	

	DM-OBJ-013-S-O
	Support of Man DDF Element
	Section 6.4
	

	DM-OBJ-014-S-O
	Support of Mod DDF Element
	Section 6.4
	

	DM-OBJ-015-S-M
	Support of Node DDF Element
	Section 6.4
	

	DM-OBJ-016-S-M
	Support of NodeName DDF Element
	Section 6.4
	

	DM-OBJ-017-S-O
	Support of Path DDF Element
	Section 6.4
	

	DM-OBJ-018-S-O
	Support of Value DDF Element
	Section 6.4
	

	DM-OBJ-019-S-M
	Support of b64, bin, bool, chr, int, node, null, xml, date, time, float DDF elements
	Section 6.4
	

	DM-OBJ-020-S-O
	Support of MIME DDF Element
	Section 6.4
	

	DM-OBJ-021-S-M
	Support of DDFName DDF Element
	Section 6.4
	

	DM-OBJ-022-S-M
	Support of DFProperties DDF Element
	Section 6.4
	

	DM-OBJ-023-S-M
	Support of AccessType DDF Element
	Section 6.4
	

	DM-OBJ-024-S-O
	Support of DefaultValue DDF Element
	Section 6.4
	

	DM-OBJ-025-S-O
	Support of Description DDF Element
	Section 6.4
	

	DM-OBJ-026-S-O
	Support of DFFormat DDF Element
	Section 6.4
	

	DM-OBJ-027-S-O
	Support of Occurrence DDF Element
	Section 6.4
	

	DM-OBJ-028-S-O
	Support of Scope DDF Element
	Section 6.4
	

	DM-OBJ-029-S-O
	Support of DFTitle DDF Element
	Section 6.4
	

	DM-OBJ-030-S-O
	Support of DFType DDF Element
	Section 6.4
	

	DM-OBJ-031-S-O
	Support of CaseSense DDF Element
	Section 6.4
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