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1 Reason for Change

This CR seeks to modify existing text and introduce new requirements.
2 Impact on Backward Compatibility

<none>

3 Impact on Other Specifications

This CR is intended to fall entirely within the scope of the Device Diagnostics RD.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The submitter requests that this CR is accepted as agreed.
6 Detailed Change Proposal

5.2  Device-aided Network Performance Monitoring

Network performance monitoring is used to perform bulk or system wide data collection.  This information may be subsequently leveraged to build coverage maps, traffic distribution, service quality statistics and/or maps as well as update device or network parameters.
Within the area of Performance monitoring, device-aided network monitoring use case addresses overall user experience from a system/network perspective. 
The device management server selectively sets the policy for collecting performance data.  Specifically this can include call setup failures, call release causes such as RF loss indication of forward or reverse link, QoS attributes at high/low gage levels (low throughput, high erasure rate, high delay), mobility handoff threshold gauge level, RF conditions such as sudden loss of RF signal or service or time.   These operations are completed without a customer care agent.

Performance information can be configured to be collected at varying sampling rates and time periods, i.e. 1 sample per second, over the last 10 seconds, 30 seconds.  The collection information can be subscribed to on a per network element basis such as base station or carrier in order to keep balance data collection requirements with monitoring or optimization functions.

Reporting of configuration or performance data may be constrained by the device based on a set of local device conditions such as battery level, system loading level, predetermined reporting time, or based on some other event on the device.  The local conditions on the device or policies governed by DM server may effect if the reports are collected real-time or cached for later reporting

A Subscriber activates a device on an operator’s network wherein during the initial registration / activation process the device is optionally configured with policies to record or retain performance information and to report this information.
The information requested during network monitoring mode consists of the following:

· Call statistics information
· Call detail information including call duration, service option setting used
· RF environment information
· Location parameters & type (GPS or derived)
· Voice quality indicator (e.g. MOS)
6,1    High-Level Functional Requirements

	Label
	Description
	Enabler Release

	DIAG-GEN-1
	Diagnostic information should be collected from a device continuously, periodically, or as needed
	

	DIAG-GEN-2
	Diagnostic Information can be something requested by a subscriber, or a generic set of information available in the device
	

	DIAG-GEN-3
	It should be possible for a subscriber to initiate a self-care activity for diagnosing a problem, at a portal that provides self-care capabilities
	

	DIAG-GEN-4
	Recording policies/traps may be periodic or based on events
	

	DIAG-GEN-5
	Reporting policies may be periodic or based on conditions which guarantees reporting success and resource consumption
	

	DIAG-GEN-6
	The device diagnostics agent should be able to track changes and transactions which occur within all DM tree nodes
	

	DIAG-GEN-7
	On-going tracking of device configuration and other activities of the DM mobile client
	

	
	
	


Table 1: High-Level Functional Requirements
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