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Change Request

	Title:
	CR to DiagMon RD 
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	DM WG

	Doc to Change:
	OMA-RD-DiagMon-V1_0-20050928-D

	Submission Date:
	12 October 2005

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jerome Vogedes, Motorola, Jerome.Vogedes@motorola.com 


	Replaces:
	n/a


1 Reason for Change

In the current version of the DM Diagnostics and Monitoring baseline AD, there is only a placeholder for the overall architecture.  This CR addresses these shortcomings, including the architecture diagram, functional components for DiagMon agent, client and system.
2 Impact on Backward Compatibility

There is no impact on backward compatibility.
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The DM WG review and agree the CR described in section 6.
6 Detailed Change Proposal


5.2 DiagMon Architecture Diagram

5.3 DiagMon Functional Components and Interfaces

5.3.1 Functional Components

5.3.1.1 DiagMon Agent
The DiagMon agent function is responsible for the Diagnostics and Monitoring activities.  The DiagMon agent processes and consumes the update packages delivered to the device by the OMA DM client.  

The DiagMon agent also communicates a success or failure result to the DM client at the termination of the Diagnostics and Monitoring activity, for communication back to the DM server.
5.3.1.2 DM Client

The DM client makes it possible for the DM Server to manage the device using the DM protocol. For Diagnostics and Monitoring activities, the DM server and the DM client interact over the DIAG-1 interface as well.

5.3.1.3 Device Management System

The Device Management system for Diagnostics and Monitoring is comprised of a Device Management server and potentially other external management systems.  The DM server component supports device discovery, determination of an appropriate Diagnostics and monitoring package and delivery of the package to the device over various bearer technologies, represented by the DM-1 interface. It also receives a notification from the DM Client for success or failure of a diagnostics event or diagnostics or monitoring data, invoked over the DIAG-1 interface
5.3.2 Interfaces

5.3.2.1 DIAG-1 Interface

5.3.3 The interface DIAG-1 describes interactions between the Device Management System or server and the device (e.g. DM Client) in setting up the DM sessions, delivering diagnostics and monitoring packages, and communicating results for the DiagMon activities invoked.  
5.3.2.2 DM-1 Interface

5.3.4 This interface is out of scope for the Diagnostics and Monitoring enabler and defined by DM 1.2 enabler release [OMA-DM] and leveraged in Diagnostics and Monitoring activities.
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