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1 Reason for Change

The “Enabler Release” column in the Requirements table means that by which enabler and in which version of the enabler the corresponding requirement will be or has been already satisfied. It could be DiagMon Enabler, it could be DM v1.2, or it could be DM Scheduling Enabler. 
This CR is to reflect that in the current DiagMon RD to show the following requirements will also be supported by the DM Scheduling.

· DIAG-GEN-03: DM Scheduling Enabler supports a mechanism to specify the policy on DiagMon data collection.

· DIAG-GEN-04: Same as above. In addition, DM Scheduling Enabler supports Timer-based and Event-based Scheduling.

· DIAG-GEN-07: Threshold-based scheduling function of the DM Scheduling Enabler will provide the mechanism to detect parameter configuration changes.

· DAIG-GEN-13: Threshold-based scheduling function of the DM Scheduling Enabler will provide a mean to notify server of FW or SW Offline changes.

· DIAG-GEN-17: DM Scheduling Enabler supports a mechanism to specify the policy on autonomous DiagMon information reportings.

Also, note that the DiagMon WID includes the following statements to indicate the relationship with DM Scheduling Enabler:

Note that any DM Scheduling related requirements will be addressed by the DM Scheduling RD and subsequently have impact to the Scheduling AD.  Technical specifications and interoperability test specifications will be created to address the DM Diagnostics and monitoring requirements.

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

DM Scheduling Version 1.0.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the DM WG to agree on the proposed changes in this document.
6 Detailed Change Proposal

Change 1:  In HLFR section, add the reference to DM Scheduling Enabler Verion 1.0
	Label
	Description
	Enabler Release

	DIAG-GEN-1
	Diagnostics information SHOULD be collected from a device as defined by DM managed objects. 
	DiagMon Version 1.0

	DIAG-GEN-2
	Network monitoring information SHOULD be collected from a device as defined by DM managed objects.
	DiagMon Version 1.0

	DIAG-GEN-3
	Diagnostics and Monitoring information from a device SHOULD be collected per the policies set by management authority.
	DiagMon Version 1.0
DM Scheduling Version 1.0

	DIAG-GEN-4
	Diagnostics and Monitoring Enabler SHALL support a mechanism to allow the collection, logging, storage or Reporting Diagnosis and Monitoring information based on time or events.
	DiagMon Version 1.0
DM Scheduling Version 1.0

	DIAG-GEN-5
	The Diagnostics and Monitoring enabler SHOULD support Diagnosis and Monitoring of information coming from various types of measurements done by the device.
	DiagMon Version 1.0

	DIAG-GEN-6
	It SHALL be possible for the device to log or store the Diagnostics and Monitoring events and associated information on the Device for later reporting or fetch for the DM Server.
	DiagMon Version 1.0

	DIAG-GEN-7
	The Diagnostics and Monitoring Enabler MUST support a mechanism that selectively detects changes to client configuration parameters.
	DiagMon Version 1.0
DM Scheduling Version 1.0

	DIAG-GEN-8
	The device SHALL provide a means to notify the Diagnostics and Monitoring management authority of changes to client configuration parameters.
	DiagMon Version 1.0

	DIAG-GEN-9
	The device SHALL provide a means to notify the Diagnostics and Monitoring management authority of faults.
	DiagMon Version 1.0

	DIAG-GEN-10
	A management authority SHOULD have a means to query and set parameters for dynamic attributes of the device, e.g. battery level, available resources, via managed objects.
	DiagMon Version 1.0

	DIAG-GEN-11
	Diagnostics and Monitoring Enabler MAY report Trap events to other DM components, such as DM Scheduling
	DiagMon Version 1.0

	DIAG-GEN-12
	The Diagnostic and Monitoring System SHOULD support a mechanism to invoke specific diagnostics procedures remotely.
	DiagMon Version 1.0

	DIAG-GEN-13
	The device SHOULD provide a means to notify the Diagnostics and Monitoring management authority of firmware offline update, software offline installation, update and removal.
	DiagMon Version 1.0
DM Scheduling Version 1.0

	DIAG-GEN-14
	Diagnostic and Monitoring Enabler SHALL support a mechanism that provides an error-reporting capability.
	DiagMon Version 1.0

	DIAG-GEN-15
	Diagnostic and Monitoring Enabler SHALL support a mechanism that enables Service Level Tracing operations (e.g. activate and deactivate traces on devices, relay to the device Service Tracing Tasks, expose and retrieval of all captured Service Level Trace information) as defined by DM managed objects.
	DiagMon Version 1.0

	DIAG-GEN-16
	Diagnostic and Monitoring Enabler SHALL support a mechanism that allows the Device to notify the Diagnostics and Monitoring Management Authority that an event has occurred, e.g. notify Diagnostics and Monitoring Management Authority that collected traced data is ready to be retrieved or that a Trap event has occurred.
	DiagMon Version 1.0

	DIAG-GEN-17
	Diagnostics and Monitoring information from a device SHOULD be reported per the policies set by management authority.
	DiagMon Version 1.0
DM Scheduling Version 1.0
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