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1 Reason for Change

. Client Initiated Bootstrap mode & Server Initiated Bootstrap mode have to be rationalized (Huge Redundant text for nothing)
. Purge functionality is not so consistent with the Annex E.1(should vs must); persistent & non persistent keys wording brings more confusion than clarity
. R01 : Section 6.3 is a better reference than the reference to 7.3
. R02 : for better readability , “Bootstrap Server”  has to be renamed Bootstrap-Server all along the TS 1.0 specification (so in that contribution); Add a new paragraph dedicated to the Bootstrap-Server + Editorials
2 Impact on Other Specifications

None
3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

DM WG to review and agree this CR
5 Detailed Change Proposal
Change 1:  Rename of Bootstrap Server  into Bootstrap-Server 
The Rename of “Bootstrap Server” to “Bootstrap-Server” all along the TS 1.0  should help to improve TS readability
Change 2:  Section 5.2 : rationalization of Client & Server Initiated Bootstrap modes (common text) – Purge functionality is now consistent with Annex E.1 . unclear distinction persistent vs non persistent key is removed 
5.2  Bootstrap Interface
The Bootstrap Interface is used to provision essential information into the LWM2M Client to enable the LWM2M Client to perform the operation “Register” with one or more LWM2M Servers.

During the Bootstrap Phase, the Client MAY ignore requests and flush all pending responses not related to the Bootstrap sequence. There are four bootstrap modes supported by the LWM2M Enabler:
· Factory Bootstrap
· Bootstrap from Smartcard 

· Client Initiated Bootstrap

· Server Initiated Bootstrap
The last two Bootstrap modes require the help of a LWM2M Bootstrap-Server to achieve the ultimate goal to connect a LWM2M Client to their LWM2M Server(s). 

The LWM2M Client MUST support at least one bootstrap mode specified in the Bootstrap Interface.

The LWM2M Bootstrap-Server MUST support Client Initiated Bootstrap and Server Initiated Bootstrap modes specified in the Bootstrap Interface.

This section describes what information is conveyed across the Bootstrap Interface, where the LWM2M Client puts that information and how to provision the Bootstrap Information for each of these bootstrap modes.
5.2.1 LWM2M Bootstrap-Server 
The LWM2M Bootstrap-Server is used to provision the LWM2M Client with the information required to contact the LWM2M Server(s).  
In order for the LWM2M Client and the LWM2M Bootstrap-Server to establish a connection on the Bootstrap Interface, either in Client Initiated Bootstrap mode or in Server Initiated Bootstrap mode,  the LWM2M Client MUST have a LWM2M Bootstrap-Server Account pre-provisioned in it.
5.2.2 Bootstrap Information
This section specifies the information that needs to be configured in LWM2M Client for connecting to the LWM2M Server(s) or the LWM2M Bootstrap-Server. This Bootstrap Information can be available before performing the Bootstrap Sequence described in Section 5.2.3 or obtained as a result of the Bootstrap Sequence. 
Bootstrap Information can be categorized into two types:
· LWM2M Server Bootstrap Information
· LWM2M Bootstrap-Server Bootstrap Information
The LWM2M Client MUST have the LWM2M Server Bootstrap Information after the Bootstrap Sequence specified in Section 5.2.3.
The LWM2M Client SHOULD have the LWM2M Bootstrap-Server Bootstrap Information.

The LWM2M Server Bootstrap Information is used by the LWM2M Client to register and connect to the LWM2M Server
The LWM2M Server Bootstrap Information MUST contain at least a LWM2M Server Account. The LWM2M Server Bootstrap Information MAY additionally contain further Object Instances (e.g., Access Control, Connectivity Monitoring Object).
The LWM2M Client MAY be configured to use one or more LWM2M Server Account(s).
The LWM2M Client MUST have at most one LWM2M Bootstrap-Server Account.

The LWM2M Bootstrap Server Bootstrap Information is used by the LWM2M Client to contact the LWM2M Bootstrap Server to get the LWM2M Server Bootstrap Information.

The LWM2M Bootstrap Server Bootstrap Information MUST be a LWM2M Bootstrap Server Account.

	Bootstrap Information Type
	Entity
	Required

	The LWM2M Server Bootstrap Information
	LWM2M Server Account
	Yes*

	
	Additional Object Instances (e.g., Access Control, Connectivity Monitoring Object)
	No

	The LWM2M Bootstrap-Server Bootstrap Information
	LWM2M Bootstrap-Server Account
(Security Object instance)
	No


Table 5: Bootstrap Information List
*the LWM2M Client MUST have at least one LWM2M Server Account after Bootstrap Sequence specified in 5.2.3
Please note that the LWM2M Client MUST accept Bootstrap Information sent via Bootstrap Interface without processing authorization process specified in Section 7.3.2 Authorization.
5.2.3 Bootstrap Modes
This section of the specification provides description and further information for each of the following Bootstrap Modes:

· Factory Bootstrap
· Bootstrap from Smartcard
· Client Initiated Bootstrap

· Server Initiated Bootstrap
5.2.1.1 Factory Bootstrap
In this mode, the LWM2M Client has been configured with the necessary Bootstrap Information prior to deployment of the device.
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