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6.2.3 Connectivity Management Objects (ID 10, 11, 12, 13) [1200-1499]
6.2.3.3 LightweightM2M-1.0-int-1301 – Querying the readable resources of Cellular network connectivity object
	Test Case Id
	LightweightM2M-1.0-int-1301

	Test Object
	Client and Server

	Test Case Description
	Querying the readable resources of Cellular network connectivity  object 

	Preconditions
	· Client is registered with the Server

	Test Procedure
	A READ operation from Server on the Cellular network connectivity Object has been received by the Client. 
This test has to be run on the following resources:
· Activated Profile Names
· Serving PLMN Rate control
· Power Saving Modes
Normal flow:

1. READ (CoAP GET) on the resource, with the CoAP Accept option value “0” to indicate the “text/plain” content format
2. The server receives success message (2.05 Content) and the requested value in the corresponding Plain Text format

	Pass-Criteria
	1. The server receives the status code “2.05” for READ success

2. The value returned by the client is admissible with regards of LWM2M technical specification

3. The server receives the requested information and displays the resource value to the user


6.2.3.4 LightweightM2M-1.0-int-1302 – Setting the Power Saving Mode resources
	Test Case Id
	LightweightM2M-1.0-int-1302

	Test Object
	Client and Server

	Test Case Description
	Setting the writable resources of  Cellular network connectivity Object

	Preconditions
	· Device is registered with the Server
· The Power Saving Modes of Device is not 0

	Test Procedure
	A WRITE operation from server on the resource has been received by the client. This test has to be run for the following resources:
a) Active Power Saving Modes 
Normal flow:

1. WRITE (CoAP PUT/POST) on the resource with a value admissible which the client supports by Power Saving Modes resource with regards to LWM2M technical specification

2. Server receives success message (2.04 Changed)

3. The server READs the result of the WRITE operation by querying the resource.

	Pass-Criteria
	1. The server receives the status code “2.04”

2. The resource value has changed according to WRITE request


6.2.3.5 LightweightM2M-1.0-int-1303 – Observation and notification of Power Saving Mode resources
	Test Case Id
	LightweightM2M-1.0-int-1303

	Test Object
	Client and Server

	Test Case Description
	Sending the observation policy to the device for resources of Cellular network connectivity Object 

	Preconditions
	· Device is registered at the LWM2M server

	Test Procedure
	The Server establishes an Observation relationship with the Client to acquire condition notifications about observable resources. This test has to be run for the following resources:
a) Active Power Saving Modes 
Normal flow:
1. The server communicates to the device min/max period, threshold value and step with a WRITE ATTRIBUTE (CoAP PUT) operation
2. The server sends OBSERVE (CoAP Observe Option) message to activate reporting
3. The client reports requested information with a NOTIFY message (CoAP response)

	Pass-Criteria
	1. The server has received the requested information and displays the resource value to the user

2. The value returned by the client is admissible with regards of LWM2M technical specification

3. The values returned by the client in each Notify are relevant with regards to the threshold value, the min/max period and the step
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