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Reason for Change
In addition to the already supported transport bindings – (U) UDP, (S) SMS and (T) SMS Trigger, LwM2M will also support non-IP. This CR is to about addition of a new  transport binding for non-IP (N).
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Figure 1: 3GPP defines two transmission paths for NIDD (Non-IP Data Delivery)

Impact on Backward Compatibility
None
Impact on Other Specifications
Additional requirement
Intellectual Property Rights
Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
Recommendation
To review and accept the proposed requirements
Detailed Change Proposal
1. Client Registration Interface
0.6.1.3 Behaviour with current transport binding and mode
	N (Non-IP)
	The LwM2M Server expects that the LwM2M Client is reachable via the Non-IP binding at any time.
The LwM2M Server MUST send requests to a LwM2M Client using the Non-IP binding. The LwM2M Client MUST send the response to such a request over the Non-IP binding. 


	NQ (Non-IP with Queue Mode)
	The Server MUST queue all requests to the LwM2M Client, sending requests via non-IP when the LwM2M Client is on-line as described in Section 8.4 Queue Mode Operation. Requests MUST be sent to the LwM2M Client using the Non-IP binding. The LwM2M Client MUST send the response to such a request over the non-IP binding. 




Transport Binding
6. Non-IP Binding
[bookmark: _GoBack]CoRE WG is moving away from the CoAP + <x> format and is trying to define a single uri format called coap+at for all other non-UDP transports.
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