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Reason for Change
There are no contributions on editor note.
This CR proposes removal of the editor note in Section 4 of the white paper.
Impact on Backward Compatibility
None.
Impact on Other Specifications
None.
Intellectual Property Rights
Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
Recommendation
DM WG member should agree on this CR.
Detailed Change Proposal
Editor Note in Section 4 M2M Device Classification Attributes  (Removed Text)
[bookmark: _Ref511812783][bookmark: _Toc51149239]Remove the following editor note in Section 4 of the white paper.
Editor note: Some other attributes under discussion include “remote manageability” (implying two way communication?), “device processing/storage constraint” (implying application of lightweight M2M protocol?), “power consumption” (implied by fixed or wireless network interface mentioned in the table?), “surface mount embedded module type” (ETSI ISG on Embedded Modules). One key consideration is to keep the number of horizontal attributes under 10 or 12 and the number of attribute value under 4 or 5 so that the number of device classes is manageable.
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