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1 Reason for Change

This CR aims to add Client Initiated Software Component Update in the SCOMO TS. According to RD document, device may be able to initiate a session for SCOMO operation. 

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review and approve the following requirements.
6 Detailed Change Proposal
Change 1:  Add client initiated software component update in the SCOMO TS.
8. Client Initiated Software Component Update
8.1 General

This feature is an optional feature for devices and for servers. This section only defines the format of the client initiated message and not in which circumstances the client device will send it. This message is an information message to the server so that should investigate if an update is needed. The device can send two different software component update requests dependent of if it is originated form the Device or a User. The client SHOULD NOT expect any specific software component update action from the server. If the Alert Type is “User Initiated”, then the server MAY send User Interaction Commands in the same session to inform the user how the server will handle the software component update request. The Server may investigate if update is needed in the same session, but may also inform the user that the server will investigate this later on.

The Generic Alert format is used for this notification. The following client requirements MUST be supported if Client Initiated software component update is implemented:

8.1.1 Generic Alert

The message MUST follow the Generic Alert format

8.1.2 Alert Type

The message MUST use the alert type: “org.openmobilealliance.softwarecomponent.devicerequest” for device initiated software component update and alert type : “org.openmobilealliance.softwarecomponent.userrequest” for user initiated software component update.

8.1.3 URI

The URI in the alert, if specified, MUST point to the dynamic node ( e.g., the Inventory/Deployed/<x> ) representing a single software component management object in the tree. When present, the server investigate the availability of update for the software component indicated by the software component management object. It is further suggested when not present, the server investigates the availability of all relevant software component updates for the terminal originating the alert. The server MAY query the contents of the management object specified by a URI. The server SHOULD initiate a software component update if any relevant updates are discovered. 

8.1.4 Data

The Data element MUST be included. A Client vendor MAY use the data field to supply implementation specific data. In case there is no implementation specific data the value needs to be left empty.
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