Doc# OMA-DM-SCOMO-2007-0050-CR_Component_Metadata.doc
Change Request

Doc# OMA-DM-SCOMO-2007-0050-CR_Component_Metadata.doc[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request



Change Request

	Title:
	Component Metadata
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	DM Group

	Doc to Change:
	OMA-TS-SCOMO-V1_0.doc

	Submission Date:
	26 July 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jiayue Chang, China Mobile, changjiayue@chinamobile.com
Linyi Tian, Huawei, tianlinyi@huawei.com
Elad Granot, Red Bend Software, Elad.Granot@redbend.com
Matias Kiviniemi, Teliasonera, matias.kiviniemi@teliasonera.com

	Replaces:
	n/a


1 Reason for Change

It is realized that component metadata is provided by Device Management System and exposed by client after installation. If not, it will not be possible for Device Management System to do subsequent management after installation, such as Activate, Deactivate. This CR intends to implement this.
2 Impact on Backward Compatibility

No
3 Impact on Other Specifications

No
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM Group agrees this contribution.
6 Detailed Change Proposal

5.1    Deployment Component

Deployment Component is an abstraction of Software component that is dedicated for management purposes. Deployment Component is execution environment neutral so that it may be used to describe the software components of different platforms.

Deployment Component may include Software Component or any other type of software asset, such as executables, applications, libraries, UI-elements, certificates, licenses etc.

Deployment Component consists of the Software Component and metadata. The metadata can consist of multiple attributes (e.g. component id, name, version, etc.)  The metadata MUST be provided by Device Management System and same values MUST be placed in corresponding nodes under Deployed subtree by client after installation. The metadata is delivered within Delivery Package.
6.4    Software Component Management Object Parameters

Download/<X>/Name

	Status
	Tree Occurrence
	Format
	Min. Access Types

	OPTIONAL
	ZeroOrOne
	Chr
	Get


This leaf node specifies the Name for the Delivery Package. The Package Name MUST be provided by Device Management System.
Download/<X>/EnvType

	Status
	Tree Occurrence
	Format
	Min. Access Types

	To be defined
	ZeroOrOne
	Chr
	Get


This leaf node specifies the Environment type of a Delivery Package. The EnvType MUST be provided by Device Management System.
Download/<X>/PkgType

	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	ZeroOrOne
	Chr
	Get


This leaf node specifies the Content Type of a Delivery Package. The value MUST be a MIME Content Type. The PkgType MUST be provided by Device Management System.
Inventory

	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	One
	Node
	Get


This node is a parent node for all the Delivery Packages and Deployment Components in the device.
Inventory/Delivered/<X>/Name

	Status
	Tree Occurrence
	Format
	Min. Access Types

	OPTIONAL
	ZeroOrOne
	Chr
	Get


This leaf node specifies the Name of a Delivery Package in the device. The Package Name is provided by Device Management System. A Delivery Package MUST preserve the same name after a state transition. For example, the same value of Download/<X>/Name that was used for the Delivery Package while it was in the Download subtree MUST also be used as the value for Inventory/Delivered/<X>/Name in Delivered subtree.
Inventory/Delivered/<X>/EnvType

	Status
	Tree Occurrence
	Format
	Min. Access Types

	To be defined
	ZeroOrOne
	Chr
	Get


This leaf node specifies the Environment type of a Delivery Package in the device. The EnvType is provided by Device Management System. A Delivery Package MUST preserve the same EnvType after a state transition. For example, the same value of Download/<X>/EnvType that was used for the Delivery Package while it was in the Download subtree MUST also be used as the value for Inventory/Delivered/<X>/EnvType in Delivered subtree.
Inventory/Delivered/<X>/PkgType

	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	ZeroOrOne
	Chr
	Get


This leaf node specifies the Content Type of a Delivery Package in the device. The value MUST be a MIME content type. The PkgType is provided by Device Management System. A Delivery Package MUST preserve the same PkgType after a state transition. For example, the same value of Download/<X>/PkgType that was used for the Delivery Package while it was in the Download subtree MUST also be used as the value for Inventory/Delivered/<X>/PkgType in Delivered subtree.
Inventory/Deployed

	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	One
	Node
	Get


This node is a parent node of the Deployment Components in the device.

Inventory/Deployed/<X>

	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	ZeroOrMore
	Node
	Get


This node acts as a placeholder for the Deployment Components in the device. The node name is assigned by the client.

Inventory/Deployed/<X>/ID

	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	One
	Chr
	Get


This leaf node specifies the ID of a deployed Deployment Component in the device. The ID MUST be provided by Device Management System and uniquely identify the Deployment Component within the SCOMO tree. The implementation can use vendor specific ID (or execution environment specific ID) for the Deployment Component within device and maintain the mapping with Component ID provided by Device Management System.












NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20070101-I]

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 3 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20070101-I]

