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1 Reason for Change

This contribution addresses the following agreed requirements.

SCOMO1_1-HLF-08
The enabler SHALL support client initiated check for new version for firmware or a specific software component.

SCOMO1_1-HLF-09
The enabler SHALL support client initiated update for a specific software component.

SCOMO1_1-HLF-10
The enabler SHALL support client initiated update for firmware.

This contribution requires having a new node in the Deployed subtree, which is described in a separate CR. 

2 Impact on Backward Compatibility

This proposal is backward compatible with SCOMO 1.0. But it introduced new Alert Types as part of Client Initiated Updates and requires the client and the server to support new alert types. The client and server should be able to initiate appropriate actions based on the purpose definition of the Alert Types. 
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The DM WG should review and agree the attached ER.

6 Detailed Change Proposal

Change 1:  Following changes to Section 13 ‘Client Initiated Update’ in the ER
13. Client Initiated Update

13.1 General

This section defines the format of the client initiated update message and specifies in which circumstances the device sends it. The message uses Generic Alert and acts as a notification to the server so that the server should investigate if an update is available. The client and server initiate appropriate action based on the Alert Type definitions below. 

13.1.1 Generic Alert

The message MUST follow the Generic Alert format.

13.1.2 Alert Type

The message MUST include an Alert Type identifying the purpose of the request.
Following Alert Types are defined:
	Alert Type
	Definition

	urn:oma:at:scomo:1.1:UpdateDeviceRequest
	Device initiated request for update of a software component or firmware in the device. The server SHOULD initiate the update if there is a new version of the software or firmware  identified by the URI. The server MAY query the contents of the node specified by the URI.

	urn:oma:at:scomo:1.1:UpdateUserRequest
	User initiated request for update of a software component or firmware in the device. The server SHOULD initiate the update if there is a new version of the component identified by the URI. The server MAY query the contents of the node specified by the URI. The server MAY send User Interaction Commands in the same session to inform the user how the server will handle the SCOMO/Firmware update request. The Server may investigate if update is needed in the same session, but may also inform the user that the server will investigate this later on.

	urn:oma:at:scomo:1.1:CheckVersionDeviceRequest
	Device initiated check for new version of a software component or firmware. The server SHOULD update the AvailableVersion in the Deployed subtree if a new version of the component or firmware identified by the URI is available. The device MAY initiate an update.

	urn:oma:at:scomo:1.1:CheckVersionUserRequest
	User initiated check for new version of a software component. The server SHOULD update the AvailableVersion in the Deployed subtree if a new version of the component or firmware identified by the URI is available. The server MAY send User Interaction Commands in the same session to inform the user about the available version. The device MAY initiate an update. 


13.1.3 URI

The URI in the alert, if specified, MUST point to the location of a deployed software component.in the deployement subtree of the SCOMO management tree. 

13.1.4 Data

The Data element MUST be included. A client vendor MAY use the data field to supply implementation specific data. In case there is no implementation specific data the value needs to be left empty.
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