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1 Reason for Change

A typical ROAP session is preceded by a browsing session in which the user selects a Rights Object for download. The RI server then sends the RO Acquisition ROAP Trigger, which is used to convey all the parameters that the DRM Agent needs to establish a ROAP session in order to request the selected Rights Object. 

So far there is no connection between the ROAP Trigger and the DCF. Hence there is a chance that the wrong hash and/or TransactionID will be sent within the ROAP RORequest message since there is no way for the DRM Agent to reliably know the context of the browsing session.

In order for the DRM Agent to reliably know which DCF hash and/or TransactionID to include in the ROAP Request message, the ROAP Trigger must include the ContentID of the relevant DCF that the requested RO applies to.  The DRM Agent can then be sure to insert data (DCF Hash, TransactionID) of the relevant DCF in its RORequest message. 

The figure below shows the dilemma, a DRM Agent can be in when trying to send an RORequest if the contentID is not available within the ROAP Trigger.

(i) The user acquires a DCF(“DCF_a”) the contentID of which is “contentID_a”.  

(ii) In order to consume the content, the user navigates to the RightsIssuerURL

(iii) The user looks at the available offers and the description of the content but decides that they would rather look for some other content.

(iv) The user selects some content (“contentID_x”), views the offers and description and decides to purchase the rights to this.  The content may or may not be downloaded at this point.

(v) The device recieves a ROAP Trigger for the RO, associated to “contentID_x”.

(vi) Note that the browsing session had been initiated by looking for ROs for “contentID_a”. It ends however by downloading a Rights Object for “contentID_x”. By including the contentID information in the ROAcquisition trigger, it could be ensured that a DRM Agent knows exactly which information to include in the RORequest message it sends.
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Figure 1
2 Impact on Backward Compatibility

It is assumed that unsupported elements within the ROAP Trigger will be ignored by legacy implementations.  

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the group review this CR and include it within an updated version of the DRM specification.

6 Detailed Change Proposal

5.2 Initiating the ROAP

5.2.3 The ROAP Trigger

The ROAPTrigger type is a sequence of a chosen ROAP trigger (see below), an optional signature on the ROAP trigger, and an optional <encKey> element containing a wrapped MAC key. The purpose of a ROAP trigger is to initiate a particular ROAP protocol. 

<schema 

  targetNamespace="urn:oma:bac:dldrm:roap-trigger-1.0"  

  xmlns="http://www.w3.org/2001/XMLSchema" 

  xmlns:roap-trigger="urn:oma:bac:dldrm:roap-trigger-1.0"

  xmlns:roap="urn:oma:bac:dldrm:roap-1.0"

  xmlns:ds="http://www.w3.org/2000/09/xmldsig#"

  xmlns:xenc="http://www.w3.org/2001/04/xmlenc#"

  elementFormDefault="unqualified"

  attributeFormDefault="unqualified">

<import namespace="urn:oma:bac:dldrm:roap-1.0" schemaLocation="roap.xsd"/> 

<import namespace="http://www.w3.org/2000/09/xmldsig#"

        schemaLocation="http://www.w3.org/TR/2002/REC-xmldsig-core-20020212/xmldsig-core-schema.xsd"/>

<import namespace="http://www.w3.org/2001/04/xmlenc#"

        schemaLocation="http://www.w3.org/TR/2002/REC-xmlenc-core-20021210/xenc-schema.xsd"/>

<complexType name="RegistrationRequestTrigger">

  <sequence>

    <element name="riID" type="roap:Identifier"/>

    <element name="nonce" type="roap:Nonce" minOccurs="0"/>

    <element name="roapURL" type="anyURI"/>

  </sequence>

  <attribute name="id" type="ID"/>

</complexType>

<complexType name="ROAcquisitionTrigger">

  <sequence>

    <element name="riID" type="roap:Identifier"/>

    <element name="nonce" type="roap:Nonce" minOccurs="0"/>

    <element name="roapURL" type="anyURI"/>

    <element name="domainID" type="roap:DomainIdentifier"

             minOccurs="0"/> 
    <sequence maxOccurs=”unbounded”>
<element name="roID" type="ID"/> 
      <element name="contentID" type="anyURI" maxOccurs="unbounded"/>

    </sequence>
  </sequence>

  <attribute name="id" type="ID"/>

</complexType>

<complexType name="DomainTrigger">

  <sequence>

    <element name="riID" type="roap:Identifier"/>

    <element name="nonce" type="roap:Nonce" minOccurs="0"/>

    <element name="roapURL" type="anyURI"/>

    <element name="domainID" type="roap:DomainIdentifier"/>

  </sequence>

  <attribute name="id" type="ID"/>

</complexType>

<!-- ROAP trigger -->

<element name="roapTrigger" type="roap-trigger:RoapTrigger"/>

<complexType name="RoapTrigger">

  <annotation>

    <documentation xml:lang="en">

      Message used to trigger the device to initiate a Rights Object Acquisition Protocol.

    </documentation>

  </annotation>

  <sequence>

    <choice>

      <element name="registrationRequest" type="roap-trigger:RegistrationRequestTrigger"/>

      <element name="roAcquisition" type="roap-trigger:ROAcquisitionTrigger"/>

      <element name="joinDomain" type="roap-trigger:DomainTrigger"/>

      <element name="leaveDomain" type="roap-trigger:DomainTrigger"/>

    </choice>

    <element name="signature" type="ds:SignatureType" minOccurs="0"/>

    <element name="encKey" type="xenc:EncryptedKeyType" minOccurs="0"/>

</sequence>

<attribute name="version" type="roap:Version"/>

<attribute name=”proxy” type=”boolean”/>

</complexType>

</schema>

The <riID> element MUST uniquely identify the Rights Issuer. For triggers besides the <registrationRequest>, the DRM Agent MUST use this value to verify that it has a valid RI Context with the Rights Issuer.  If the DRM Agent does not have a valid RI Context with the identified Rights Issuer then the DRM Agent MUST initiate the Registration Protocol before initiating the protocol indicated in the <roapTrigger> element.

The <nonce> element provides a way to couple ROAP triggers with ROAP requests. When present, a Device MUST include the <nonce> value as a nonceTrigger attribute in a subsequent ROAP request. See further Section Error! Reference source not found. below. RIs MUST include a <nonce> element in "LeaveDomain" triggers. RIs MUST follow the guidelines for nonces as expressed in Section Error! Reference source not found. below.

The DRM Agent MUST use the URL specified by the <roapURL> element when initiating the ROAP transaction.  The <roapURL> is used in conjunction with the protocol indicated in the <roapTrigger> element as described below to determine which ROAP PDU to send: 

· If the <roapTrigger> element carries a <registrationRequest> element, the PDU MUST be a ROAP-DeviceHello PDU.

· If the <roapTrigger> element carries an <roAcquisition> element, the PDU MUST be a ROAP-RORequest PDU.

· If the <roapTrigger> element carries a <joinDomain> element, the PDU MUST be a ROAP-JoinDomain PDU.

· If the <roapTrigger> element carries a <leaveDomain> element, the PDU MUST be a ROAP-LeaveDomain PDU.

The <domainID> element MAY be included in certain ROAP triggers.  If included, the Device MUST incorporate the <domainID> in the ROAP PDU that is sent in response to the trigger.

One or several <roID> elements MUST be included in the <roAcquisition> trigger to identify the ROs to be acquired. The RI MAY specify more than one <roID> element to initiate download of multiple ROs. The DRM Agent MUST include all received <roID> elements in the <roInfo> portion of the subsequent ROAP-RORequest PDU.  
One or several <contentID> elements MUST be included in the <roAcquisition> trigger, at least one for each <roID> element. In the case where a single RO applies to several DCFs the <roAcquisition> trigger MUST include a <contentID> element for each DCF. In the case where a single RO applies to several Content Objects inside one DCF (Multipart DCF), the trigger SHALL include the <contentID> element of the first Content Object in the Multipart DCF. The <contentID> elements MUST contain the ContentID as specified in the ContentID field in the Common Header of the Content Object inside the associated DCF (or PDCF) [DRMCF-v2].
If the DRM Agent has a valid RI Context with the identified Rights Issuer, then the DRM Agent MAY initiate the ROAP transaction without acquiring consent from the user. If the DRM Agent does not have a valid RI Context with the identified Rights Issuer, then the DRM Agent MUST obtain user consent before connecting to the RI and initiating the transaction.

In the case where a DRM Agent receives a ROAP Trigger where the <roapTrigger> element carries a <registrationRequest> element, the DRM Agent MUST use the value of the <riID> element to verify that it has a valid RI Context with the Rights Issuer, prior to initiating the transaction.

The Rights Issuer MAY authenticate the ROAP Trigger by including a signature of the trigger in the <signature> element. The RI MUST include a <signature> element if a <leaveDomain> element is present. With one exception (see below), Devices MUST verify signed ROAP triggers. If the Device cannot verify the signature, the Device SHOULD inform the user and MUST discard the ROAP Trigger. 

The only exception to the verification requirement is when the trigger is a "LeaveDomain" trigger, the Device is not a member of the identified Domain, and the trigger has been authenticated with a MAC based on the Domain Key. In this case, the Device MUST acquire user consent before initiating the ROAP.

The <ds:Reference> element of the <ds:SignedInfo> child element of the <signature> shall reference a ROAPTrigger element by using the same value for the URI attribute as the value for the ROAP trigger element's id attribute. In the case of a “LeaveDomain” trigger, the <ds:KeyInfo> child element of the <signature> element shall use its URI attribute of the <ds:RetrievalMethod> element to reference a wrapped MAC key in the <encKey> element, and the signature algorithm (expressed in the Algorithm attribute of the <ds:SignatureMethod> element) MUST be "http://www.w3.org/2000/09/xmldsig#hmac-sha1".

The <encKey> element shall in the case of a “LeaveDomain” trigger be present and shall contain a MAC key wrapped with the current Domain key. The value of the Id attribute of this element shall equal the value of the URI attribute of the <ds:RetrievalMethod> child element of the <signature> element as specified above.

The version attribute is a <major.minor> representation of the ROAP trigger. For this version of the specification, version SHALL be set to "1.0". Minor version upgrades must always be backwards compatible.

If present, the proxy attribute indicates that the ROAP Trigger is not for the Connected Device but is intended for an Unconnected Device. Upon receipt of a ROAP Trigger containing the proxy attribute with the value set to “true” a Connected Device that supports the functionality to provide connectivity for Unconnected Devices (as specified in section Error! Reference source not found.) MUST start the procedures specified in section Error! Reference source not found.. If the proxy attribute is present but the value is set to “false” then Connected Devices MUST treat the ROAP Trigger as if it did not contain the proxy attribute.

The MIME type for the ROAP Trigger is “application/vnd.oma.drm.roap-trigger+xml”.

5.4.3 RO Acquisition

5.4.3.1 RO Request

The ROAP-RORequest message is sent from a Device to an RI to request Rights Objects. This message is the first message of the 2-pass RO Acquisition protocol.

5.4.3.1.1 Message description

	ROAP-RORequest

	Parameter
	Mandatory/Optional

	Device ID
	M

	Domain ID
	O

	RI ID
	M

	Device Nonce
	M

	Request Time
	M

	RO Info
	M

	Certificate Chain
	O 

	Extensions
	O

	Signature
	M


Table 1: RO Request Message Parameters

Device ID identifies the requesting Device as specified in section Error! Reference source not found..

Domain ID, when present, identifies the Domain for which the requested ROs shall be issued.

RI ID identifies the authorizing RI as specified in section Error! Reference source not found..

Device Nonce is a nonce chosen by the Device. Nonces are generated and used in this message as specified in section Error! Reference source not found..

Request Time is the current DRM Time, as seen by the Device.
RO Info identifies the requested Rights Object(s). The parameter consists of a (non-empty) set of Rights Object identifiers identifying the requested Rights Objects, and for each RO identifier an optional hash of the DCF associated with the requested RO. The DCF hash SHOULD be included when the Device is in possession of the associated DCF, unless its inclusion, as determined by some vendor-specific algorithm, would be impractical (e.g. due to the size of the DCF). If the 2-pass protocol is initiated by a ROAP Trigger, the Device SHOULD
 use the <contentID> elements of the ROAP Trigger to identify the associated DCF(s) over which a DCF hash should be calculated. The DCF hash, if computed, MUST be computed as specified in section 5.3 of [DRMCF-v2].

Certificate Chain: This parameter is sent unless it is indicated in the RI Context that this RI has stored necessary Device certificate information. When present, the parameter value SHALL be as described for the Certificate Chain parameter in the ROAP-RegistrationRequest message.

Extensions: The following extensions are defined for the ROAP-RORequest message:
· Peer Key Identifier: An identifier for an RI public key stored in the Device. If the identifier matches the RI's current public key, or if the extension is empty, it means the Device has already stored the RI ID and the corresponding RI certificate chain, and the RI need not send down its certificate chain in its response message.

· No OCSP Response: Presence of this extension indicates to the RI that there is no need to send any OCSP responses since the Device has cached a complete set of valid OCSP responses for this RI.

· OCSP Responder Key Identifier: This extension identifies an OCSP responder key stored in the Device. If the identifier matches the key in the certificate used by the RI's OCSP responder, the RI MAY remove the OCSP Responder certificate chain from the OCSP response before providing the OCSP response to the Device.

· Transaction Identifier: Allows a Device to provide the RI with information for tracking of transactions, for example relating to loyalty programs (an example of this could be reward scheme information from the DCF scheme). The Device SHOULD
 use the <contentID> elements of the ROAP Trigger to identify the associated DCF(s) from which the TransactionID should be extracted.
The Device MUST send the Peer Key Identifier extension if, and only if, it has stored the RI public key. The Device MUST send the No OCSP Response extension if, and only if, it has a complete set of valid OCSP responses for the RI certificate chain. The Device MUST send the OCSP Responder Key Identifier extension if, and only if, it has stored an OCSP Responder key for this RI. 

Signature is a signature on this message (besides the Signature element itself). The signature method is as follows:

· The message except the Signature element is canonicalized using the exclusive canonicalization method defined in [XC14N].

· The result of the canonicalization, d, is considered as input to the signature operation. 

· The signature is calculated on d in accordance with the rules of the negotiated signature scheme

The RI MUST verify the signature on the ROAP-RORequest message.

5.4.3.1.2 Message syntax

The <roRequest> element specifies the ROAP-RORequest message. It has complex type roap:RORequest, which extends the basic roap:Request type.

<element name="roRequest" type="roap:RORequest"/>

<complexType name="RORequest">

  <annotation>

    <documentation xml:lang="en">

      Message sent from Device to RI to request an RO.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Request">

      <sequence>

        <element name="deviceID" type="roap:Identifier"/>

        <element name="domainID" type="roap:DomainIdentifier"

                 minOccurs="0"/>

        <element name="riID" type="roap:Identifier"/>

        <element name="nonce" type="roap:Nonce"/>

        <element name="time" type="dateTime"/>

        <element name="roInfo">

          <complexType>

            <sequence maxOccurs="unbounded">

              <element name ="roID" type="ID"/>

              <element name="dcfHash" minOccurs="0">

                <complexType>

                  <sequence>

                    <element name="hash" type="base64Binary"/>

                  </sequence>

                  <attribute name="algorithm" type="anyURI” 

       default="http://www.w3.org/2000/09/xmldsig#sha1"/> 

                </complexType>

              </element>

            </sequence>

          </complexType>

        </element>        

        <element name="certificateChain" type="roap:CertificateChain" minOccurs="0"/> 

        <element name="extensions" type="roap:Extensions" minOccurs="0"/>

        <element name="signature" type="base64Binary"/>

      </sequence>

    </extension>

  </complexContent>

</complexType>

The following schema fragment defines the Transaction Identifier extension:

<complexType name="TransactionIdentifier">

  <complexContent>

    <extension base="roap:Extension">

      <sequence maxOccurs=”unbounded”>
      <element name="contentID" type=”anyURI”/>
       <element name="id">

          <simpleType>

            <restriction base="string">

              <length value="16"/>

            </restriction>

          </simpleType>

        </element>

      </sequence>

    </extension>

  </complexContent>

</complexType>

12.3 Transaction Tracking

A DCF may contain a TransactionID as an information element inside an OMADRMTransactionTracking box according to [DRMCF-v2].  A TransactionID refers to an RO acquisition for one or more OMA DRM Containers within a DCF. The TransactionID may be used to track the content flow from one user to another via super distribution from an RI perspective. 

The Device MUST ensure the consent of the user for related operations performed by the Device to ensure the privacy issues of the user. This can be done by general settings in the Device, by individual settings per Rights Issuer or on a case by case basis and is implementation specific.

To enable transaction tracking a DCF or PDCF must contain an OMADRMTransactionTracking box when it is received by the Device.

If a DRM Agent receives an RO Response containing an RO and a TransactionID it MUST ask the user for consent to replace the TransactionID in the DCF/PDCF. This can be done in general or on a case-by-case basis. When consent is given, the DRM Agent MUST replace the TransactionID contained in the OMADRMTransactionTracking box of the corresponding DCF or PDCF with the received TransactionID. Otherwise (no consent given) the DRM Agent MUST NOT change the DCF/PDCF. Note: a Device neither needs to generate an OMADRMTransactionTracking box nor needs to change the size of the DCF/PDCF.

If a Device submits an RO Request based on a DCF or PDCF that contains an OMADRMTransactionTracking box it MUST insert the TransactionID of the corresponding DCF or PDCF into the RO Request as the TransactionID.  The DRM Agent SHOULD
 identify the appropriate DCF by the <contentID> element of the ROAP Trigger.
Transaction tracking might not work if

· the first user decides to super distribute only the ContentURL instead of the DCF or PDCF or

· the Rights Object is received prior to the DCF or PDCF.

Informative Note: The transaction tracking feature may be used by a Rights Issuer to implement a reward mechanism by which a first user may obtain a benefit from super distributing Protected Content to another user which purchases an RO to obtain access to the super distributed content. Transaction tracking comprises the following steps:

a) The RI provides a TransactionID in an RO Response message to the Device of the first user.

b) The Device of the first user replaces the TransactionID in the DCF or PDCF already on the Device with the received TransactionID.
c) The first user super distributes the DCF or PDCF to a second user.
d) The second user sends an RO Request message including the TransactionID of the received DCF or PDCF to the RI.
e) The RI maps the received TransactionID to the same TransactionID related to the initial transaction with the first user.
The kind of benefit the first and/or second user may get from the RI is out of scope of this specification.

Appendix F. Static Conformance Requirements

The notation used in this appendix is specified in [IOPPROC].

F.1 Client Conformance Requirements

The table below enumerates the client conformance requirements on all Devices – Connected, as well as Unconnected Devices. The Enabler Release Definition for DRM V2.0 [DRMERELD-v2] defines the mandatory features to be supported by the Connected and Unconnected Devices. For further information, please see section 8 of [DRMERELD-v2].

	Item
	Function
	Reference
	Status
	Requirements

	DRM-CLI-CMN-001 
	ROAP Schema parsing and processing support.
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-002 
	General XML Schema Requirements
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-003 
	Nonce values in ROAP messages
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-004 
	Processing and responding to status codes during ROAP protocol runs
	Error! Reference source not found.,Error! Reference source not found. 
	M
	

	DRM-CLI-CMN-005 
	ROAP Trigger parsing and processing
	5.2.3
	M
	

	DRM-CLI-CMN-006 
	ProtectedRO support
	Error! Reference source not found.,Error! Reference source not found.
	M
	

	DRM-CLI-CMN-007 
	XML Canonicalization
	Error! Reference source not found.,Error! Reference source not found. 
	M
	Conforming to [XC14N]

	DRM-CLI-CMN-008 
	4-pass ROAP-Registration protocol
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-009 
	ROAP Extensions
	Error! Reference source not found.,5.4.3,Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0010 
	Hash Algorithms: SHA-1 and associated URI
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0011 
	MAC Algorithms: HMAC-SHA-1 and associated URI
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0012 
	Signature Algorithms: RSA-PSS-Default and associated URI
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0013 
	Key Transport Algorithms: RSAES-KEM-KDF2-KW-AES128 and associated URI
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0014 
	Key Wrap Algorithms: AES-WRAP and associated URI
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0015 
	Domains Functionality
	Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found. 
	O
	DRM-CLI-CMN-016,DRM-CLI-CMN-031,DRM-CLI-CMN-032,DRM-CLI-CMN-033,DRM-CLI-CMN-034,DRM-CLI-CMN-035,DRM-CLI-CMN-042

	DRM-CLI-CMN-0016 
	Hash Chains for Domain Key Management
	Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0017 
	DRM Agent Certificates 
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0018 
	User Certificates for WIM Binding
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0019 
	RI Certificate Processing and Certificate Chain Validation
	Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0020 
	RI Signature Validation
	Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0021 
	OCSP Response Validation
	Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found.,Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0022 
	IMSI Binding
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0023 
	WIM Binding
	Error! Reference source not found.
	O
	DRM-CLI-CMN-018

	DRM-CLI-CMN-0024 
	Transaction Tracking
	0, 5.4.3.1 
	O
	

	DRM-CLI-CMN-0025 
	User Consent for ROAP Triggers and associated processing
	5.2.3
	M
	

	DRM-CLI-CMN-0026 
	User Consent for Silent and Preview Headers
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0027 
	RI Certificate Caching
	Error! Reference source not found. 
	O
	

	DRM-CLI-CMN-0028 
	RI Certificate Verification data storage in the RI Context
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0029 
	Replay Protection for Stateful Rights Objects
	Error! Reference source not found.,Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0030 
	Maintaining state information for Stateful Rights Objects
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0031 
	Domain Name Whitelists
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0032 
	Multiple Domain Contexts 
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0033 
	Domain Context
	Error! Reference source not found.,Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0034 
	Domain Context Expiry processing
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0035 
	Installing Domain ROs
	Error! Reference source not found., Error! Reference source not found.,Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0036 
	Multiple RI Contexts
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0037 
	RI Context 
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0038 
	Use of riID as identifiers for RI Contexts stored in the Device
	Error! Reference source not found.,Error! Reference source not found.,5.2.3
	M
	

	DRM-CLI-CMN-0039 
	RI Context Expiry processing
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0040 
	DCF Hash verification; usage in ROAP
	5.4.3.1.1
	O
	

	DRM-CLI-CMN-0041 
	Device RO Processing
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0042 
	Domain RO Processing
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0043 
	MIME Types for ROAP PDU, Trigger, ProtectedRO, and Rights Objects
	Error! Reference source not found.,Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0044 
	Exporting to other DRMs and Protected Links
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0045 
	Super Distribution of the DCF
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0046 
	Super Distribution of the ContentURL 
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0047 
	Parent Rights Object
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0048 
	Off-device storage of content and Rights Objects
	Error! Reference source not found.
	O
	

	DRM-CLI-CMN-0049 
	Capability signaling to Content Issuers and Rights Issuers
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0050 
	Processing Content Objects, Rights Objects and ROAP Triggers received via WAP PUSH
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0051 
	DCF Integrity protection after the DCFs are downloaded to the Device
	Error! Reference source not found.
	M
	

	DRM-CLI-CMN-0052 
	Backwards Compatibility to OMA DRM v1
	Error! Reference source not found.
	M
	

	DRM-CLI-CD-0053 
	DRM Time 
	Error! Reference source not found.,Error! Reference source not found.
	O
	DRM-CLI-CD-054

	DRM-CLI-CD-0054 
	DRM Time Synchronization
	Error! Reference source not found.,Error! Reference source not found.
	O
	

	DRM-CLI-CD-0055 
	Connectivity for Unconnected Devices via ROAP over OBEX
	Error! Reference source not found.
	O
	

	DRM-CLI-CD-0056 
	Connectivity to Rights Issuers over appropriate transport connections
	Error! Reference source not found.
	O
	

	DRM-CLI-CD-0057 
	2-pass ROAP-ROAcquisition protocol
	5.4.3
	O
	

	DRM-CLI-CD-0058 
	1-pass ROAP-ROAcquisition protocol
	Error! Reference source not found.
	O
	

	DRM-CLI-CD-0059 
	2-pass ROAP-JoinDomain protocol
	Error! Reference source not found.
	O
	

	DRM-CLI-CD-0060 
	2-pass ROAP-LeaveDomain protocol
	Error! Reference source not found.
	O
	

	DRM-CLI-CD-0061 
	HTTP Transport Mapping 
	Error! Reference source not found.
	O
	

	DRM-CLI-CD-0062 
	Capability Signalling
	Error! Reference source not found.
	O
	

	DRM-CLI-CD-0063 
	Silent and Preview header processing in DCFs
	Error! Reference source not found.
	O
	

	DRM-CLI-CD-0064 
	Download OTA support for delivering Content , ROAP Triggers, and Rights Objects
	Error! Reference source not found.
	O
	

	DRM-CLI-UD-0065 
	Utilize the connectivity provided by the Connected Device to conduct ROAP protocols
	Error! Reference source not found.
	O
	

	DRM-CLI-UD-0066 
	ROAP-OBEX Server
	Error! Reference source not found.,Error! Reference source not found.
	O
	

	DRM-CLI-UD-0067 
	2-pass ROAP JoinDomain protocol
	Error! Reference source not found.
	O
	

	DRM-CLI-UD-0068 
	2-pass ROAP LeaveDomain protocol
	Error! Reference source not found.
	O
	


F.2 Server Conformance Requirements

	Item
	Function
	Reference
	Status
	Requirements

	DRM-SERVER-001 
	ROAP schema parsing and message processing 
	Error! Reference source not found.
	M
	

	DRM-SERVER-002 
	General XML Schema Requirements
	Error! Reference source not found.
	M
	

	DRM-SERVER-003 
	Nonce values in ROAP messages
	Error! Reference source not found.
	M
	

	DRM-SERVER-004 
	Indicating the status parameter in the runs of the ROAP protocols as defined
	Error! Reference source not found.,Error! Reference source not found. 
	M
	

	DRM-SERVER-005 
	XML Canonicalization
	Error! Reference source not found.,Error! Reference source not found. 
	M
	

	DRM-SERVER-006 
	RI Certificates
	Error! Reference source not found.
	M
	

	DRM-SERVER-007 
	DRM Agent Certificate processing and Certificate Chain Validation
	Error! Reference source not found.
	M
	

	DRM-SERVER-008 
	Unique riID in ROAP Protocols.
	Error! Reference source not found.
	M
	

	DRM-SERVER-009 
	Support for OCSP Requests including nonce extensions.
	Error! Reference source not found.
	M
	

	DRM-SERVER-0010 
	Providing the most recent OCSP Response to Devices in ROAP protocol runs
	Error! Reference source not found.
	O
	

	DRM-SERVER-0011 
	ROAP Trigger support and initiating the ROAP protocol using ROAP Triggers
	5.2.3
	M
	

	DRM-SERVER-0012 
	domainID element in ROAP Triggers
	5.2.3
	O
	

	DRM-SERVER-0013 
	More than one roID elements in a roAcquisition trigger
	5.2.3
	O
	

	DRM-SERVER-0014 
	Use of MAC in leaveDomain ROAP Trigger
	5.2.3
	M
	

	DRM-SERVER-0015 
	4-pass ROAP-Registration Protocol
	Error! Reference source not found.
	M
	

	DRM-SERVER-0016 
	2-pass ROAP-ROAcquisition Protocol
	5.4.3
	M
	

	DRM-SERVER-0017 
	1-pass ROAP-ROResponse Protocol
	Error! Reference source not found.
	M
	

	DRM-SERVER-0018 
	2-pass ROAP-JoinDomain Protocol
	Error! Reference source not found.
	M
	

	DRM-SERVER-0019 
	2-pass ROAP-LeaveDomain Protocol
	Error! Reference source not found.
	M
	

	DRM-SERVER-0020 
	Hash Chain support for Domain Key Generation
	Error! Reference source not found.
	O
	

	DRM-SERVER-0021 
	ProtectedRO support
	Error! Reference source not found.
	M
	

	DRM-SERVER-0022 
	Signature on Domain RO
	Error! Reference source not found.,Error! Reference source not found.
	M
	

	DRM-SERVER-0023 
	Signature on Device RO
	Error! Reference source not found.,Error! Reference source not found.
	O
	

	DRM-SERVER-0024 
	domainRO and riURL attributes in ProtectedRO for Domain ROs
	Error! Reference source not found.
	M
	

	DRM-SERVER-0025 
	Hash Algorithms: SHA-1 and associated URI
	Error! Reference source not found.
	M
	

	DRM-SERVER-0026 
	MAC Algorithms: HMAC-SHA-1 and associated URI
	Error! Reference source not found.
	M
	

	DRM-SERVER-0027 
	Signature Algorithms: RSA-PSS-Default and associated URI
	Error! Reference source not found.
	M
	

	DRM-SERVER-0028 
	Key Transport Algorithms: RSAES-KEM-KDF2-KW-AES128 and associated URI
	Error! Reference source not found.
	M
	

	DRM-SERVER-0029 
	Key Wrap Algorithms: AES-WRAP and associated URI
	Error! Reference source not found.
	M
	

	DRM-SERVER-0030 
	Unique identifier for Rights Issuers
	Error! Reference source not found.
	M
	

	DRM-SERVER-0031 
	Parent Rights Object
	Error! Reference source not found.
	M
	

	DRM-SERVER-0032 
	Issuer Responsibilities
	Error! Reference source not found.
	M
	

	DRM-SERVER-0033 
	Download OTA support for delivering Content , ROAP Triggers, and Rights Objects
	Error! Reference source not found.
	O
	

	DRM-SERVER-0034 
	Use of WAP PUSH to deliver Content, ROAP Triggers, and Rights Objects
	Error! Reference source not found.
	M
	

	DRM-SERVER-0035 
	Transaction Tracking
	0
	M
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