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1 Reason for Change

Right now, the session ID attribute of the riHello response and registration request is a hexBinary value. This is more difficult to deal with (because of XML schema constraints) than a simple string.

We experienced IOP problems because of different (mis)interpretations of the implications from XML schemas.  We see no advantage of a hexBinary value and would like to change the session ID attribute type into a simple string.

This will simplify implementations and make IOP more likely because there's less that could be interpreted differently.

2 Impact on Backward Compatibility

Minimal.

Each hexBinary value can be expressed as string. However such strings cannot be parsed as hexBinary anymore.

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the group review this CR and include it within an updated version of the DRM specification.

6 Detailed Change Proposal

5.4.2.2.2 Message syntax 

[…]

<element name="riHello" type="roap:RIHello"/>

<complexType name="RIHello">

  <annotation>

    <documentation xml:lang="en">

      Message sent from RI to Device in response to a deviceHello message.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Response">

      <sequence minOccurs="0">

        <element name="selectedVersion" type="roap:Version"/>

        <element name="riID" type="roap:Identifier"/>        

        <element name="selectedAlgorithm" type="anyURI" maxOccurs="unbounded" 

minOccurs="0"/>

        <element name="riNonce" type="roap:Nonce"/>

        <element name="trustedAuthorities" type="roap:KeyIdentifiers" minOccurs="0"/>

        <element name="serverInfo" type="base64Binary" minOccurs="0"/>

        <element name="extensions" type="roap:Extensions" minOccurs="0"/>

      </sequence>

      <attribute name="sessionId" type="string"/>

    </extension>

  </complexContent>

</complexType>

<complexType name="KeyIdentifiers">

  <sequence minOccurs=”0” maxOccurs="unbounded">

    <element name="keyIdentifier" type="roap:KeyIdentifier"/>

  </sequence>

</complexType>

[…]

5.4.2.4.2 Message syntax

[…]

<element name="registrationRequest" type="roap:RegistrationRequest"/>

<complexType name="RegistrationRequest">

  <annotation>

    <documentation xml:lang="en">

      Message sent from Device to RI to request registration.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Request">

      <sequence>

        <element name="nonce" type="roap:Nonce"/>

        <element name="time" type="roap:dateTimeOrUndefined"/>

        <element name="certificateChain" type="roap:CertificateChain"

                 minOccurs="0"/> 

        <element name="trustedAuthorities" type="roap:KeyIdentifiers"

                 minOccurs="0"/>

        <element name="serverInfo" type="base64Binary" minOccurs="0"/>

        <element name="extensions" type="roap:Extensions" minOccurs="0"/>

        <element name="signature" type="base64Binary"/>

      </sequence>

      <attribute name="sessionId" type="string" use="required"/>

    </extension>

  </complexContent>

</complexType>

[…]

5.4.2.4.2 Message syntax

[…]

<element name="registrationResponse" type="roap:RegistrationResponse"/>

<complexType name="RegistrationResponse">

  <annotation>

    <documentation xml:lang="en">

      Message sent from RI to Device in response to a registrationRequest message.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Response">

      <sequence minOccurs="0">

        <element name="riURL" type="anyURI"/>

        <element name="certificateChain" type="roap:CertificateChain"

                 minOccurs="0"/>

        <element name="ocspResponse" type="base64Binary" minOccurs="0"

                 maxOccurs="unbounded"/>

        <element name="extensions" type="roap:Extensions" minOccurs="0"/>

        <element name="signature" type="base64Binary"/>

      </sequence>

      <attribute name="sessionId" type="string"/>

    </extension>

  </complexContent>

</complexType>

[…]

Appendix A. ROAP Schema

<?xml version="1.0" encoding="UTF-8"?>

<schema

  targetNamespace="urn:oma:bac:dldrm:roap-1.0"

  xmlns="http://www.w3.org/2001/XMLSchema"

  xmlns:roap="urn:oma:bac:dldrm:roap-1.0"

  xmlns:o-ex="http://odrl.net/1.1/ODRL-EX"

  xmlns:ds="http://www.w3.org/2000/09/xmldsig#"

  xmlns:xenc="http://www.w3.org/2001/04/xmlenc#"

  elementFormDefault="unqualified"

  attributeFormDefault="unqualified">

<!-- Would import the OMA profile of ODRL if such a schema existed -->

<import namespace="http://odrl.net/1.1/ODRL-EX"/>

<import namespace="http://www.w3.org/2000/09/xmldsig#"

        schemaLocation="http://www.w3.org/TR/2002/REC-xmldsig-core-20020212/xmldsig-core-schema.xsd"/>

<import namespace="http://www.w3.org/2001/04/xmlenc#"

        schemaLocation="http://www.w3.org/TR/2002/REC-xmlenc-core-20021210/xenc-schema.xsd"/>

<!-- Basic Types -->

<complexType name="Request" abstract="true">

   <attribute name="triggerNonce" type="roap:Nonce"/>

</complexType>

<complexType name="Response" abstract="true">

<attribute name="status" type="roap:Status" use="required"/>

</complexType>

<simpleType name="Version">

  <restriction base="string">

    <pattern value="\d{1,2}\.\d{1,3}"/>

  </restriction>

</simpleType>

<simpleType name="Status">

  <restriction base="string">

    <enumeration value="Success"/>

    <enumeration value="Abort"/>

    <enumeration value="NotSupported"/>

    <enumeration value="AccessDenied"/>

    <enumeration value="NotFound"/>

    <enumeration value="MalformedRequest"/>

    <enumeration value="UnknownCriticalExtension"/>

    <enumeration value="UnsupportedVersion"/>

    <enumeration value="UnsupportedAlgorithm"/>

    <enumeration value="NoCertificateChain"/>

    <enumeration value=”InvalidCertificateChain”/>

    <enumeration value=”TrustedRootCertificateNotPresent”/>

    <enumeration value="SignatureError"/>

    <enumeration value="DeviceTimeError"/>

    <enumeration value="NotRegistered"/>

    <enumeration value="InvalidDCFHash"/>

    <enumeration value="InvalidDomain"/>

    <enumeration value="DomainFull"/>

  </restriction>

</simpleType>

<complexType name="Extensions">

  <sequence maxOccurs="unbounded">

    <element name="extension" type="roap:Extension"/>

  </sequence>

</complexType>

<complexType name="Extension" abstract="true">

  <attribute name="critical" type="boolean"/>

</complexType>

<!-- ROAP extensions -->

<!-- No need for OCSPResponses to be sent -->

<!-- Mainly for use in the 2-pass RO Request protocol -->

<complexType name="NoOCSPResponse">

  <complexContent>

    <extension base="roap:Extension"/>

  </complexContent>

</complexType>

<!-- No need for receiving party's certificate chain to be sent -->

<!-- Mainly for use in the 2-pass RO Request protocol -->

<complexType name="PeerKeyIdentifier">

  <complexContent>

    <extension base="roap:Extension">

      <sequence minOccurs="0">

        <element name="identifier" type="roap:KeyIdentifier"/>

      </sequence>

    </extension>

  </complexContent>

</complexType>

<!-- No need for inclusion of OCSP responder certificates -->

<!-- Mainly for use in the 2-pass RO Request protocol -->

<complexType name="OCSPResponderKeyIdentifier">

  <complexContent>

    <extension base="roap:Extension">

      <sequence>

        <element name="identifier" type="roap:KeyIdentifier"/>

      </sequence>

    </extension>

  </complexContent>

</complexType>

<!-- Device Details -->

<!-- Used in ROAP-RIHello and ROAP-RegistrationRequest messages -->

<complexType name="DeviceDetails">

  <complexContent>

    <extension base="roap:Extension">

      <sequence minOccurs="0">

       <element name="manufacturer" type="string"/>

       <element name="model" type="string"/>

       <element name="version" type="string"/>

      </sequence>

    </extension>

  </complexContent>

</complexType>

<!-- Loyalty program information -->

<!-- Mainly for use in two-pass RO Request protocol-->

<complexType name="TransactionIdentifier">

  <complexContent>

    <extension base="roap:Extension">

      <sequence maxOccurs="unbounded">

         <element name="contentID" type=”anyURI”/>

         <element name="id">

          <simpleType>

            <restriction base="string">

              <length value="16"/>

            </restriction>

          </simpleType>

        </element>

      </sequence>

    </extension>

  </complexContent>

</complexType>

<!-- Certificate chain caching capabilities extension -->

<!-- (Device signals support of the extension, RI signals if it will -->

<!-- store the device's certificates) -->

<complexType name="CertificateCaching">

  <complexContent>

    <extension base="roap:Extension"/>

  </complexContent>

</complexType>

<!-- Support for hash chains in Domains -->

<complexType name="HashChainSupport">

  <complexContent>

    <extension base="roap:Extension"/>

  </complexContent>

</complexType>

<!-- Device does not consider itself a member of the domain it is -->

<!-- leaving -->

<complexType name="NotDomainMember">

  <complexContent>

    <extension base="roap:Extension"/>

  </complexContent>

</complexType>

<!—Domain Name Whitelist Extension for ROAP-RegistrationResponse -->

<!—RI can specify up to 5 domain names for silent/preview rights security -->

<complexType name="DomainNameWhiteList">

  <complexContent>

    <extension base="roap:Extension">

      <sequence maxOccurs="5">

        <element name="dn" type="string"/>

      </sequence>

    </extension>

  </complexContent>

</complexType>

<!-- Basic types to identify entities -->

<complexType name="Identifier">

  <choice>

    <element name="keyIdentifier" type="roap:KeyIdentifier"/>

    <any namespace="##other" processContents="strict"/>

  </choice>

</complexType>

<complexType name="KeyIdentifiers">

  <sequence minOccurs="0" maxOccurs="unbounded">

    <element name="keyIdentifier" type="roap:KeyIdentifier"/>

  </sequence>

</complexType>

<complexType name="KeyIdentifier" abstract="true"/>

<!-- Hash of complete DER-encoded subjectPublicKeyInfo from -->

<!-- key holder's certificate -->

<complexType name="X509SPKIHash">

  <complexContent>

    <extension base="roap:KeyIdentifier">

      <sequence>

        <element name="hash" type="base64Binary"/>

      </sequence>

      <attribute name="algorithm" type="anyURI"

                 default="http://www.w3.org/2000/09/xmldsig#sha1"/> 

    </extension>

  </complexContent>

</complexType>

<!-- The corresponding ds:KeyInfo type -->

<element name="X509SPKIHash" type="roap:X509SPKIHash"/>

<!-- Domain Identifier -->

<!-- Last three characters (decimal digits) shall be interpreted as -->

<!-- domain generation -->

<simpleType name="DomainIdentifier">

  <restriction base="string">

    <pattern value=".{1,17}\d{3}"/>

  </restriction>

</simpleType>

<!-- Rights Object Definitions -->

<complexType name="ROPayload">

  <sequence>

    <element name="riID" type="roap:Identifier"/>

    <element name="rights" type="o-ex:rightsType"/>

    <element name="signature" type="ds:SignatureType" minOccurs="0"/>

    <element name="timeStamp" type="dateTime" minOccurs="0"/>

    <element name="encKey" type="xenc:EncryptedKeyType"/>

  </sequence>

  <attribute name="version" type="roap:Version" use="required"/>

  <attribute name="id" type="ID" use="required"/>

  <attribute name="stateful" type="boolean"/>

  <attribute name="domainRO" type="boolean"/>

  <attribute name="riURL" type="anyURI"/>

</complexType>

<!-- May be sent standalone (domain ROs) -->

<element name="protectedRO" type="roap:ProtectedRO"/>

<complexType name="ProtectedRO">

  <sequence>

    <element name="ro" type="roap:ROPayload"/>

    <element name="mac" type="ds:SignatureType"/>

  </sequence>

</complexType>

<!-- Registration protocol -->

<!-- ROAP-DeviceHello -->

<element name="deviceHello" type="roap:DeviceHello"/>

<complexType name="DeviceHello">

  <annotation>

    <documentation xml:lang="en">

      Message sent from Device to RI to establish an RI context.

      association.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Request">

      <sequence>

        <element name="version" type="roap:Version"/>

        <element name="deviceID" type="roap:Identifier"

                 maxOccurs="unbounded"/> 

        <element name="supportedAlgorithm" type="anyURI"

                 minOccurs="0" maxOccurs="unbounded"/>

        <element name="extensions" type="roap:Extensions"

                 minOccurs="0"/> 

      </sequence>

    </extension>

  </complexContent>

</complexType>

<!-- ROAP-RIHello -->

<element name="riHello" type="roap:RIHello"/>

<complexType name="RIHello">

  <annotation>

    <documentation xml:lang="en">

      Message sent from RI to Device in response to a deviceHello message.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Response">

      <sequence minOccurs="0">

        <element name="selectedVersion" type="roap:Version"/>

        <element name="riID" type="roap:Identifier"/>

        <element name="selectedAlgorithm" type="anyURI" minOccurs="0"

                 maxOccurs="unbounded"/>

        <element name="riNonce" type="roap:Nonce"/>

        <element name="trustedAuthorities" type="roap:KeyIdentifiers"

                 minOccurs="0"/> 

        <element name="serverInfo" type="base64Binary" minOccurs="0"/>

        <element name="extensions" type="roap:Extensions" minOccurs="0"/>

      </sequence>

      <attribute name="sessionId" type="string"/>

    </extension>

  </complexContent>

</complexType>

<simpleType name="Nonce">

  <restriction base="base64Binary">

     <minLength value="14"/>

  </restriction>

</simpleType>

<!-- ROAP-RegistrationRequest -->

<element name="registrationRequest" type="roap:RegistrationRequest"/>

<complexType name="RegistrationRequest">

  <annotation>

    <documentation xml:lang="en">

      Message sent from Device to RI to request registration.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Request">

      <sequence>

        <element name="nonce" type="roap:Nonce"/>

        <element name="time" type="roap:dateTimeOrUndefined"/>

        <element name="certificateChain" type="roap:CertificateChain"

                 minOccurs="0"/> 

        <element name="trustedAuthorities" type="roap:KeyIdentifiers"

                 minOccurs="0"/>

        <element name="serverInfo" type="base64Binary" minOccurs="0"/>

        <element name="extensions" type="roap:Extensions" minOccurs="0"/>

        <element name="signature" type="base64Binary"/>

      </sequence>

      <attribute name="sessionId" type="string" use="required"/>

    </extension>

  </complexContent>

</complexType>

<simpleType name="dateTimeOrUndefined">

  <union memberTypes="dateTime roap:UndefinedString"/>

</simpleType>

<simpleType name="UndefinedString">

  <restriction base="string">

  <enumeration value="Undefined"/>

  </restriction>

</simpleType>

<complexType name="CertificateChain">

  <sequence maxOccurs="unbounded">

    <element name="certificate" type="base64Binary"/>

  </sequence>

</complexType>

<!-- ROAP-RegistrationResponse -->

<element name="registrationResponse" type="roap:RegistrationResponse"/>

<complexType name="RegistrationResponse">

  <annotation>

    <documentation xml:lang="en">

      Message sent from RI to Device in response to a registrationRequest message.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Response">

      <sequence minOccurs="0">

        <element name="riURL" type="anyURI"/>

        <element name="certificateChain" type="roap:CertificateChain"

                 minOccurs="0"/>

        <element name="ocspResponse" type="base64Binary" minOccurs="0"

                 maxOccurs="unbounded"/>

        <element name="extensions" type="roap:Extensions" minOccurs="0"/>

        <element name="signature" type="base64Binary"/>

      </sequence>

      <attribute name="sessionId" type="string"/>

    </extension>

  </complexContent>

</complexType>

<!-- RO acquisition protocol -->

<!-- ROAP-RORequest -->

<element name="roRequest" type="roap:RORequest"/>

<complexType name="RORequest">

  <annotation>

    <documentation xml:lang="en">

      Message sent from Device to RI to request an RO.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Request">

      <sequence>

        <element name="deviceID" type="roap:Identifier"/>

        <element name="domainID" type="roap:DomainIdentifier"

                 minOccurs="0"/>

        <element name="riID" type="roap:Identifier"/>

        <element name="nonce" type="roap:Nonce"/>

        <element name="time" type="dateTime"/>

        <element name="roInfo">

          <complexType>

            <sequence maxOccurs="unbounded">

              <element name ="roID" type="ID"/>

              <element name="dcfHash" minOccurs="0">

                <complexType>

                  <sequence>

                    <element name="hash" type="base64Binary"/>

                  </sequence>

                  <attribute name="algorithm" type="anyURI"

                   default="http://www.w3.org/2000/09/xmldsig#sha1"/> 

                </complexType>

              </element>

            </sequence>

          </complexType>

        </element>

        <element name="certificateChain" type="roap:CertificateChain"

                 minOccurs="0"/> 

        <element name="extensions" type="roap:Extensions" minOccurs="0"/>

        <element name="signature" type="base64Binary"/>

      </sequence>

    </extension>

  </complexContent>

</complexType>

<!-- ROAP-ROResponse -->

<element name="roResponse" type="roap:ROResponse"/>

<complexType name="ROResponse">

  <annotation>

    <documentation xml:lang="en">

      Message sent from RI to Device in response to a roRequest message.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Response">

      <sequence minOccurs="0">

        <element name="deviceID" type="roap:Identifier"/>

        <element name="riID" type="roap:Identifier"/>

        <element name="nonce" type="roap:Nonce" minOccurs="0"/>

        <element name="protectedRO" type="roap:ProtectedRO"

                 maxOccurs="unbounded" />

        <element name="certificateChain" type="roap:CertificateChain"

                 minOccurs="0"/> 

        <element name="ocspResponse" type="base64Binary" minOccurs="0"

             maxOccurs="unbounded"/>

        <element name="extensions" type="roap:Extensions"

                 minOccurs="0"/>

        <element name="signature" type="base64Binary"/>

      </sequence>

    </extension>

  </complexContent>

</complexType>

<!-- Domain registration protocol -->

<!-- ROAP-JoinDomainRequest -->

<element name="joinDomainRequest" type="roap:DomainRequest"/>

<complexType name="DomainRequest">

  <annotation>

    <documentation xml:lang="en">

      General PDU for sending domain-related requests from a Device to

      an RI.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Request">

      <sequence>

        <element name="deviceID" type="roap:Identifier"/>

        <element name="riID" type="roap:Identifier"/>

        <element name="nonce" type="roap:Nonce"/>

        <element name="time" type="dateTime"/>

        <element name="domainID" type="roap:DomainIdentifier"/>  

        <element name="certificateChain" type="roap:CertificateChain"

                 minOccurs="0"/> 

        <element name="extensions" type="roap:Extensions"

                 minOccurs="0"/> 

        <element name="signature" type="base64Binary"/>

      </sequence>

    </extension>

  </complexContent>

</complexType>

<!-- ROAP-JoinDomainResponse -->

<element name="joinDomainResponse" type="roap:JoinDomainResponse"/>

<complexType name="JoinDomainResponse">

  <annotation>

    <documentation xml:lang="en">

      Message sent from RI to Device in response to a joinDomainRequest message.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Response">

      <sequence minOccurs="0">

        <element name="deviceID" type="roap:Identifier"/>

        <element name="riID" type="roap:Identifier"/>

        <element name="nonce" type="roap:Nonce"/>

        <element name="domainInfo" type="roap:DomainInfo"/>

        <element name="certificateChain" type="roap:CertificateChain"

                 minOccurs="0"/>

        <element name="ocspResponse" type="base64Binary" minOccurs="0"

                 maxOccurs="unbounded"/>

        <element name="extensions" type="roap:Extensions"

                 minOccurs="0"/>

        <element name="signature" type="base64Binary"/>   

      </sequence>

    </extension>

  </complexContent>

</complexType>

<complexType name="DomainInfo">

  <sequence>

    <element name="notAfter" type="roap:dateTimeOrInfinite"/>

    <element name="domainKey" type="roap:ProtectedDomainKey"

             maxOccurs="unbounded"/> 

  </sequence>

</complexType>

<simpleType name="dateTimeOrInfinite">

  <union memberTypes="dateTime roap:InfiniteString"/>

</simpleType>

<simpleType name="InfiniteString">

  <restriction base="string">

  <enumeration value="Infinite"/>

  </restriction>

</simpleType>

<complexType name="ProtectedDomainKey">

  <sequence>

    <element name="encKey" type="xenc:EncryptedKeyType"/>

    <element name="riID" type="roap:Identifier"/>

    <element name="mac" type="base64Binary"/>

  </sequence>

</complexType>

<!-- ROAP-LeaveDomainRequest -->

<element name="leaveDomainRequest" type="roap:DomainRequest"/>

<!-- ROAP-LeaveDomainResponse -->

<element name="leaveDomainResponse" type="roap:LeaveDomainResponse"/>

<complexType name="LeaveDomainResponse">

  <annotation>

    <documentation xml:lang="en">

      Message sent from RI to Device in response to a leaveDomainRequest message.

    </documentation>

  </annotation>

  <complexContent>

    <extension base="roap:Response">

      <sequence minOccurs="0">

        <element name="nonce" type="roap:Nonce"/>

        <element name="domainID" type="roap:DomainIdentifier"/> 

        <element name="extensions" type="roap:Extensions" minOccurs="0"/>

      </sequence>

    </extension>

  </complexContent>

</complexType>

</schema>
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