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	Title:
	Triggers for Proxy Join and Leave Domain
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	DRM WG

	Doc to Change:
	OMA-TS-SCE_DOM-V0_8_1-20080611-D

	Submission Date:
	15 Aug 2008

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Youn-Sung Chu, LG Electronics, Inc. yschu@lge.com

	Replaces:
	n/a


1 Reason for Change

This CR proposes a resolution on the comments DOM126. Comments are as follows:
	DOM 126
	2008.04.10
	E
	6.2.4.1.3

6.2.4.1.4

6.2.4.2.3

6.2.4.2.4

6.2.4.3.1

6.2.4.4.1


	Source: Youn-Sung Chu, LG Electronics.
Form: OMA-DRM-2008-0144
Comment:
The formats of messages parameters for User Domain backward compatible usage are different from other message parameters. It should be followed by [GEN TS].

For example, table 1: Proxy Join User Domain Request Message Parameters is inconsistent with other tables in DOM TS.
Proposed Change:

Update sub section of 6.2.4 as proposed by OMA-DRM-2008-0xxx-CR.
	Status: OPEN


2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DRM WG agrees this Change Request.
6 Detailed Change Proposal

Change 1:  Modify the section 6.2.4.3.1
6.2.4.3.1 RDP Trigger {Proxy Join User Domain}
<element name="proxyJoinUserDomainTrigger" type="gen:DrmTrigger"/>

<element name="proxyJoinUserDomainTriggerInfo" type="rdp:ProxyJoinDomainTriggerInformation" substitutionGroup="gen:triggerInfo"/>

<element complexType name="whoJoinProxyJoinDomainTriggerInformation"> 

  <complexContent>

       <sequence>        
        <element name="userDomainIdentifier" type= "dom:DomainIdentifier"/>
        <element name="userDomainAlias" type="string" minOccurs="0"/>

        <element name="deviceIddeviceID" type="roap:Identifier" maxOccurs="unbounded"/>

      </sequence>

  </complexContent>
</element>
	Proxy Join User Domain Trigger

	element / attribute
	usage
	value

	type
	M
	“rdpProxyJoinUserDomainTrigger”

	version
	M
	“1.0”

	proxy
	O
	Default, as specified in [Gen], section xyz

	resID
	M
	Specified below

	resAlias
	-
	Specified below

	nonce
	-
	Specified below

	reqURL
	M
	Specified below

	domID
	M
	Specified below

	domainAlias
	O
	Specified below

	deviceID
	O
	Specified below

	signature
	O
	Default, as specified in [Gen], section xyz


Table 10: Proxy Join User Domain Trigger
The <body> element SHALL include <whoJoin> element.
The ProxyJoinUserDomainTrigger is of the gen:DrmTrigger type. This type has the following elements:

resID: this element MUST contain the DEA ID.

resAlias: this element SHOULD NOT be included.

nonce: this element SHOULD NOT be included.

reqURL: this element contains an URL, which SHALL be used by the RI to post the ProxyJoinUserDomainRequest message to.

The proxyJoinUserDomainTrigger MUST contain a <trgInfo> element (as defined in [DRMGEN-SCE]), which MUST contain a <proxyJoinUserDomainTriggerInfo> element. The <proxyJoinUserDomainTriggerInfo> element has the following subelements:

domID: the User Domain ID.

domainAlias: if present, the <domainAlias> element contains a String value that will be used by the DRM Agent whenever it refers to the User Domain in a message to the user.

deviceID: this element can appear multiple times. Each <deviceID> element contains the Device ID of a Device that is to join the User Domain.
Change 2:  Modify the section 6.2.4.4.1

6.2.4.4.1 RDP Trigger {Proxy Leave User Domain}

<element name="proxyLeaveUserDomainTrigger" type="gen:DrmTrigger"/>

<element name="proxyLeaveUserDomainTriggerInfo" type="rdp:ProxyLeaveDomainTriggerInformation" substitutionGroup="gen:triggerInfo"/>

<element complexType name="ProxyLeaveDomainTriggerInformationwhoLeave"> 

  <complexContent>

       <sequence>        
        <element name="userDomainIdentifier" type= "dom:DomainIdentifier"/>

        <element name="userDomainAlias" type="string" minOccurs="0"/>

        <element name="deviceIdD" type="roap:Identifier" maxOccurs="unbounded"/>
      </sequence>

  </complexContent>
</element>
	Proxy Leave User Domain Trigger

	element / attribute
	usage
	value

	type
	M
	“rdpProxyLeaveUserDomainTrigger”

	version
	M
	“1.0”

	proxy
	O
	Default, as specified in [Gen], section xyz

	resID
	M
	Specified below

	resAlias
	-
	Specified below

	nonce
	M
	Specified below

	reqURL
	M
	Specified below

	domID
	M
	Specified below

	domAlias
	O
	Specified below

	deviceID
	M
	Specified below

	signature
	O
	Default, as specified in [Gen], section xyz


Table 11: Proxy Leave User Domain Trigger
The <body> element in the <proxyLeaveUserDomainTrigger> SHALL include <whoLeave> element.
The ProxyLeaveUserDomainTrigger is of the gen:DrmTrigger type. This type has the following elements:

resID: this element MUST contain the DEA ID.

resAlias: this element SHOULD not be included.

nonce: this element SHALL be included, and SHALL contain a nonce chosen by the DEA.

reqURL: this element contains an URL, which SHALL be used by the RI to post the ProxyLeaveUserDomainRequest message to.

The proxyLeaveUserDomainTrigger MUST contain a <trgInfo> element (as defined in [DRMGEN-SCE]), which MUST contain a <proxyLeaveUserDomainTriggerInfo> element. The <proxyLeaveUserDomainTriggerInfo> element has the following subelements:

domID: the User Domain ID.

domAlias: if present, the <domainAlias> element contains a String value that will be used by the DRM Agent whenever it refers to the User Domain in a message to the user.

deviceID: this element SHALL contain the Device ID of the 2.x Device that is to leave the User Domain.
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