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1. Reason for Change

The objective of this CR is to correct Traffic Reduction HLF descriptions of the doc OMA-DS-2006-0036-INP-Draft-DS-RD-Feb1.

2. Impact on Backward Compatibility

None

3. Impact on Other Specifications

None

4. Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5. Recommendation

The author recommends that the DS WG reviews this first proposal of the Traffic Reduction HLF modifications that will need to be implemented into the next version of the OMA-DS-INP-Draft-DS-RD.
6. Detailed Change Proposal

	HLF-5
	Data Sync Client and Data Sync Server SHOULD support item character set specification. Data Sync Server MUST use the specified character set to apply the correct truncation of the Data Sync Client data.

[5.8 UC Putting precise maximum size for MBCS storage PIMs]
	2.0

	HLF-6
	Data Sync Client and Data Sync Server SHALL support sending free memory update at any point of time during synchronization.

[5.9 UC Alerting free Data Sync  Server memory for Quota limited services]
[5.10 UC Alerting more precise free Data Sync Client memory for storage limited devices per message]
	2.0

	HLF-7
	Data Sync Client and Data Sync Server SHOULD decrease the total number of exchanged SyncML messages by combining them when appropriate.

[5.11 UC Combining packages in case of no change on Device side]
	2.0

	HLF-8
	Data Sync Client and Data Sync Server SHOULD support sending simplified status when appropriate.

[5.12 UC Simplifying status for efficient actions by thin client implementation]
	2.0
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