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1 Reason for Change

The change is due to observations in CP1.1 Enabler Test Report from OMA Test Fest #7. Mandatory test case ClientProvisioning-1.1-int-001 was seen too generic in terms of assigning final verdict with exercising different network level security mechanisms in a single test procedure. This proposal suggest splitting the test case into sub-procedures a, b, c, and d. Final verdict shall be given to each of these branches, if applicable.  

2 Impact on Backward Compatibility

No impact on backward compatibility.

3 Impact on Other Specifications

No impact on backward compatibility.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended IOP-DMSYNC to review and agree this change. Also CP1.1 ETR template need to be updated in order to match the change.
6 Detailed Change Proposal

See detailed change proposal for section 5.1 of OMA-ETS-ClientProvisioning-V1_1-20031216-A below:

5.1 Mandatory Test Cases
5.1.1 Bootstrap – Initial connectivity information, OTA
	Test Case Id
	ClientProvisioning-1.1-int-001a (Test procedure a),

ClientProvisioning-1.1-int-001b (Test procedure b),

ClientProvisioning-1.1-int-001c (Test procedure c),

ClientProvisioning-1.1-int-001d (Test procedure d)

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to ensure that a server and a client are able to communicate the mandatory initial connectivity information: basic transport connectivity information that includes parameters for network access points and the proxies that are to be used.

	Specification Reference
	[PROVBOOT] Chapters 4.1 and 5
[PROVUAB] Chapters 4.1 and 4.2

[PROVCONT] Chapters 4.6.8 and 4.6.15

	SCR Reference
	ProvBoot-B-C-008

ProvBoot-B-C-011

ProvUAB-UDP-C-001

ProvUAB-UDP-C-002

ProvUAB-UDP-C-003

ProvUAB-UDP-C-006

ProvUAB-UDP-C-010

ProvUAB-UDP-C-011

ProvUAB-UDP-C-012

ProvUAB-UDP-C-013
	ProvUAB-UDP-C-014

ProvUAB-UDP-C-015

ProvUAB-UEH-C-002

ProvCont-CC-C-001

ProvCont-CC-C-002

ProvCont-CC-C-004

ProvCont-CC-C-006

ProvCont-CC-C-015

ProvCont-CC-C-001
ProvBoot-BSF-C-001

ProvBoot-BSF-C-002

ProvBoot-BSF-C-003

ProvBoot-BSF-C-004

	Preconditions
	· A Client Provisioning client to be configured. The client must have at least one network bearer.
· A Client Provisioning server connected to the internet.

· The receiving end doesn’t have existing bootstrap context i.e. client is in unconfigured state.

	Test Procedure
	Test procedure is splitted into four conditional procedures per authentication method, which shall be executed as applicable 

	Test Procedure a)
	1. Create a configuration context on the provisioning server including the parameters for NETWPIN security mechanism, the network access points and the proxies that are to be used. 
2. Send the provisioning document with the configuration context from the provisioning server to a client. The server sends the document via WAP CL push with the default push port , the default application ID and the provisioning MIME-type (application/vnd.wap.connectivity-wbxml) to the client. (ProvBoot-B-C-001 and  ProvBoot-B-C-011 )
3. Select to save the configuration context on the client if necessary.
4. Check that the configuration context was received correctly.
5. 

	Test Procedure
	1 Create a configuration context on the provisioning server including the parameters for USERPIN security mechanism, the network access points and the proxies that are to be used.
2 Send the provisioning document with the configuration context from the provisioning server to a client. The server sends the document via WAP CL push with the default push port , the default application ID and the provisioning MIME-type (application/vnd.wap.connectivity-wbxml) to the client. (ProvBoot-B-C-001 and  ProvBoot-B-C-011 )
3 Select to save the configuration context on the client if necessary.
4 Check that the configuration context was received correctly.

	Test Procedure c)
	1. Create a configuration context on the provisioning server including the parameters for USERNETWPIN security mechanism,,the network access points and the proxies that are to be used.
2. Send the provisioning document with the configuration context from the provisioning server to a client. The server sends the document via WAP CL push with the default push port , the default application ID and the provisioning MIME-type (application/vnd.wap.connectivity-wbxml) to the client. (ProvBoot-B-C-001 and  ProvBoot-B-C-011 )
3. Select to save the configuration context on the client if necessary.
4. Check that the configuration context was received correctly.

	Test Procedure d)
	1. Create a configuration context on the provisioning server including the parameters for USERPINMAC security mechanism, the network access points and the proxies that are to be used.
2. Send the provisioning document with the configuration context from the provisioning server to a client. The server sends the document via WAP CL push with the default push port , the default application ID and the provisioning MIME-type (application/vnd.wap.connectivity-wbxml) to the client. (ProvBoot-B-C-001 and  ProvBoot-B-C-011 )
3. Select to save the configuration context on the client if necessary.
4. Check that the configuration context was received correctly.

	Pass-Criteria
	1. The client is authenticated using the network level validation by the server. 
2. The server is authenticated by the client.
3. The client is able to save the received configuration context.
4. The client received the configuration context correctly.
5. Test case is passed if all supported test procedures are passed successfully.
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