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5.1 Client Conformance Testing, Network Initiated. 5.1.1 Basic Functionality. 5.1.1. Version. 5.1.1.1 SUPL-1.0-con-000 - Compatible Versions.
	Test Case Id
	SUPL-1.0-con-000

	Test Object
	Client

	Test Case Description
	To test SET correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP 8.5

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher Min and Serv ind than that supported by the SET
2. Start a NI Location Session
3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session completes successfully.
4. If applicable repeat test from step 1 with the Min and Serv ind set to lower values than the maximum values supported by the SET

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) with the correct Version number supported by the SET


5.2 Client Conformance Testing, SET Initiated. 5.2.1 Basic Functionality. 5.2.1. Version. 5.2.1.1 SUPL-1.0-con-100 - Compatible Versions.
	Test Case Id
	SUPL-1.0-con-100

	Test Object
	Client

	Test Case Description
	To test SET correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP 8.5

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher Min and Serv ind than that supported by the SET

2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL RESPONSE to the SET ensure the SET responds with SUPL POS INIT and the Location Session completes successfully.

4. If applicable repeat test from step 1 with the Min and Serv ind set to lower values than the maximum values supported by the SET

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL POS INIT with the correct Version number supported by the SET


5.1 Client Conformance Testing, Network Initiated. 5.1.1 Basic Functionality. 5.1.1. Version. 5.1.1.2 SUPL-1.0-con-001 - Unsupported Version.

	Test Case Id
	SUPL-1.0-con-001

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects unsupported Version number in SUPL messages

	Specification Reference
	ULP 8.5

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher Maj than that supported by the SET.
2. Start a NI Location Session.
3. After the Conformance Test Tool sends SUPL INIT to the SET, ensure the SET responds with SUPL END with Status Code set to versionNotSupported.

4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL END with Status Code set to versionNotSupported.
2. At step 4 the SET shall release the secure IP connection.


5.5 Server Conformance Testing, Network Initiated. 5.5.1 Basic Functionality. 5.5.1. Version. 5.5.1.1 SUPL-1.0-con-400 - Compatible Versions.
	Test Case Id
	SUPL-1.0-con-400

	Test Object
	Server

	Test Case Description
	To test SLP correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP 8.5

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher Min and Serv ind than that supported by the SLP
2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non- proxy mode) to the SLP ensure the SLP responds with SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) and the Location Session completes successfully.

4. If applicable repeat test from step 1 with the Min and Serv ind set to lower values than the maximum values supported by the SLP.

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) with the correct Version number supported by the SLP


5.6 Server Conformance Testing, SET Initiated. 5.6.1 Basic Functionality. 5.6.1. Version. 5.6.1.1 SUPL-1.0-con-500 - Compatible Versions.
	Test Case Id
	SUPL-1.0-con-500

	Test Object
	Server

	Test Case Description
	To test SLP correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP 8.5

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher Min and Serv ind than that supported by the SLP
2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL START to the SLP ensure the SLP responds with SUPL RESPONSE and the Location Session completes successfully.

4. If applicable repeat test from step 1 with the Min and Serv ind set to lower values than the maximum values supported by the SLP.

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL RESPONSE with the correct Version number supported by the SLP


5.6 Server Conformance Testing, SET Initiated. 5.6.1 Basic Functionality. 5.6.1. Version. 5.6.1.2 SUPL-1.0-con-501 - Unsupported Version.

	Test Case Id
	SUPL-1.0-con-501

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects unsupported Version number in SUPL messages

	Specification Reference
	ULP 8.5

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher Maj than that supported by the SLP.

2. Start a SI Location Session.

3. After the Conformance Test Tool sends SUPL START to the SLP, ensure the SLP responds with SUPL END with Status Code set to versionNotSupported.

4. The Location Session ends and the SLP should release all resources.

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL END with Status Code set to versionNotSupported.

2. At step 4 the SLP shall release all resources.








( 2005 Open Mobile Alliance Ltd.  All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-EnablerTestSpec-20050101-I]
( 2005 Open Mobile Alliance Ltd.  All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-EnablerTestSpec-20050101-I]

