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1 Reason for Change

From Problem Report 45:
The procedure step 3 is incorrect because it is not possible to set 
invite members to true and have a chat group

From Problem Report 46:
According to specifications, [OMA-TS-POC-XDM-V1_0-20060127-C section 
5.1.7], it is not possible to have a restricted 
chat group with <invite-members> set to true. Hence the test case 
procedure is contradictory

Both TC 503 and 504 call for an UE to display <invite-members> element. It should not be expected that every UI will have capabilities. More sensible UI design would have capability to display an indication of some sort how the element <invite-members> is set (e.g. indication of the group type). The TC language should be change to reflect it.

This CR addresses both PR 45 and PR 46 by correcting test int-0503 as well as improving of the used language
Revision R01 includes a minor editorial change – a word “restricted” is removed from the step 3 of TC int-0503
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

SWG is recommended to adopt the proposed changes.
6 Detailed Change Proposal

Change 1:  Brief description of specific change

5.2.4.1.4 PoC-XDM-1.0-int-0503 Data Semantics: the <invite-members> element in the PoC Group Document (Includes Optional Features).

	Test Case Id
	PoC-XDM-1.0-int-0503

	Test Object
	 UE with PoC XDMC, Aggregation Proxy, PoC XDMS, Shared XDMS (only required if UE stores documents in PoC XDMS that refer to Shared XDMS), PoC Server

	Test Case Description
	Verify  the usage of <invite-members> element in the PoC Group document.

TEST CASE GOAL: Verify that the UEs supporting <invite-members> element can set and store the element correctly in PoC XDMS. Verify that PoC Server is able to read the element correctly from PoC XDMS and interpret it correctly.  

	Specification Reference
	Refer to Appendix A.

	SCR Reference
	Refer to Appendix A.

	Tool
	Not available

	Test code
	Not available

	Preconditions
	· Equipment:

· 2 UEs (UE1 and UE2, both with User1 credentials)

· 2 UEs (UE3 and UE4 with User2 and User3 credentials)

· Aggregation Proxy

· PoC XDMS

· Shared XDMS (only required if UE stores documents in PoC XDMS that refer to Shared XDMS)
· PoC Server
· Prerequisite for this test:

· XDM-1.0-int-0100 – executes successfully

· UE2 is powered off

· UE1, UE3 and UE4 are powered on

· Groups with the display names Group4 andGroup5 do not exists in the list of groups for User1.

· UE1 is capable of allowing the user to set <invite-members> element for the created groups.

· UE1 and UE2 are capable of displaying the <invite-members> element set for a group.

	Test Procedure
	1. Group4 is created using UE1 as a restricted PoC Chat Group and with the element <invite members> set to false.

2. User1, User2, User3 members are added to Group4 using UE1.

3. Group5 is created using UE1 as a Pre-Arranged PoC Group and with the element <invite members> set to true.

4. User1, User2, User3 members are added to Group5 using UE1.

5. User using UE1 initiates the PoC session with Group4. 

6. User using UE1 ends the PoC session with Group4.

7. User using UE1 initiates the PoC session with Group5.

8. User2 and User3 on UE3 and UE4 accept.

9. User using UE1 ends the PoC session with Group5.

10. UE1 is powered off.

11. UE2 is powered on.

12. The list of chat groups is retrieved using UE2.

13. Group4’s <invite-members> element is retrieved using UE2.

14. Group5’s <invite-members> element is retrieved using UE2.

	Pass-Criteria
	2. UE1 displays the chat group with User1, User2 and User3 as members and with the <invite-members> element set to value “false”.

4. UE1 displays the pre-arranged group with User1, User2 and User3 as members and with indication that the <invite-members> element is set to value “true”.

5. UE3 and UE4 do not show indication that User2 and User3 were invited to PoC chat session. UE1 may indicate that User1 is in PoC chat session.

6. User1 is not in PoC chat session.

7. UE3 and UE4 show indication that User2 and User3 were invited to Pre-Arranged PoC Session. UE1 may indicate that User1 is in the Pre-Arranged PoC session.

8. User2 and User3 on UE3 and UE4 are in the Pre-Arranged PoC Session.

9. User1, User2 and User3 on UE1, UE3 and UE4 are not in the PoC session.

12. UE2 displays Group4, Group5 and Group6 on the list of chat groups.

13. UE2 displays the chat group with User1, User2 and User3 as members and with the <invite-members> element set to value “false”.

14. UE2 displays the Pre-Arranged PoC Group with User1, User2 and User3 as members and an indication that the <invite-members> element is set to value “true”.


5.2.4.1.5 PoC-XDM-1.0-int-0504 Data Semantics: Default Value of the <invite-members> element in the PoC Group Document (Includes Optional Features).

	Test Case Id
	PoC-XDM-1.0-int-0504

	Test Object
	 UE with PoC XDMC, Aggregation Proxy, PoC XDMS, Shared XDMS (only required if UE stores documents in PoC XDMS that refer to Shared XDMS), PoC Server

	Test Case Description
	Verify  the usage of <invite-members> element in the PoC Group document.

TEST CASE GOAL: Verify that PoC XDMS and the UEs can interpret correctly the default value of the <invite-members> element.  

	Specification Reference
	Refer to Appendix A.

	SCR Reference
	Refer to Appendix A.

	Tool
	Not available

	Test code
	Not available

	Preconditions
	· Equipment:

· 2 UEs (UE1 and UE2, both with User1 credentials)

· 2 UEs (UE3 and UE4 with User2 and User3 credentials)

· Aggregation Proxy

· PoC XDMS

· Shared XDMS (only required if UE stores documents in PoC XDMS that refer to Shared XDMS)
· PoC Server
· Prerequisite for this test:

· XDM-1.0-int-0100 – executes successfully

· UE2 is powered off

· UE1, UE3 and UE4 are powered on

· Group with the display name Group4 does not exist in the list of groups for User1.

· UE1 is capable of not setting the <invite-members> element.

· UE1 and UE2 are capable of displaying the indication of how <invite-members> element set for a group.

· According to PoC-XDM, the default value of <invite-members> element is “false”. This value is assumed in the case of absence of the element.

	Test Procedure
	1. Group4 is created using UE1 as a restricted PoC Chat Group and with the element <invite members> not set.

2. User1, User2, User3 members are added to Group4 using UE1.

3. User using UE1 initiates the PoC session with Group4. 

4. User using UE1 end the PoC session with Group4.

5. UE1 is powered off.

6. UE2 is powered on.

7. The list of chat groups is retrieved using UE2.

8. Group4’s <invite-members> element is retrieved using UE2.

	Pass-Criteria
	2. UE1 displays the chat group with User1, User2 and User3 as members and an indication that the <invite-members> element is not set.

3. UE3 and UE4 do not show indication that User2 and User3 were invited to PoC chat session. UE1 may indicate that User1 is in PoC chat session.

4. User1 is not in PoC chat session.

7. UE2 shows Group4 on the list of chat groups.

8. UE2 displays the chat group with User1, User2 and User3 as members and an indication that the <invite-members> element’s value is not set.
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