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1 Reason for Change

This CR adds a new test case on Bearer Selection for the new LWM2M CONMGMT object.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

IOP MEC is kindly asked to approve the document.
6 Detailed Change Proposal

Change 1:  New section for CONNMGMT Object related test cases
6.7  CONNMGMT Object

6.7.2 LightweightM2M-CONMGMT-1.0-int-xxx – Bearer Selection
	Test Case Id
	LightweightM2M-CONMGMT-1.0-int-xxx

	Test Object
	Client and Server

	Test Case Description
	Controlling bearers using Bearer Selection Object

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· Device is switched on and operational
· Device is registered at the LWM2M server

· Device has a Cellular Network Connectivity object and one instance of an APN Connection Profile object. Cellular connectivity is established with the parameters given in the APN Connection Profile object instance. Also, Device has a WLAN Connectivity object but WLAN radio is not enabled. 


	Test Procedure
	Normal flow:

a. CREATE (COAP POST) operation is performed by the server targeting 13/0 to create the instance of the Bearer selection object with Preferred Communication Bearer (13/0/0) as WLAN preferred.
b. Server receives success message (2.01 Created) 

c. Client shall turn on the WLAN radio and use it for connectivity with the Server. Client shall send Update to the Server indicating the update in registration as the Client’s IP address (and port) has changed. 
d. Server checks the status of the WLAN connectivity object by performing a READ on /12/0. The interface shall be enabled and running. The Server shall verify the values of Enable and Status resources for the same.
e. Server performs WRITE operation on Preferred Communication Bearer (13/0/0) resource and updates its value to 3GPP PS Preferred.
f. Client shall turn on the Cellular network connectivity (if not already enabled) and use it for connectivity with the Server. Client shall send Update to the Server indicating the update in registration as the Client’s IP address (and port) has changed.
g. Server checks the status of the Cellular Network Connectivity object by performing a READ on /10. The interface shall be enabled and running.


	Pass-Criteria
	· Bearer Selection Object is allowing the Server to control Client interface for communication
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