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1 Reason for Change

During the Bangkok LOC meeting, Document 0167R05 was discussed.  It was agreed at that meeting with the exception of the invalid session-id exception procedures, the remainder of the original contribution was correct in depicting the other error conditions covered.  It was agreed that the contributors would delete the invalid session-id call flows and re-submit the other exception procedures for approval at a future meeting.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

If this contribution is approved, proposed text and figures to the current SUPL AD baseline should be included.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss, approve and incorporate the text and diagrams of this CR to Section 6.9.1.4 of the SUPL AD baseline.

6 Detailed Change Proposal

6.9  SUPL Collaboration SET Initiated

6.9.1.4  Exception Procedures
6.9.1.4.1  SET Authorization Failure
6.9.1.4.1.1  Non-Roaming, Immediate
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SET Authorization Failure


A. The SUPL Agent on the SET sends a SUPL START message to start a positioning session with the SLP. The SUPL START message contains at least session-id, SET capabilities and location identifier (lid). The SET capabilities include the supported positioning methods (e.g. SET-Assisted A-GPS, SET-Based A-GPS), associated positioning protocols (e.g. RRLP, RRC, IS-801, and the SUPL Flow element.  The SET may optionally provide NMR specific for the radio technology being used (e.g. for GSM: TA, RXLEV).

B. Authorization of the SET-initiated positioning request fails at the SLP (for example, the SET user has not subscribed to SET-initiated location services).

C. The SLP returns to the SET a SUPL END message containing the session-id and the cause-id indicating the error reason (“positioning not permitted”).  Afterwards the SET releases any resources related to this session at the Lup interface.

6.9.1.4.2 SUPL Protocol Error
The following SUPL protocol error types are addressed by the exception procedures in Section 6.9.1.3.2:

· Missing mandatory parameter(s)

· Wrong parameter value

· Unexpected message

6.9.1.4.2.1  Missing Mandatory Parameter, Wrong Parameter Value and Unexpected Message

6.9.1.4.2.1.1  Non-Roaming, Immediate
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A. The SUPL Agent on the SET sends a SUPL START message to start a positioning session with the SLP.  In this case the SUPL START message contains one or more SUPL protocol errors.

B. The SLP sends to the SET a SUPL END message containing the cause-id for the specific protocol error which causes the SET to release all resources related to this session at the Lup interface. 
C. 
6.9.1.4.3  Positioning Protocols Mismatch
6.9.1.4.3.1  Non-Roaming, Immediate
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A. The SUPL Agent on the SET sends a SUPL START message to start a positioning session with the SLP.  For the parameter “SET capabilities”, the positioning protocol value is set to ‘M’.  In this scenario, the SLP only supports positioning protocol with value ‘N’.
B. The H-SLP sends to the SET a SUPL END message containing the cause-id for the specific protocol error (“protocol M not supported”) which causes the SET to release all resources related to this session at the Lup interface..
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