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1 Reason for Change

The purpose of this CR is to follow up on the unified model presented originally in document 255 with needed changes in the SUPL AD.

2 Impact on Backward Compatibility

None as this is the first version of the specification.

3 Impact on Other Specifications

There is impact on RLP as this CR assumes tunnelling of SUPL messages over RLP.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

In the spirit of the 255 document it is recommended that LOC WG agrees the CR outlined below and that the changes are incorporated into the current baseline of the SUPL AD.

6 Detailed Change Proposal

<<first changed clause>>

6.8.1.2 Roaming Successful Case – Proxy mode
SET Roaming where the Home-SLP is involved in the positioning calculation.
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A. The SUPL Agent on the SET receives a request for position from an application running on the SET. If the SET is not already attached to Packet Data Network services it will attach itself.

B. The SUPL Agent on the SET sends a SUPL START message to the H-SLC address that have been provisioned to the SET to start the SUPL session with the H-SLC and to request authorization to start SUPL positioning session with the SPC. The SUPL START message contains at leastrequestor identifier and location identifier (lid). The SET may optionally provide NMR specific for the radio technology being used (e.g. for GSM: TA, RXLEV).





C. 
D. 
E. The H-SLC verifies that the target SET is currently not within the service area of the H-SLC i.e. the SET is roaming. 
F. The H-SLC decides that the H-SPC will provide assistance/position calculation and the H-SLC sends a plain RLP SRLIR request to the V-SLC. The RLP request contains at least the msid and the location identifier (lid). Optionally the H-SLC may forward NMR specific provided by the SET.
G. The V-SLC responses the H-SLC with the RLP SRLIA message. The RLP SRLIA message contains at least the position result (e.g. coarse position for A-GPS positioning).
H. The H-SLC allocates a sessionid and informs the H-SPC of the incoming SUPL positioning session from the target SET. The H-SLC also informs the H-SPC of the coarse position obtained from the V-SLC and that it will act as a proxy between the H-SPC and SET.
I. The H-SLC sends a SUPL RESPONSE to the SET carrying the allocated sessionid and the H-SLC address. The H-SLC may optionally omit the H-SLC address to indicate to the SET that it should use the existing data connection for subsequent messages.
J. To initiate the actual positioning session the SET sends a SUPL POS INIT message to the address indicated in step G. If the address was omitted or if it is the same address as the existing connection then the SET utilizes the same connection to communicate with the H-SPC with the H-SLC acting as a proxy. The SUPL POS INIT message contains at least session-id, SET SUPL capabilities and location identifier (lid). The SET capabilities include the supported positioning methods (e.g. MS assisted A-GPS, MS based A-GPS) and associated positioning protocols (e.g. RRLP, RRC, IS-801). The SET may optionally provide NMR specific for the radio technology being used (e.g. for GSM: TA, RXLEV). The SET may optionally provide its position or network timing information, if these are available and supported by both SET and SLP.
K. The SET and the H-SPC may exchange several successive positioning procedure messages with the H-SLC acting as proxy.

The H-SPC calculates the position estimate based on the received positioning measurements (MS assisted) or has the position estimate already received from the SET (MS based).

L. Once the position calculation is complete the H-SPC informs the H-SLC and a SUPL END message is sent to the SET informing it that no further positioning procedure will be started and that the location session is finished. The SET will release all resources related to this session. Depending on the positioning protocol used and positioning method the location estimate is optionally included in the SUPL END message.
<<end of changed clause>>










































NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2004 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 1)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20040305]

© 2004 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 4 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20040305]

_1154763867.vsd
SUPL Agent/Target SET


SUPL POS INIT (session-id, ...)


B


C


SUPL START (session-id, SET capabilities, requestor, lid, ...)


D


A


E


F


SUPL RESPONSE (session-id)


SUPL POS 
(session-id, RRLP/RRC/IS-801, ...)


G


SUPL END (session-id, ..)


H-SLP


V-SLP


RLP SRLIR 
(posmethod, lid, NMR, ...)


RLP SRLIA (posresult)



_1156922654.vsd
H-SPC�

�

Target SET�

Data Connection Setup�

�

Internal Initialization�

SUPL START (requestor, lid)�

B�

A�

C�

D�

J�

I�

�

SUPL POS (session-id, RRLP/RRC/IS-801)�

H-SLC�

�

V-SLP�

RLP RSLIR (msid, lid, ... )�

RLP RSLIA (posresult)�

E�

F�

G�

H�

�

SUPL POS�(session-id, ..)�

SUPL RESPONSE (session-id, H-SLC address, ...)�

SUPL POS INIT (session-id, lid, SET capabilities)�

SUPL END(session-id, posresult)�

Routing Info�


