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1 Reason for Change

As addressed in LS from 3GPP SA2, OMA-LOC-2005-0116-LS05003-Reporting-Velocity, the velocity parameter needs to be reflected in MLP TS. This CR addresses this and proposes the relevant changes. 
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept proposed change and update the MLP TS accordingly.

6 Detailed Change Proposal

<First Changed Clause Starts>
5.2.2.3 Location Element Definitions

	<!-- MLP_LOC -->

	<!--

MLP V3.2 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2004

          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_xxx PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_xxx>

      ...

   </svc_xxx>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	

	
	
	

	<!ELEMENT
	pos
	(msid, (pd | poserr),
 gsm_net_param?, trans_id?)>

	<!ATTLIST
	pos
	

	
	pos_method (CELL | OTDOA | GPS | A-GPS | E-OTD | U-TDOA | AFLT | EFLT | UNKNOWN | OTHER)
	#IMPLIED>

	<!ELEMENT
	eme_pos
	(msid, (pd | poserr), esrd?,
 esrk?, trans_id?)>

	<!ATTLIST
	eme_pos
	

	
	pos_method (CELL | OTDOA | GPS | A-GPS | E-OTD | U-TDOA | AFLT | EFLT | UNKNOWN | OTHER)
	#IMPLIED>

	<!ELEMENT
	trl_pos
	(msid, (pd | poserr | time))>

	<!ATTLIST
	trl_pos
	

	
	trl_trigger (PERIODIC | MS_AVAIL | CHANGE_AREA)
	#REQUIRED

	
	pos_method (CELL | OTDOA | GPS | A-GPS | E-OTD | U-TDOA | AFLT | EFLT | UNKNOWN | OTHER)
	#IMPLIED>

	<!ELEMENT
	pd
	(time, shape, (alt, alt_acc?)?,
  velocity? lev_conf?, qos_not_met?)>

	<!ELEMENT
	poserr
	(result, add_info?, time)>

	<!ELEMENT
	time
	(#PCDATA)>

	<!ATTLIST
	time
	

	
	utc_off CDATA
	"0000">

	<!ELEMENT
	alt
	(#PCDATA)>

	<!ELEMENT
	alt_acc
	(#PCDATA)>

	<!ATTLIST
	alt_acc
	

	
	qos_class (ASSURED | BEST_EFFORT)
	#IMPLIED>

	<!ELEMENT
	qos_not_met
	EMPTY>

	<!ELEMENT
	direction
	(#PCDATA)>

	<!ELEMENT
	speed
	(#PCDATA)>

	<!ELEMENT
	lev_conf
	(#PCDATA)>

	<!ELEMENT
	geo_info
	(CoordinateReferenceSystem)>

	<!ELEMENT
	CoordinateReferenceSystem
	(Identifier)>

	<!ELEMENT
	Identifier
	(code, codeSpace, edition)>

	<!ELEMENT
	code
	(#PCDATA)>

	<!ELEMENT
	codeSpace
	(#PCDATA)>

	<!ELEMENT
	edition
	(#PCDATA)>

	<!ELEMENT
	service_coverage
	((cc, ndc*)+)>

	<!ELEMENT
	velocity 
	(hor_vel | hor_ver_vel | hor_vel_uncert | hor_ver_vel_uncert)

	<!ELEMENT
	hor_vel
	(direction, speed)

	<!ELEMENT
	hor_ver_vel
	(direction, speed, ver_speed_direct, ver_speed)

	<!ELEMENT
	hor_vel_uncert
	(direction, speed, uncert_speed)

	<!ELEMENT
	hor_ver_vel_uncert
	(direction, speed, ver_speed_direct, ver_speed, hor_uncert_speed, ver_uncert_speed)

	<!ELEMENT
	ver_speed_direct
	(#PCDATA)>

	<!ELEMENT
	ver_speed
	(#PCDATA)>

	<!ELEMENT
	hor_uncert_speed
	(#PCDATA)>

	<!ELEMENT
	ver_uncert_speed
	(#PCDATA)>

	<!ENTITY
	% mlp_res.dtd 
	SYSTEM "MLP_RES_300.DTD">

	%mlp_res.dtd;
	


<Next Changed Clause Starts>
5.2.3.3.1 Standard Location Immediate Request DTD

	<!-- MLP_SLIR -->

	<!--

MLP V3.2 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2004

          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_init PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_init>

      ...

   </svc_init>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.param
	"">

	
	
	

	<!ELEMENT
	slir
	((msids | (msid, codeword?, gsm_net_param, trans_id?)+), eqop?, geo_info?, loc_type?, velocity? prio?, pushaddr?, service_coverage? %extension.param;)>

	<!ATTLIST
	slir 
	

	
	ver CDATA
	#FIXED "3.2.0"

	
	res_type (SYNC | ASYNC)
	"SYNC">


Example 

<slir ver="3.2.0" res_type="SYNC">

  <msids>

    <msid type="IPV4">93.10.0.250</msid>

    <msid_range>

      <start_msid>

        <msid>461018765710</msid>

      </start_msid>

      <stop_msid>

        <msid>461018765712</msid>

      </stop_msid>

    </msid_range>

    <msid type="ASID">441728922342</msid>

    <msid_range>

      <start_msid>

        <msid>461018765720</msid>

      </start_msid>

      <stop_msid>

        <msid>461018765728</msid>

      </stop_msid>

    </msid_range>

  </msids>

  <eqop>

    <resp_req type="LOW_DELAY" />

    <hor_acc>1000</hor_acc>

  </eqop>

  <geo_info>

    <CoordinateReferenceSystem>

      <Identifier>

        <code>4004</code>

        <codeSpace>EPSG</codeSpace>

        <edition>6.1</edition>

      </Identifier>

    </CoordinateReferenceSystem>

  </geo_info>

  <loc_type type="CURRENT_OR_LAST" />

  <prio type="HIGH" />

</slir>
<Next Changed Clause Starts>
5.3.16 direction

	Description:

	Specifies the direction of movement (in degrees) of a positioned MS

	Type:
	Element

	Format:
	Char String

	Defined values:
	0-359

	Default value:
	

	Example:
	<direction>120</direction>

	Note:
	This element is present if direction is possible to attain by the used positioning method.


<Next Changed Clause Starts>
5.3.70 speed

	Description:

	The horizontal speed of the MS in km/h.

	Type:
	Element

	Format:
	Char String

	Defined values:
	 0 – 216-1

	Default value:
	

	Example:
	<speed>23</speed>

	Note:
	This element is present if speed is possible to attain by the used positioning method.


<Next Changed Clause Starts>
5.3.X ver_speed_direct
	Description:

	Indicates upward speed direction or downward speed direction of a positioned MS

	Type:
	Element

	Format:
	Char string

	Defined values:
	0
	Upward speed direction

	
	1
	Downward speed direction

	Default value:
	

	Example:
	<ver_direct>1</ver_direct>

	Note:
	


5.3.X ver_speed
	Description:

	Specify the vertical speed of a positioned MS 

	Type:
	Element

	Format:
	

	Defined values:
	0 – 28-1

	Default value:
	

	Example:
	<ver_speed>11</ver_speed>

	Note:
	


5.3.X hor_uncert_speed
	Description:

	Specify the uncertainty of horizontal speed 

	Type:
	Element

	Format:
	

	Defined values:
	0 – 28-1

	Default value:
	

	Example:
	<hor_uncert_speed>1</hor_uncert_speed>

	Note:
	


5.3.X ver_uncert_speed
	Description:

	Specify the uncertainty of vertical speed

	Type:
	Element

	Format:
	

	Defined values:
	0 – 28-1

	Default value:
	

	Example:
	<ver_uncert_speed>11</ver_uncert_speed>

	Note:
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