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1 Reason for Change

In the lastest SUPL AD, figure 1 shows the dotted line between the SET MLS Application and the MLS Application/SUPL Agent in the network. However, the description for this line is not specified. This CR added the texts for this line. After discussion during presentation at April 11, 2005, it was agreed to delete the dotted line between the SET MLS Application and the MLS Application/SUPL Agent in the network.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept proposed change and update the SUPL AD accordingly.

6 Detailed Change Proposal

<First Changed Clause Starts>
6.4 SUPL Reference Architecte

This section identifies the SUPL network architecture model, comprised of the user plane location services related network entities and associated reference points.

A network entity represents a group of functions, and not necessarily a physical device. The physical realization is an implementation decision: a manufacturer may choose any physical implementation of network entities, either individually or in combination, as long as the implementation meets the functional requirements.

A reference point is a conceptual demarcation of two groups of functions.  It is not necessarily a physical interface. A reference point only becomes one or several physical interfaces when the network entities on each of its sides are contained in different physical devices.  One or more protocols may be defined for the instantiation of an interface. As the Lup reference point is instantiated by one interface, we use both terms in this document. The corresponding protocol is defined in the detailed technical specification.

In generic environments, the required SUPL components are the SET and the network component SLP containing the SLC and SPC systems. The SET communicates with the network over the Lup interface.

In MNO environments, several entities and their interfaces may also be needed as illustrated in the figure in this section. 

The detailed functions and definitions of the components defined in this figure are explained in Section 6.5, 6.8 and 6.9 and the Stage 3 specifications in the SUPL TS.
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Figure 1 - SUPL Architecture 

Existing deployments may choose to adapt existing physical nodes to include SUPL functionality.  In those cases, there is an embedded dependency for signalling on an interface between distributed SLCs and SPCs.  This version of the architecture is dependent on that signalling for those deployments.
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