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1 Reason for Change

Maybe there are some typos need to be corrected. 
1.  In 6.8.4 step Q (as in LG's CONRR ID049, the step Q should be step R)"the H-SLC sends the position estimate back to the R-SLP by means of the RLP SRLIA message." 

The H-SLC should be H-SLP.
2. At the end of 6.8.4 step L (as in LG's CONRR ID049,the step L should be step M), “The SET SHALL also release the IP connection to the SLC and release all resources related to this session”.
    There is no IP connection between SET and the V-SLC, maybe here really refers to H-SLP.

3. In 6.8.4 figure 5, step K, I think it is more proper to change the dashed line into double-direction arrows, just like other communication dashed line between the SLC and the SPC.
Another proposal: Add some text explains for step K communication in the explanations of flow.

e.g. “The V-SLC forwards the key to the V-SPC through internal communication.” .
4. There is same issue in step G of 6.9.4.
5. In Figure 19 step A, "SET-initiated location service in progress, leading up to SUPL messaging exchange between SLP/H-SLP and SET".
According to CR-146R01, in this sentence 'H-SLP' should be removed.
Revision R03 addresses just one comments received during presentation of the initial CR:
· In some of the figures the message "AUTH RESP" is written as "AUTH RESPONCE".
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and adapt if found applicable.
6 Detailed Change Proposal

<First Changed Clause Starts>
6.8.4 Roaming Successful Case – Non-Proxy-mode with V-SPC

Q. The H-SLP sends the position estimate back to the R-SLP by means of the RLP SRLIA message. The H-SLP SHALL release all resources related to this session.


<Next Changed Clause Starts>
6.8.4 Roaming Successful Case – Non-Proxy-mode with V-SPC
L. The SET will evaluate the Notification rules and follow the appropriate actions. The SET establishes a secure IP connection to the V-SPC according to the address received in step H. The SET and V-SPC perform mutual authentication and   the SET sends a SUPL POS INIT message to start a SUPL positioning session with the V-SPC. The SUPL POS INIT message contains at least session-id, SET capabilities and location identifier (lid). The SET capabilities include the supported positioning methods (e.g. SET-Assisted A-GPS, SET-Based A-GPS) and associated positioning protocols (e.g. RRLP, RRC, TIA-801). The SET MAY optionally provide NMR specific for the radio technology being used (e.g. for GSM: TA, RXLEV). The SET MAY optionally provide its position or network timing information, if these are available and supported by both SET and V-SPC. The SET MAY optionally set the Requested Assistance Data element in the SUPL POS INIT. The SET SHALL also release the IP connection to the H-SLP and release all resources related to this session. The V-SPC informs the V-SLC that the positioning procedure is started.


<Next Changed Clause Starts>
6.8.4 Roaming Successful Case – Non-Proxy-mode with V-SPC
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K. The H-SLP uses key-id 2 and set nonce to create a key to be used for mutual V-SPC/SET authentication. The H-SLP forwards the created key to the V-SLC through an RLP SSRP message.  
The V-SLC forwards the key to the V-SPC through internal communication.
<Next Changed Clause Starts>
6.9.7 Roaming Successful Case – Non-Proxy mode with V-SPC
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G. The H-SLP generates a key to be used for mutual V-SPC/SET authentication. The H-SLP forwards the key to the V-SLC through an RLP SSRP message.
The V-SLC forwards the key to the V-SPC through internal communication.
<Next Changed Clause Starts>
6.9.7.2 SUPL Protocol Error
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Figure 19 – SET-Initiated Error SUPL Protocol Error









�Note: as in LG's CONRR ID049,the step Q should be step R


�Note: as in LG's CONRR ID049,the step L should be step M
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