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1 Reason for Change

This CR addresses the definitions about terms used in PCP TS, and modifications for the abbreviations.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

After reviewing the requested information, accept and update the PCP TS document. 
6 Detailed Change Proposal

<< Start of changes>>
3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

Notational Conventions and Generic Grammar

The following rules are used throughout this specification to describe basic parsing constructs.

·  ANSI X3.4-1986 defines the US-ASCII coded character set, see ref. [5]

	CR 
	= <US-ASCII CR, carriage return (13)>

	LF
	= <US-ASCII LF, linefeed (10)>

	SP
	= <US-ASCII SP, space (32)>


· A set of characters enclosed in brackets ([...]) is a one-character expression that matches any of the characters in that set. E.g., "[lcs]" matches either an "l", "c", or "s". A range of characters is indicated with a dash. E.g., "[a-z]" matches any lower-case letter. 

The one-character expression can be followed by an interval operator, for example [a-zA-Z]{min,max} in which case the one-character expression is repeated at least min and at most max times. E.g., "[a-zA-Z]{2,4}" matches for example the strings "at", "Good", and "biG".
3.2 Definitions

	Lpp
	Reference point between PPR and Location Server. See also [23.271]

	Lid
	Reference point between PMD entity and Location Server. See also [23.271]

	Privacy Profile Register
	Stores privacy information of the target mobile and executes privacy checks and sends the privacy check results to requesting network elements using Lpp interface.

	Pseudonym Mediation Device
	Functionality that verifies pseudonyms to verinyms supporting Lid interface.

	Privacy Checking Entity
	A network entity responsible for privacy functionalities of PPR and PMD.

	Pseudonym
	A fictitious identity, which may be used to conceal the true identity (i.e. MSISDN and IMSI) of a target UE from the requestor and the LCS client, or to conceal the true identity of the requestor or the target.

	Verinym
	True identity, i.e. MSISDN or IMSI, of the target or requestor.


3.3 Abbreviations

	ANSI
	American National Standards Institute

	
	

	GMLC
	Gateway Mobile Location Center

	
	

	HTTP
	Hypertext Transfer Protocol 

	HTTPS
	HTTP Secure

	LCS
	Location Services

	MLC
	Mobile Location Center

	MLP
	Mobile Location Protocol

	MPC
	Mobile Positioning Center 

	MS
	Mobile Station

	MSID
	Mobile Station Identifier

	OMA
	Open Mobile Alliance

	PCE
	Privacy Checking Entity

	PMD
	Pseudonym Mediation Device

	PPR
	Privacy Profile Register

	SSL
	Secure Socket Layer

	TLS
	Transport Layer Security

	URI
	Uniform Resource Identifier

	URL
	Uniform Resource Locator

	WAP
	Wireless Application Protocol

	WSDL
	Web Service Definition Language

	XML
	Extensible Markup Language


<<End of changes>>
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