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1 Reason for Change

Emergency positioning procedure over user plane is proposed. In case of roaming, R-SLP will send RLP SRLIR message to H-SLP and H-SLP will initiate SUPL procedure with SUPL INIT message in current call flows of SUPL 1.0. However, the emergency services are normally not a subscription service and will be supported entirely in the visited network and provided without interaction with home network in a roaming case, whether or not the UE is registered. Moreover, the direct communication between the V-SLP and the SET will avoid the signalling between the H-SLP and the SET and the H-SLP and V-SLP. In that perspective, it is beneficial R-SLP will send RLP EME_LIR message to V-SLP directly and then V-SLP will send SUPL INIT message to the SET with V-SLP address (for proxy mode) or V-SPC address (for non-proxy mode). Remaining SUPL POS session will follow current SUPL POS procedure for proxy or non-proxy mode. Note that the CR does not address the UICC-less case for the emergency services.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agreed on proposed change

6 Detailed Change Proposal

5.4.1 SUPL Collaboration Network Initiated
5.4.1.X Emergency services – Proxy mode with V-SLP Positioning
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Figure x – NW Initiated Positioning for Emergency Services – Proxy Mode
A. SUPL Agent issues an MLP EME_LIR message to the R-SLP, with which SUPL Agent is associated. The R-SLP SHALL authenticate the SUPL Agent and check if the SUPL Agent is authorized for the service it requests, based on the client-id received.
B. The R-SLP determines the V-SLP based on the received msid. If the R-SLP determines that the SUPL Agent is not authorized for this request, Step O will be returned with the applicable MLP return code. The R-SLP verifies that the target SET is currently SUPL roaming. In addition the R-SLP MAY also verify that the target SET supports SUPL.
The specifics for determining if the SET is SUPL roaming or not is considered outside scope of SUPL. However, there are various environment dependent mechanisms. To verify the target SET supports SUPL or not, R-SLP may communicate with H-SLP. 

C. The R-SLP sends RLP ERLIR message to the V-SLP.

D. The V-SLP initiates the location session with the SET using the SUPL INIT message, which could be a WAP PUSH or an SMS Trigger. The SUPL INIT message contains at least session-id, proxy/non-proxy mode indicator, emergency indication and the intended positioning method. The SUPL INIT also contains the V-SLP address depending on the modes of the SUPL positioning.

E. When the SUPL INIT is received by the SET it will either attach itself to Packet Data Network if it is not attached at the time being or establish a circuit switched data connection. 
F. The SET checks the proxy/non-proxy mode indicator to determine if the SLP uses proxy or non-proxy mode. In this case, proxy mode is used, and the SET SHALL establish a secure IP connection to the V-SLP using SLP address that has been included in the SUPL INIT message.   The SET then sends a SUPL POS INIT message to start a positioning session with the V-SLP. The SET then sends a SUPL POS INIT message to start a positioning session with the V-SLP. The SUPL POS INIT message contains at least session-id, SET capabilities and location identifier (lid). The SET capabilities include the supported positioning methods (e.g., SET-Assisted A-GPS, SET-Based A-GPS) and associated positioning protocols (e.g., RRLP, RRC, TIA-801). The SET MAY optionally provide NMR specific for the radio technology being used (e.g., for GSM: TA, RXLEV). The SET MAY optionally provide its position or network timing information, if these are available and supported by both SET and V-SLP. The SET MAY optionally set the Requested Assistance Data element in the SUPL POS INIT.
G. Based on the SUPL POS INIT message including posmethod(s) supported by the SET, the V-SLP SHALL determine the posmethod.  If required for the posmethod, the V-SLP SHALL use the supported positioning protocol (e.g., RRLP, RRC, TIA-801) from the SUPL POS INIT message.
The SET and the V-SLP MAY exchange several successive positioning procedure messages. 

The V-SLP calculates the position estimate based on the received positioning measurements (SET assisted) or the SET calculates the position estimate based on assistance obtained from the V-SLP (SET based).
H. Once the position calculation is complete the V-SLP sends the SUPL END message to the SET informing it that no further positioning procedure will be started and that the location session is finished. The SET SHALL release the secure IP connection to the V-SLP and release all resources related to this session.
I. The V-SLP forwards the location estimate to R-SLP.

J. The R-SLP sends the position estimate back to the SUPL Agent by means of the MLP EME_LIA message.
.
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