Doc# OMA-LOC-ChangeRequest-20050579R01-SUPL-Network-Initiated-MLS-SLIR-Inconsistency.doc[image: image7.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc # OMA-LOC-ChangeRequest-20050579R01-SUPL-Network-Initiated-MLS-SLIR-Inconsistency.doc
Change Request



Change Request

	Title:
	SUPL Network Initiated MLS SLIR Inconsistency
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	LOC WG

	Doc to Change:
	OMA-AD-SUPL-V1_0-20050930-C

	Submission Date:
	09-12-2005

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 X 3: Clerical

	Source:
	Bernard Guarino, Andrew Corporation

	Replaces:
	  n/a


1 Reason for Change

SUPL 1.0 Network Initiated cases require the SUPL Agent to send an MLP SLIR to the appropriate SLP (e.g., H-SLP for non-roaming cases, R-SLP for proxy-mode, etc.). These MLP SLIR(s) are defined in SUPL 1.0 AD as “MLP SLIR (msid, client-id, qop)” in step A of the NI cases. However, the MLP SLIR as defined in TS-MLP-V3_2-20050914-D defines the SLIR with eqop and not qop as the QOP parameter. Further, there is a qop parameter defined in the MLS specification, though it is not part of the MLP SLIR. Thus, there is an inconsistency between the MLP SLIR Definition and the SUPL MLP SLIR usage. A similar problem exists for the MLR SRLIR. 
Summary of change: Change “qop” to “eqop” in the appropriate MLP SLIR and RLP SRLIR messages for the NI SUPL cases 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Change 1:  OMA-AD: section 6.8.1 Non-Roaming Successful Case-Proxy mode
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Change 2:  OMA-AD: section 6.8.2 Non-Roaming Successful Case-Non-Proxy mode
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Change 3:  OMA-AD: section 6.8.3 Roaming Successful Case-Proxy mode with V-SLP Positioning
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Change 4:  OMA-AD: section 6.8.4 Roaming Successful Case-Non-Proxy mode with V-SPC Positioning
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Change 5:  OMA-AD: section 6.8.5 Roaming Successful Case-Proxy mode with H0SLP Positioning
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Change 6:  OMA-AD: section 6.8.6 Roaming Successful Case-Non-Proxy mode with H-SPC Positioning
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