Doc# OMA-LOC-2006-0088-CR-PCP-TS-Static-Conformance-Requirements[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-LOC-2006-0088-CR-PCP-TS-Static-Conformance-Requirements
Change Request



Change Request

	Title:
	CR-PCP-TS-Static-Conformance-Requirements
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	Location WG
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1 Reason for Change

This CR addresses SCR(Static Conformance Requirements) in Appendix B of PCP TS.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept proposed change and update PCP TS document accordingly.
6 Detailed Change Proposal

Change 1:  Appendix B. Static Conformance Requirements
Appendix B. Static Conformance Requirements 
(Normative)

The notation used in this appendix is specified in [IOPPROC].

B.1 SCR for PCP Client
B.2 Service initiation
	Item
	Function
	Reference
	Status
	Requirement

	PCP-A-C-001
	Service initiation
	8,2
	M
	PCP-A-C-002 AND PCP-A-C-003  

	PCP-A-C-002
	header
	7.1
	M
	

	PCP-A-C-003
	Location Privacy Assertion Request
	7.2
	O
	PCP-B-C-003

	PCP-A-C-004
	Verinym Request
	7.3
	O
	PCP-B-C-004

	PCP-A-C-005
	Pseudonym Request
	7.3
	O
	PCP-B-C-005

	PCP-A-C-006
	Privacy profile update notification
	7.4
	O
	PCP-B-C-006


B.2.1 Service Result
	Item
	Function
	Reference
	Status
	Requirement

	PCP-B-C-001
	Service result
	8.2
	M
	PCP-B-C-002 AND PCP-B-C-003 

	PCP-B-C-002
	header
	7.1
	O
	

	PCP-B-C-003
	Location Privacy Assertion Response
	7.2
	M
	

	PCP-B-C-004
	Verinym Response
	7.3
	O
	

	PCP-B-C-005
	Pseudonym Response
	7.3
	O
	

	PCP-B-C-006
	Privacy profile update notification ack
	7.4
	O
	


B.2.2 Header
	Item
	Function
	Reference
	Status
	Requirement

	PCP-C-C-001
	version
	7.1
	M
	

	PCP-C-C-002
	PCE Client
	7.1
	C
	

	PCP-C-C-003
	PCE Server
	7.1
	C
	


B.2.3 Location Privacy Assertion Request
	Item
	Function
	Reference
	Status
	Requirement

	PCP-D-C-001
	ueid
	7.2.2.1
	M
	

	PCP-D-C-002
	client
	7.2.2.1
	M
	

	PCP-D-C-003
	callSessionRelatedId
	7.2.2.1
	O
	

	PCP-D-C-004
	serviceType
	7.2.2.1
	O
	

	PCP-D-C-005
	requestor
	7.2.2.1
	O
	

	PCP-D-C-006
	codeword
	7.2.2.1
	O
	

	PCP-D-C-007
	locationType
	7.2.2.1
	O
	

	PCP-D-C-008
	servingNode
	7.2.2.1
	O
	

	PCP-D-C-009
	locationEstimate
	7.2.2.1
	O
	


B.2.4 Location Privacy Assertion Response

	Item
	Function
	Reference
	Status
	Requirement

	PCP-E-C-001
	privacyAction
	7.2.2.2
	M
	

	PCP-E-C-002
	additionalLocationCheck
	7.2.2.2
	C
	

	PCP-E-C-003
	msid
	7.2.2.2
	C
	


B.2.5 Verinym Request

	Item
	Function
	Reference
	Status
	Requirement

	PCP-F-C-001
	pseudoid
	7.3.2.1
	M
	

	PCP-F-C-002
	client
	7.3.2.1
	O
	

	PCP-F-C-004
	serviceId
	7.3.2.1
	O
	

	PCP-F-C-005
	requestor
	7.3.2.1
	O
	

	PCP-F-C-006
	codeword
	7.3.2.1
	O
	


B.2.6 Verinym Response

	Item
	Function
	Reference
	Status
	Requirement

	PCP-G-C-001
	msid
	7.3.2.2
	M
	


B.2.7 Pseudonym Request

	Item
	Function
	Reference
	Status
	Requirement

	PCP-H-C-001
	msid
	7.3.2.3
	M
	

	PCP-H-C-002
	client
	7.3.2.3
	O
	

	PCP-H-C-004
	serviceId
	7.3.2.3
	O
	

	PCP-H-C-005
	requestor
	7.3.2.3
	O
	

	PCP-H-C-006
	codeword
	7.3.2.3
	O
	

	PCP-H-C-007
	expirationDate
	7.3.2.3
	O
	


B.2.8 Pseudonym Response

	Item
	Function
	Reference
	Status
	Requirement

	PCP-I-C-001
	pseudoid
	7.3.2.4
	M
	

	PCP-I-C-002
	expirationDate
	7.3.2.4
	O
	


B.2.9 Privacy Profile Update Notification

	Item
	Function
	Reference
	Status
	Requirement

	PCP-J-C-001
	msid
	7.4.2.1
	M
	


B.2.10 Privacy Profile Update Notification Ack
	Item
	Function
	Reference
	Status
	Requirement

	PCP-K-C-001
	ACK
	7.4.2.2
	C
	


B.2.11 Support for Identity Datatypes

	Item
	Function
	Reference
	Status
	Requirement

	PCP-L -C-001
	ueidType
	6.1.1
	M
	

	PCP-L-C-002
	msidType
	6.1.2
	M
	

	PCP-L-C-003
	pseudoidType
	6.1.3
	M
	

	PCP-L-C-004
	clientType
	6.1.4
	M
	

	PCP-L-C-005
	clientIdType
	6.1.5
	O
	

	PCP-L-C-006
	clientNameType
	6.1.6
	O
	

	PCP-L-C-007
	sessionType
	6.1.7
	O
	

	PCP-L-C-008
	requestorIdType
	6.1.8
	O
	

	PCP-L-C-009
	serviceidType
	6.1.9
	O
	

	PCP-L-C-010
	callSessionRelatedIdType
	6.1.10
	O
	

	PCP-L-C-011
	codewordType
	6.1.11
	O
	

	PCP-L-C-012
	pceServerType
	6.1.12
	O
	

	PCP-L-C-013
	PceClientType
	6.1.13
	O
	


B.2.12 Support for Function Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-M-C-001
	roamingType
	6.2.1
	O
	

	PCP-M-C-002
	servingNodeType
	6.2.2
	O
	

	PCP-M-C-003
	privacyActionType
	6.2.3
	M
	

	PCP-M-C-004
	actionType
	6.2.4
	O
	

	PCP-M-C-005
	E164NumberType
	6.2.5
	O
	

	PCP-M-C-006
	apnNiType
	6.2.6
	O
	

	PCP-M-C-007
	dialNumberType
	6.2.7
	O
	

	PCP-M-C-008
	AbsolutedHTTPURLType
	6.2.8
	O
	

	PCP-M-C-009
	SIPURIType
	6.2.9
	O
	

	PCP-M-C-010
	telURIType
	6.2.10
	O
	

	PCP-M-C-011
	emailIdType
	6.2.11
	O
	

	PCP-M-C-012
	IMSPublicIdType
	6.2.12
	O
	


B.2.13 Support for Location Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-N-C-001
	locationEstimateType
	6.3.1
	C
	

	PCP-N-C-002
	timeType
	6.3.2
	O
	

	PCP-N-C-003
	altitudeType
	6.3.3
	O
	

	PCP-N-C-004
	altitudeUncertaintyType
	6.3.4
	O
	

	PCP-N-C-005
	speedType
	6.3.5
	O
	

	PCP-N-C-006
	directionType
	6.3.6
	O
	

	PCP-N-C-007
	probabilityType
	6.3.7
	O
	


B.2.14 Support for ServiceType Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-O-C-001
	clientCategoryType
	6.4.1
	O
	

	PCP-O-C-002
	serviceTypeType
	6.4.2
	O
	

	PCP-O-C-003
	locationTypeType
	6.4.3
	O
	


B.2.15 Support for Shape Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-P-C-001
	shapeType
	6.5.1
	O
	

	PCP-P-C-002
	distanceUnitType
	6.5.2
	O
	

	PCP-P-C-003
	angularUnitType
	6.5.3
	O
	

	PCP-P-C-004
	angleType
	6.5.4
	O
	

	PCP-P-C-005
	coordType
	6.5.5
	O
	

	PCP-P-C-006
	radiusType
	6.5.6
	O
	

	PCP-P-C-007
	boxType
	6.5.7
	O
	

	PCP-P-C-008
	circularArcAreaType
	6.5.8
	O
	

	PCP-P-C-009
	circularAreaType
	6.5.9
	O
	

	PCP-P-C-010
	ellipticalAreaType
	6.5.10
	O
	

	PCP-P-C-011
	lineStringType
	6.5.11
	O
	

	PCP-P-C-012
	linearRingType
	6.5.12
	O
	

	PCP-P-C-013
	pointType
	6.5.13
	O
	

	PCP-P-C-014
	polygonType
	6.5.14
	O
	


B.2.16 Support for Result Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-Q-C-001
	resultType
	6.6.1
	M
	

	PCP-Q-C-001
	addinfoType
	6.6.2
	O
	


B.2.17 Services
	Item
	Function
	Reference
	Status
	Requirement

	PCP-R-C-001
	Location Privacy Assertion Service
	7.2.2
	M
	PCP-A-C-003 AND PCP-B-C-003

	PCP-R-C-002
	Pseudonym Service
	7.3.3.3

7.3.3.4
	O
	PCP-A-C-005 AND PCP-B-C-005

	PCP-R-C-003
	Verinym Service
	7.3.3.1

7.3.3.2
	O
	PCP-A-C-004 AND PCP-B-C-004

	PCP-R-C-004
	Privacy Profile Update Notification Service
	7.4.3
	O
	PCP-A-C-006 AND PCP-B-C-006


B.3 SCR for PCP Server
B.3.1 Service Initiation

	Item
	Function
	Reference
	Status
	

Requirement

	PCP-A-S-001
	Service initiation
	8.2
	M
	PCP-A-S-002 AND PCP-A-S-003 

	PCP-A-S-002
	header
	7.1
	M
	

	PCP-A-S-003
	Location Privacy Assertion Request
	7.2
	O
	PCP-B-S-003

	PCP-A-S-004
	Verinym Request
	7.3
	O
	PCP-B-S-004

	PCP-A-S-005
	Pseudonym Request
	7.3
	O
	PCP-B-S-005

	PCP-A-S-006
	Privacy profile update notification
	7.4
	O
	PCP-B-S-006


B.3.2 Service Result

	Item
	Function
	Reference
	Status
	Requirement

	PCP-B-S-001
	Service result
	8.2
	M
	PCP-B-S-002 AND PCP-B-S-003

	PCP-B-S-002
	header
	7.1
	O
	

	PCP-B-S-003
	Location Privacy Assertion Response
	7.2
	M
	

	PCP-B-S-004
	Verinym Response
	7.3
	O
	

	PCP-B-S-005
	Pseudonym Response
	7.3
	O
	

	PCP-B-S-006
	Privacy profile update notification ack
	7.4
	O
	


B.3.3 Header
	Item
	Function
	Reference
	Status
	Requirement

	PCP-C-S-001
	version
	7.1
	M
	

	PCP-C-S-002
	PCE Client
	7.1
	O
	

	PCP-C-S-003
	PCE Server
	7.1
	O
	


B.3.4 Location Privacy Assertion Request
	Item
	Function
	Reference
	Status
	Requirement

	PCP-D-S-001
	ueid
	7.2.2.1
	M
	

	PCP-D-S-002
	client
	7.2.2.1
	M
	

	PCP-D-S-003
	callSessionRelatedId
	7.2.2.1
	O
	

	PCP-D-S-004
	serviceType
	7.2.2.1
	O
	

	PCP-D-S-005
	requestor
	7.2.2.1
	O
	

	PCP-D-S-006
	codeword
	7.2.2.1
	O
	

	PCP-D-S-007
	locationType
	7.2.2.1
	O
	

	PCP-D-S-008
	servingNode
	7.2.2.1
	O
	

	PCP-D-S-009
	locationEstimate
	7.2.2.1
	O
	


B.3.5 Location Privacy Assertion Response

	Item
	Function
	Reference
	Status
	Requirement

	PCP-E-S-001
	privacyAction
	7.2.2.2
	M
	

	PCP-E-S-002
	additionalLocationCheck
	7.2.2.2
	C
	

	PCP-E-S-003
	msid
	7.2.2.2
	C
	


B.3.6 Verinym Request

	Item
	Function
	Reference
	Status
	Requirement

	PCP-F-S-001
	pseudoid
	7.3.2.1
	M
	

	PCP-F-S-002
	client
	7.3.2.1
	O
	

	PCP-F-S-004
	serviceId
	7.3.2.1
	O
	

	PCP-F-S-005
	requestor
	7.3.2.1
	O
	

	PCP-F-S-006
	codeword
	7.3.2.1
	O
	


B.3.7 Verinym Response

	Item
	Function
	Reference
	Status
	Requirement

	PCP-G-S-001
	msid
	7.3.2.2
	M
	


B.3.8 Pseudonym Request

	Item
	Function
	Reference
	Status
	Requirement

	PCP-H-S-001
	msid
	7.3.2.3
	M
	

	PCP-H-S-002
	client
	7.3.2.3
	O
	

	PCP-H-S-004
	serviceId
	7.3.2.3
	O
	

	PCP-H-S-005
	requestor
	7.3.2.3
	O
	

	PCP-H-S-006
	codeword
	7.3.2.3
	O
	

	PCP-H-S-007
	expirationDate
	7.3.2.3
	O
	


B.3.9 Pseudonym Response

	Item
	Function
	Reference
	Status
	Requirement

	PCP-I-S-001
	pseudoid
	7.3.2.4
	M
	

	PCP-I-S-002
	expirationDate
	7.3.2.4
	O
	


B.3.10 Privacy Profile Update Notification

	Item
	Function
	Reference
	Status
	Requirement

	PCP-J-S-001
	msid
	7.4.2.1
	M
	


B.3.11 Privacy Profile Update Notification Ack
	Item
	Function
	Reference
	Status
	Requirement

	PCP-K-S-001
	ACK
	7.4.2.2
	C
	


B.3.12 Support for Identity Datatypes

	Item
	Function
	Reference
	Status
	Requirement

	PCP-L-S-001
	ueidType
	6.1.1
	M
	

	PCP-L-S-002
	msidType
	6.1.2
	M
	

	PCP-L-S-003
	pseudoidType
	6.1.3
	M
	

	PCP-L-S-004
	clientType
	6.1.4
	M
	

	PCP-L-S-005
	clientIdType
	6.1.5
	O
	

	PCP-L-S-006
	clientNameType
	6.1.6
	O
	

	PCP-L-S-007
	sessionType
	6.1.7
	O
	

	PCP-L-S-008
	requestorIdType
	6.1.8
	O
	

	PCP-L-S-009
	serviceidType
	6.1.9
	O
	

	PCP-L-S-010
	callSessionRelatedIdType
	6.1.10
	O
	

	PCP-L-S-011
	codewordType
	6.1.11
	O
	

	PCP-L-S-012
	pceServerType
	6.1.12
	O
	

	PCP-L-S-013
	PceClientType
	6.1.13
	O
	


B.3.13 Support for Function Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-M-S-001
	roamingType
	6.2.1
	O
	

	PCP-M-S-002
	servingNodeType
	6.2.2
	O
	

	PCP-M-S-003
	privacyActionType
	6.2.3
	M
	

	PCP-M-S-004
	actionType
	6.2.4
	O
	

	PCP-M-S-005
	E164NumberType
	6.2.5
	O
	

	PCP-M-S-006
	apnNiType
	6.2.6
	O
	

	PCP-M-S-007
	dialNumberType
	6.2.7
	O
	

	PCP-M-S-008
	AbsolutedHTTPURLType
	6.2.8
	O
	

	PCP-M-S-009
	SIPURIType
	6.2.9
	O
	

	PCP-M-S-010
	telURIType
	6.2.10
	O
	

	PCP-M-S-011
	emailIdType
	6.2.11
	O
	

	PCP-M-S-012
	IMSPublicIdType
	6.2.12
	O
	


B.3.14 Support for Location Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-N-S-001
	locationEstimateType
	6.3.1
	C
	

	PCP-N-S-002
	timeType
	6.3.2
	O
	

	PCP-N-S-003
	altitudeType
	6.3.3
	O
	

	PCP-N-S-004
	altitudeUncertaintyType
	6.3.4
	O
	

	PCP-N-S-005
	speedType
	6.3.5
	O
	

	PCP-N-S-006
	directionType
	6.3.6
	O
	

	PCP-N-S-007
	probabilityType
	6.3.7
	O
	


B.3.15 Support for ServiceType Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-O-S-001
	clientCategoryType
	6.4.1
	O
	

	PCP-O-S-002
	serviceTypeType
	6.4.2
	O
	

	PCP-O-S-003
	locationTypeType
	6.4.3
	O
	


B.3.16 Support for Shape Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-P-S-001
	shapeType
	6.5.1
	O
	

	PCP-P-S-002
	distanceUnitType
	6.5.2
	O
	

	PCP-P-S-003
	angularUnitType
	6.5.3
	O
	

	PCP-P-S-004
	angleType
	6.5.4
	O
	

	PCP-P-S-005
	coordType
	6.5.5
	O
	

	PCP-P-S-006
	radiusType
	6.5.6
	O
	

	PCP-P-S-007
	boxType
	6.5.7
	O
	

	PCP-P-S-008
	circularArcAreaType
	6.5.8
	O
	

	PCP-P-S-009
	circularAreaType
	6.5.9
	O
	

	PCP-P-S-010
	ellipticalAreaType
	6.5.10
	O
	

	PCP-P-S-011
	lineStringType
	6.5.11
	O
	

	PCP-P-S-012
	linearRingType
	6.5.12
	O
	

	PCP-P-S-013
	pointType
	6.5.13
	O
	

	PCP-P-S-014
	polygonType
	6.5.14
	O
	


B.3.17 Support for Result Datatypes
	Item
	Function
	Reference
	Status
	Requirement

	PCP-Q-S-001
	resultType
	6.6.1
	M
	

	PCP-Q-S-001
	addinfoType
	6.6.2
	O
	


B.3.18 Services
	Item
	Function
	Reference
	Status
	Requirement

	PCP-R-S-001
	Location Privacy Assertion Service
	7.2.2
	M
	PCP-A-S-003 AND PCP-B-S-003

	PCP-R-S-002
	Pseudonym Service
	7.3.3.3

7.3.3.4
	O
	PCP-A-S-005 AND PCP-B-S-005

	PCP-R-S-003
	Verinym Service
	7.3.3.1

7.3.3.2
	O
	PCP-A-S-004 AND PCP-B-S-004

	PCP-R-S-004
	Privacy Profile Update Notification Service
	7.4.3
	O
	PCP-A-S-006 AND PCP-B-S-006
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