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7 Reason for Change

This contribution adds WiFi (IEEE 802.11) to SUPL 2.0 as a transport mechanism and the ability to simultaneously use NMR information from more than one transport technology in the location process (hybrid location).
8 Impact on Backward Compatibility

None
9 Impact on Other Specifications

None
10 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

11 Recommendation

This contribution is for approval.
12 Detailed Change Proposal

7.2.1  SUPL INIT

SUPL INIT is the initial message from the SLP to the SET in Network initiated cases, In this message, the Trigger Type describes triggered server type of network initiated location, If the positioning request need, SET report its position according to some trigger condition, trigger type could be set as “Periodic”, “Area Event”.

	Parameter
	Presence
	Description

	Positioning Method
	M
	Defines the positioning technology desired by the SLP, which can be AGPS SET assisted, AGPS SET Based, Autonomous GPS, EOTD, OTDOA, AFLT, Enhanced Cell ID or WiFi NMR.

	Notification
	O
	The purpose of this field is to provide instructions to the SET with respect to notification and privacy.

If this field is not set the SET SHALL interpret the request as type “No notification & no verification“.

	SLP Address
	CV
	This parameter contains an SLP address (SPC address for non-proxy mode).

For proxy mode this parameter is OPTIONAL.

For non-proxy mode this parameter is REQUIRED.

This address is used by the SET when establishing a secure IP connection to the SLP or SPC

	QoP
	O
	Desired Quality of Position.

	SLP Mode
	M
	This parameter indicates if the SLP uses proxy or non-proxy mode. 

	Notification Mode
	M
	This parameter indicates whether the notification and verification is based on location or not

	MAC 
	O
	This parameter contains a Message Authentication Code (MAC), which MAY be used as integrity protection of the SUPL INIT message.

	Key Identity
	CV
	This parameter contains a key identity, which identifies the key to be used to verify the MAC. It is required when MAC is present.

	Trigger Type
	CV
	This parameter indicates network initiated service type:

· Periodic

· Area event
This parameter is conditional and only used if a triggered session is requested in the SUPL INIT message.


Table 4: SUPL INIT Message

	8.8     Positioning Method

Parameter
	Presence
	Value/Description

	Position Method
	
	Describes the positioning method:

· A-GPS SET assisted only

· A-GPS SET based only

· A-GPS SET assisted preferred (A-GPS SET based is the fallback mode)

· A-GPS SET based preferred (A-GPS SET assisted is the fallback mode)

· Autonomous GPS

· AFLT
· Enhanced Cell/sector 

NOTE:
Cell-ID is considered as a subset positioning method of Enhanced Cell/sector. When a SET receives the eCID indicator the SET SHALL respond with the mandatory location identifier (lid) elements and the optional location identifier (lid) elements if these optional elements are supported by the SET. If these elements are sent by the SET the SLP MAY choose to utilise or ignore the elements in the position calculation.

· EOTD

· OTDOA

· WiFi NMR

· No position

During a particular Network Initiated SUPL session, if a particular Positioning Method has been desired by an SLP, and if the following SUPL POS INIT message shows support of that same Positioning Method, then this Method SHALL be used for that session. If the Positioning Method desired by the SLP is not supported by the SET (as indicated in SUPL POS INIT) then another mutually acceptable Positioning Method may be used by the SLP in the positioning session. Otherwise the SLP will respond to the SUPL POS INIT message with a SUPL END message with the status code posMethodMismatch and terminate the session.

During a particular SET Initiated SUPL session, the Positioning Method parameter is used by the SLP to indicate the Positioning Method that SHALL be used for that session. 

The positioning method “no position” is used when no SUPL POS session is to be conducted and the SUPL INIT message was sent for notification and verification purposes only. The SET will then respond with a SUPL END message including the appropriate status code (“consentDeniedByUser” or “consentGrantedByUser”). In case no verification was required (“notification only”), the SET will respond with a SUPL END message containing no status code..

	
	
	


Table 25: Positioning Method Parameter
8.10     SET capabilities

	Parameter
	Presence
	Value/Description

	SET capabilities
	-
	SET capabilities (not mutually exclusive) in terms of supported positioning technologies and positioning protocols.

During a particular SUPL session, a SET may send its capabilities more than once – specifically, in SET initiated cases, the SET capabilities are sent in SUPL START and in SUPL POS INIT. In such cases, the SET capabilities MUST NOT change during this particular session.

	>Pos Technology
	M
	Defines the positioning technology. 

Zero or more of the following positioning technologies (bitmap):

· SET-assisted A-GPS

· SET-based A-GPS

· Autonomous GPS

· AFLT

· E-CID

· E-OTD

· OTDOA

· WiFi NMR

Note. The E-CID bit SHALL be set only when TA and/or NMR information or Pathloss information is provided within the Location ID IE.

	>Pref Method
	M
	One of the following preferred modes:

· A-GPS SET-assisted preferred

· A-GPS SET-based preferred

· No preferred mode



	>Pos Protocol
	M
	Zero or more of the following positioning protocols (bitmap):

· RRLP

· RRC

· TIA-801


8.8 Table 27: SET capabilities Parameter
	8.11     Location ID
Parameter
	Presence
	Value/Description

	Location ID
	-
	Describes the globally unique cell identification of the most current serving cell.

	>Cell Info
	M
	The following cell IDs are supported:

· GSM Cell Info

· WCDMA Cell Info 

· CDMA Cell Info

· WiFi AP Info

	>Status
	M
	Describes whether or not the cell info is:

· Not Current, last known cell info

· Current, the present cell info

· Unknown (i.e. not known whether the cell id is current or not current)

NOTE:
The Status parameter does NOT apply to WCDMA optional parameters (Frequency Info, Primary Scrambling Code and Measured Results List). Frequency Info, Primary Scrambling Code and Measured Results List, if present, are always considered to be correct for the current cell.


Table 28: Location ID Parameter
8.11.1 GSM Cell Info

The gsmCell parameter defines the parameter of a GSM radio cell.

	Parameter
	Presence
	Value/Description

	Gsm Cell Info
	-
	GSM Cell ID

	>MCC
	M
	Mobile Country Code, range: (0..999)

	>MNC
	M
	Mobile Network Code, range: (0..999)

	>LAC
	M
	Location Area Code, range: (0..65535)

	>CI
	M
	Cell Identity, range: (0..65535)

	>NMR
	O
	Network Measurement Report – can be present for 1 to 15 cells.

	>>ARFCN
	M
	ARFCN, range: (0..1023)

	>>BSIC
	M
	BSIC, range: (0..63)

	>>RXLev
	M
	RXLEV, range: (0..63)

	>TA
	O
	Timing Advance, range: (0..255)


Table 29: GSM Cell Info Parameter
8.11.2 WCDMA Cell Info

The wcdmaCell parameter defines the parameter of a WCDMA radio cell.

	Parameter
	Presence
	Value/Description

	Wcdma Cell Info
	-
	WCDMA Cell ID

	>MCC
	M
	Mobile Country Code, range: (0..999)

	>MNC
	M
	Mobile Network Code, range: (0..999)

	>UC-ID
	M
	Cell Identity, range: (0..268435455). UC-ID is composed of RNC-ID and C-ID.

	>Frequency Info
	O
	Frequency info can be:

fdd:

uarfcn-UL, ra nge: (0..16383)

uarfcn-DL, ra nge: (0..16383)

In case of fdd, uarfcn-UL is optional while uarfcn-DL is mandatory. If uarfcn-UL is not present, the default duplex distance defined for the operating frequency band shall be used [3GPP RRC].

tdd

uarfcn-Nt, range: (0..16383)

NOTE:
Frequency Info and Primary Scrambling Code are always those of the current cell. 

	>Primary Scrambling Code
	O
	Primary Scrambling Code, range: (0..511)

NOTE:
Frequency Info and Primary Scrambling Code are always those of the current cell. 

	>Measured Results List
	O
	Network Measurement Report for WCDMA comprising both intra- and/or inter-frequency cell measurements (as per 3GPP TS 25.331). 


Table 30: WCDMA Cell Info Parameter
8.11.3 CDMA Cell Info

The cdmaCell parameter defines the parameter of a CDMA radio cell.

	Parameter
	Presence
	Value/Description

	Cdma Cell Info
	-
	CDMA Cell ID

	>NID
	M
	Network ID, range: (0..65535)

	>SID
	M
	System ID, range: (0..32767)

	>BASEID
	M
	Base Station ID, range: (0..65535)

	>BASELAT
	M
	Base Station Latitude, range: (0..4194303)

	>BASELONG
	M
	Base Station Longitude, range: (0..8388607)

	>REFPN
	M
	Base Station PN Number, range: (0..511)

	>WeekNumber
	M
	GPS Week number, range: (0..65535)

	>Seconds
	M
	GPS Seconds, range: (0..4194303)


Table 31: CDMA Cell Info
8.11.4 WiFi AP Info

The WiFiAP parameter defines the parameter of a WiFi Access Point.

	Parameter
	Presence
	Description

	     WiFi AP Info
	-
	WiFi AP ID

	       > MAC Address
	M
	MAC address of the device which is detected.

	       > 802.1x Measurements
	M
	The device type and associated measurement is reported by this structure.

	>> Device Type
	M
	Options are:

802.11a device, 802.11b device and 802.11g device.

Future networks are permitted.

	           >> RSS
	M
	Received Signal Strength (RSS) of the detected device. Since it is negative, the sign is not reported. The power is in dBm.

Range: 0-127

	      >Timestamp
	M
	Time stamp of the measurement in this message.


Table 31a: WiFi AP Info
	8.25     Multiple Location IDs
Parameter
	Presence
	Value/Description

	Location ID
	M
	Describes recently measured globally unique cell/AP identification of the serving cell/AP or cell/AP identification from any receivable radio network.

	Relative Timestamp
	M
	Time stamp of recently measured location Id relative to “current location id” in units of 0.01 sec. Range from 0 to 65535*0.01 sec. Time stamp for current Location Id is 0. When Location ID and Multiple Location IDs are both included in a SUPL message, Location ID shall carry current information (implicit timestamp of 0) while Multiple Location IDs may carry previous information.


Table 47: Multiple Location IDs Parameter
Note:

Up to MaxLidSize of the LocationID parameter may be included in Multiple Location IDs.  Location ID Measurements from multiple radio networks may be included in the Multiple Location IDs parameter
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