Doc# OMA-LOC-2006-0384-CR_SUPL_2_0_TS_ULP_Location_request_of_another_set_periodic.doc[image: image3.jpg]"sOMaQa

Open Mobile Alliance





Doc# OMA-LOC-2006-0384-CR_SUPL_2_0_TS_ULP_Set_initiated_historical_positions .doc



Change Request

	Title:
	Location request of another set periodic
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	LOC WG

	Doc to Change:
	OMA-TS-ULP-V2_0 (20070122-D)

	Submission Date:
	29 Jan, 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Martta Seppälä, Nokia, martta.seppala@nokia.com
Pasi Katajainen, Nokia, pasi.katajainen@nokia.com 

	Replaces:
	n/a




1 Reason for Change

Currently in SUPL 2.0 TS Location request of another set uses cases do not allow closing down the data connection during the session. Especially if period is long in periodic triggering cases, there might be a need to close the secure IP connection during the session. Since the connection might be closed before any SUPL REPORT messages are received in SET1, SUPL SET REPORT message is introduced to make enable SET1 to identify that the first SUPL SET INIT message was successfully received by the SLP and the session is continuing correctly. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration. These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree on proposed change
6 Detailed Change Proposal

Change 1:  Enable data connection closing during the session
5.2.18 SET-Initiated Periodic Location Request of another SET: Successful Case

Figure 68 depicts the SET-initiated periodic location request of another SET. 
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Figure 68: SET-Initiated Location Request of another SET- Successful Case

A. The SUPL Agent on SET1 receives a periodic request for position of Target SET2. If SET1 is not already attached to Packet Data Network services it will attach itself or SET1 establishes a circuit switched data connection.
B. The SUPL Agent on SET1 uses the default address provisioned by the Home Network to establish a secure IP connection to the H- SLP1 and sends a SUPL SET INIT message to start a positioning session of the Target SET2. The SUPL SET INIT message contains sessionID, Target SETid, triggered service mode and trigger information for periodic events. The Target SETid is the identity of the Target SET2 that will be used by the SLP1 to identify the home network (SLP2) of SET2. The triggered service mode is used to discriminate the different triggered services, i.e., triggered service with periodic event and area event.
C. The H-SLP responds with the SUPL SET RESPONSE to the SET. The SUPL SET RESPONSE contains the session-id. The SET and the H-SLP MAY release the secure IP connection.
D. The H- SLP1 determines SLP2 using the Target SETid provided in the SUPL SET INIT message, e.g. the SLP1 may contact a local DNS server or any other entity that is able to translate SET2 address information into information that can be used to contact SLP2. 

E. The H- SLP1 sends a triggered location request message to a location server serving the Target SET2 (e.g. SLP2) 

F. The SLP2 determines if SET1 and its associated serviceid is authorized to receive SET2 location information. SLP2 applies subscriber privacy against SET1. If it is determined that SET1 and the serviceid is authorized and if notification and verification or notification only is required, then SLP2 proceeds with a Network initiated triggered location request with periodic event to SET2 as described in Section 5.4.x. If a previously computed position which meets the requested QoP is available at SLP2, and no notification and verification is required, then SLP2 SHALL proceed directly to step F.  
G. Once the first position calculation is complete, the location server serving the Target SET2 (e.g. SLP2) SHALL send the location response message to the SLP1.
H. The SLP1 sends a SUPL REPORT message containing the first position estimate to the SET1. The index indicates the order of position estimates. If secure IP connection was closed in step C, then SUPL REPORT SHALL be sent as SMS or WAP PUSH message.
I. Once the second position calculation is complete, the location server serving the Target SET2 (e.g. SLP2) SHALL send the location response message to the SLP1.
J. The SLP1 sends a SUPL REPORT message containing the second position estimate to the SET1. If secure IP connection was closed in step C, then SUPL REPORT SHALL be sent as SMS or WAP PUSH message.
K. Location response and SUPL REPORT message repeat until the Network initiated triggered location procedures complete.

L. When the periodic trigger ends, the SLP2 will terminate the Network initiated triggered location procedure with SET2.
M. Once the last position calculation is complete, the location server serving the Target SET2 (e.g. SLP2) SHALL send the location response message to the SLP1
N. The SLP1 sends a SUPL REPORT message containing the last position estimate to the SET1. If secure IP connection was closed in step C, then SUPL REPORT SHALL be sent as SMS or WAP PUSH message. SUPL REPORT SHALL include a indication that this is the last position estimate to be reported. 
O. If secure IP connection is not present, SET establishes secure IP connection to  H-SLP. SET sends SUPL END message to SLP to end the SUPL session. The SUPL END message contains session id. The SET SHALL release the secure IP connection and release all resources related to this session. The SLP SHALL releases all resources related to this session.
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