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1 Reason for Change

This CR updates the ILP document to align all call flow scenarios with the latest ULP spec (OMA-TS-ULP-V2_0-20070905-D).
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change ILP TS document accordingly.
6 Detailed Change Proposal
Delete section 6.4.4 Non-Roaming transfer to Third Party since there is no counter part in ULP.
Delete section 7.1.4 Roaming Successful Case with V-SLP Positioning, V-SLP to V-SLP Handover with Network Change and replace it with a new section 7.5 Network/SET capabilities Change for Area Event Triggered Scenarios.
In line with a proposal for TS ULP (OMA-LOC-2007-0333-CR_SUPL2_0_TS_ULP_location_request_of_another_SET_security_issues), delete (empty) section 6.4.5 Periodic Location Request of another SET and section 7.3.4 Location Request of another SET with Area Events.

5.3.7
Timer expiration
Timer expirations are defined in Appendix C.
5.6.3
Timer expiration

Timer expirations are defined in Appendix C.
7.5
Network/SET capabilities Change for Area Event Triggered Scenarios

This procedure which is defined in [SUPL 2 ULP TS] section 5.1.12 does not have implications for ILP since no routing info mechanism (i.e. to determine the SET's serving network) is defined in SUPL 2.0 (considered out of scope for SUPL 2.0) and a change in SET capabilities does not require additional ILP messaging.  

6.9
V-SLP to V-SLP Handover

The V-SLP to V-SLP handover which is defined in [SUPL 2 ULP TS] sections 5.1.12 and 5.1.13 does not have implications for ILP since the mechanism for determining of whether or not a SET is SUPL roaming within a particular SLP's SUPL coverage is out of scope of SUPL.  

5.6.1
SET Authorization Failure

This error case does not impact the Llp interface.
5.6.2
SUPL Protocol Error

When a SUPL protocol error occurs and as a result the SUPL session is terminated, a PEND message is used by the SLC or SPC to notify its counterpart (i.e. SPC or SLC) about the end of the SUPL session.
6.3.1
SET does not allow Triggered Position

This error case does not impact the Llp interface.
6.3.2
Network cancels the triggered location request
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Figure xyz: NW Initiated Triggered location, Network cancels the triggered location request
A. The triggered location procedure is in progress.
B. The SUPL Agent sends a MLP TLRSR message to cancel the ongoing triggered session.
NOTE:
The MLP TLRSR in this call flow is only used to illustrate a possible triggered session cancellation initiated by the SUPL Agent. The triggered session could also be cancelled by the H-SLC i.e. without the SUPL Agent's involvement.
C. This step is optional. For roaming with V-SLP scenarios where the V-SLP is involved, an RLP SSRP message carrying the SUPL TRIGGERED STOP message is sent by the H-SLC to the V-SLP to notify the V-SLP that the triggered session has been cancelled and that all resource allocated to this session are to be released.
D. The H-SLP sends a SUPL TRIGGERED STOP message with the session-id to the target SET to request cancellation of the triggered session.
E. The target SET acknowledges that it has cancelled the positioning procedure with the SUPL END message back to the H-SLP. 
F. The H-SLC cancels the triggered session with the H-SPC by sending a PEND message including the appropriate Status Code.
G. The H-SLC confirms cancellation of the triggered SUPL session by sending a MLP TLRSA message to the SUPL Agent. 
6.3.3
SET cancels the triggered location request
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Figure xyz: NW Initiated Triggered location, SET cancels the triggered location request
A. The triggered location procedure is in progress.
B. The SET sends a SUPL TRIGGERED STOP message including the session-id to the H-SLC to request cancellation of the triggered session. 
C. This step is optional. For roaming with V-SLP scenarios where the V-SLP is involved, an RLP SSRP message carrying the SUPL TRIGGERED STOP message is sent by the H-SLC to the V-SLP to notify the V-SLP that the triggered session has been cancelled and that all resource allocated to this session are to be released.
D. The H-SLC sends a SUPL END message to the SET. The SET SHALL release the secure IP connection and release all resources related to this session.
E. The H-SLC cancels the triggered session with the H-SPC by sending a PEND message including the appropriate Status Code.
F. The H-SLC sends an MLP TLRSA message to the SUPL Agent to inform the SUPL Agent that the triggered session has been cancelled.
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