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1 Reason for Change

This CR addresses SUPL 2.0 CONRR comment 437 by adding URI to Third Party ID definition in sections 9.2.3 and 11.2.2. 

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

<provide a description of the intended actions to be taken by the group>

6 Detailed Change Proposal

Change 1:  Adding Third Party ID Types
9.2.3 SUPL START
SUPL START is the initial message from the SET to the SLP.

	Parameter
	Presence
	Description

	SET capabilities
	M
	Defines the capabilities of the SET

	Location ID
	M
	Defines the current serving cell or current serving WLAN AP information of the SET. 



	QoP
	O
	Desired Quality of Position

	Multiple Location IDs
	O
	 This parameter may contain current non-serving cell or current non-serving WLAN AP information for the SET and/or historic serving or non-serving cell or WLAN AP information for the SET. Unless the SET knows the SLP can support this information, the SET should wait to receive the Supported Network Information parameter from the SLP (e.g. in a SUPL RESPONSE) before sending the Multiple Locations IDs (e.g. in a SUPL POS INIT).

	Third Party
	CV
	The identity of the Third Party.
For the SET Initiated location request without transfer to Third Party, this parameter is not REQUIRED.

For the SET Initiated location request with transfer of location to Third Party mode, this parameter is REQUIRED.

	>Third Party ID
	M
	The identity of the Third Party.

This parameter can be of type

· Logical name

· MSISDN

· Email address

· URL

· SIP URI

· IMS Public Identity

· MIN

· MDN
· URI


	Position
	O
	Defines the position of the SET.
For the SET Initiated location request of transfer of location to the third party mode, this parameter MAY convey the position of the SET

For the SET which has WLAN measurements reporting capability, this parameter MAY convey the position of the SET in order assist generation of Supported WLAN APs List.


Change 2:  Adding URI to ASN.1 definition

11.2.2 SUPL START

SUPL-START DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLSTART, SETCapabilities, ThirdParty;

IMPORTS LocationId, QoP, Position, MultipleLocationIds

          FROM ULP-Components;

SUPLSTART ::= SEQUENCE {

  sETCapabilities  SETCapabilities,

  locationId       LocationId,

  qoP              QoP OPTIONAL,

  ...,

  multipleLocationIds
MultipleLocationIds OPTIONAL, 

  thirdParty     ThirdParty OPTIONAL,

  position         Position OPTIONAL}

SETCapabilities ::= SEQUENCE {

  posTechnology  PosTechnology,

  prefMethod     PrefMethod,

  posProtocol    PosProtocol,

  ...}

PosTechnology ::= SEQUENCE {

  agpsSETassisted  BOOLEAN,

  agpsSETBased     BOOLEAN,

  autonomousGPS    BOOLEAN,

  aFLT             BOOLEAN,

  eCID             BOOLEAN,

  eOTD             BOOLEAN,

  oTDOA            BOOLEAN,

  ...,

  gANSSPositionMethods  GANSSPositionMethods OPTIONAL}

GANSSPositionMethods ::= SEQUENCE (SIZE(1..16)) OF GANSSPositionMethod

GANSSPositionMethod ::= SEQUENCE {

ganssId

INTEGER(0..15), -- coding according to parameter definition in Section 9.10
gANSSPositioningMethodTypes
GANSSPositioningMethodTypes,

gANSSSignals

GANSSSignals,

  ...

}

GANSSPositioningMethodTypes ::= SEQUENCE {

  setAssisted
BOOLEAN,

  setBased
BOOLEAN,

  autonomous
BOOLEAN,

  ... }

-- indicates MS support for particular GANSS signals and frequencies

-- coding according to parameter definition in Section 9.10
GANSSSignals ::= BIT STRING {

  signal1 (0),

  signal2 (1),

  signal3 (2),

  signal4 (3),

  signal5 (4),

  signal6 (5),

  signal7 (6),

  signal8 (7) } (SIZE (1..8))

PrefMethod ::= ENUMERATED {

  agpsSETassistedPreferred, agpsSETBasedPreferred, noPreference, ..., agnssSETassistedPreferred, agnssSETBasedPreferred}

PosProtocol ::= SEQUENCE {

  tia801  BOOLEAN,

  rrlp    BOOLEAN,

  rrc     BOOLEAN,

posProtocolVersionRRLP
3GPPPosProtocolVersion OPTIONAL,
posProtocolVersionRRC
3GPPPosProtocolVersion OPTIONAL,

posProtocolVersionTIA801
3GPP2PosProtocolVersion OPTIONAL,
  ...}

3GPPPosProtocolVersion ::= SEQUENCE {

  MajorVersionField   BYTE,

  TechnicalVersionField  BYTE,

  EditorialVersionField  BYTE,

  ...}
3GPP2PosProtocolVersion ::= SEQUENCE (SIZE(1..8)) OF Supported3GPP2PosProtocolVersion

Supported3GPP2PosProtocolVersion ::= SEQUENCE {

  RevisionNumber   BIT STRING(SIZE (6)), -- the location standard revision number the SET supports coded according to 3GPP2 C.S0022

  PointReleaseNumber  BYTE,

  InternalEditLevel  BYTE,

  ...}
ThirdParty ::= SEQUENCE {

  ThirdPartyID   ThirdPartyID,

  ...}

ThirdPartyID ::= CHOICE {


logicalName
IA5String(SIZE (1..1000)),


msisdn

OCTET STRING(SIZE (8)),


emailaddr
IA5String(SIZE (1..1000)),


url

VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | "./-_~%#")) (SIZE (1..255)),


sip-uri

VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | ":./-_~%#@?")) (SIZE (1..255)),


ims-public-identity
VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | ":./-_~%#@?")) (SIZE (1..255)),


min

BIT STRING(SIZE (34)), -- coded according to TIA-553


mdn

OCTET STRING(SIZE (8)),

uri

VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | "./-_~%#")) (SIZE (1..255)),
...}

END
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