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 FORMCHECKBOX 
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 FORMCHECKBOX 
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	Source:
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	n/a


1 Reason for Change

This CR proposes to add more a bearer networks as TS does.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change ULP TS document accordingly.
6 Detailed Change Proposal

3.3 Abbreviations

	3GPP
	3rd Generation Partnership Project (3GPP)

	3GPP2
	3rd Generation Partnership Project 2 (3GPP2)

	A-GNSS
	Assisted Global Navigation Satellite System

	A-GPS
	Assisted Global Positioning System

	ANSI
	American National Standards Institute

	CAMEL
	Customised Applications for Mobile network Enhanced Logic

	CGI
	Cell Global Identifier

	DTD
	Document Type Definition 

	EOTD
	Enhanced Observed Time Difference

	GMLC
	Gateway Mobile Location Center (see [23.271])

	GMT
	Greenwich Mean Time

	GNSS
	Global Navigation Satellite System

	GPRS
	General Packet Radio Service

	GPS
	Global Positioning System

	HPLMN
	Home Public Land Mobile Network (See [23.271])

	HTTP
	Hypertext Transfer Protocol

	HTTPS
	HTTP Secure

	I-WLAN
	Interworking WLAN

	LCS
	LoCation Services

	LTE
	Long Term Evolution

	MLC
	Mobile Location Center 

	OMA
	Open Mobile Alliance

	TD-SCDMA
	Time Division-Synchronous Code Division Multiple Access

	UMB
	Ultra Mobile Broadband

	WCDMA
	Wideband Code Division Multiple Access


6.2Overall System Requirements

	Label
	Description
	Enabler Release

	OSR-01
	The SUPL reference architecture and specifications SHALL be compatible with all underlying network technologies (Data Bearer Independence).  For example, air interface standards (GSM, CDMA, WCDMA, TD-SCDMA, LTE, UMB, WLAN, WiMAX) and transport media (packet data services, SMS, etc) MUST be supported.
	SUPL V2.0

	OSR-02
	SUPL SHALL NOT impose any requirements on the underlying data bearer service. Hence it MUST NOT be necessary to modify the architecture or functionality in underlying network technology.
	SUPL V1.0

	OSR-03
	The SUPL reference architecture will introduce new logical functions. It MUST be possible for these functions to be either hosted in existing LCS elements (for example the GMLC) or in completely new physical entities.
	SUPL V1.0

	OSR-04
	The architecture SHALL support storage of location information for a SET user in order to provide it at a later time.
	SUPL V1.0

	OSR-05
	SUPL SHALL be made adaptable to different legislative environments and variable security requirements so that it is legal to deploy and use SUPL, enabling applications utilizing location information under the laws of different countries.
	SUPL V1.0

	OSR-06
	SUPL SHALL NOT prevent the Application Service Provider from choosing a SUPL provider.
	SUPL V1.0

	OSR-07
	SUPL SHALL support the positioning of a SET attached to a WLAN network.
	SUPL V2.0

	OSR-08
	SUPL SHALL support the positioning of a SET attached to an I-WLAN/ WiMAX /I-WiMAX network.
	SUPL V2.0
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