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Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [Error! Reference source not found.].

B.1 SCR for LPPe Client

B.1.1 LPPe messages

	Item
	Function
	Reference
	Requirement

	LPPe-MSG-C-001-M
	Support message extension header
	TS 6.2.2
	

	LPPe-MSG-C-002-M
	Support version adaptation based on version and compatibility level
	TS 4.4

	

	LPPe-MSG-C-003-M
	Support of the extension to LPP Request Capabilities message
	TS 6.2.2
	

	LPPe-MSG-C-004-M
	Support of the extension to LPP Provide Capabilities message
	TS 6.2.2
	

	LPPe-MSG-C-005-M
	Support of the extension to LPP Request Assistance Data message
	TS 6.2.2
	

	LPPe-MSG-C-006-M
	Support of the extension to LPP Provide Assistance Data message
	TS 6.2.2
	

	LPPe-MSG-C-007-M
	Support of the extension to LPP Request Location Information message
	TS 6.2.2
	

	LPPe-MSG-C-008-M
	Support of the extension to LPP Provide Location Information message
	TS 6.2.2
	

	LPPe-MSG-C-009-M
	Support of the extension to LPP Error message
	TS 6.2.2
	

	LPPe-MSG-C-010-M
	Support of the extension to LPP Abort message
	TS 6.2.2
	

	LPPe-MSG-C-011-M
	Support reversed mode for Capability Exchange
	TS 5.3
	

	LPPe-MSG-C-012-M
	Support reversed mode for Location Information Exchange
	TS 5.3
	

	LPPe-MSG-C-013-O
	Support Broadcast Message Extensions
	TS 6.2.2.2
	


B.1.2 LPPe procedures

	Item
	Function
	Reference
	Requirement

	LPPe-PRO-C-001-O
	Support of periodic assistance data
	TS 5.2.1

TS 5.2.1.1
	

	LPPe-PRO-C-002-O
	Support target update of periodic assistance data delivery parameters
	TS 5.2.1.2
	LPPe-PRO-C-001-O

	LPPe-PRO-C-003-O
	Support server update of periodic assistance data delivery parameters
	TS 5.2.1.3
	LPPe-PRO-C-001-O

	LPPe-PRO-C-004-O
	Support of periodic location information
	TS 5.2.2

TS 5.2.2.1
	

	LPPe-PRO-C-005-O
	Support target update of periodic location information reporting parameters
	TS 5.2.2.3
	LPPe-PRO-C-004-O

	LPPe-PRO-C-006-O
	Support server update of periodic location information reporting parameters
	TS 5.2.2.2
	LPPe-PRO-C-004-O

	LPPe-PRO-C-007-O
	Support assistance data segmentation procedures
	TS 5.2.3
	

	LPPe-PRO-C-008-O
	Support location information segmentation procedures
	TS 5.2.4
	

	LPPe-PRO-C-009-O
	Support broadcast of assistance data
	TS 5.2.5
	

	LPPe-PRO-C-010-O
	Support basic crowdsourcing
	TS 5.2.6
	

	LPPe-PRO-C-011-O
	Support advanced crowdsourcing
	TS 5.2.6
	


B.1.3 LPPe Assistance Data

	Item
	Function
	Reference
	Requirement

	LPPe-AD-C-001-O
	Support of validity area
	TS 6.4.1
	

	LPPe-AD-C-002-O
	Support of validity period
	TS 6.4.1
	

	LPPe-AD-C-003-O
	Support of generic assistance container
	TS 6.4.1
	

	LPPe-AD-C-004-O
	Support of geographical coverage areas
	TS 6.4.1
	

	LPPe-AD-C-005-O
	Support of common AGNSS assistance data
	TS 6.5.1.1

TS 6.5.1.3
	

	LPPe-AD-C-006-O
	Support of generic AGNSS assistance data
	TS 6.5.1.1

TS 6.5.1.3
	

	LPPe-AD-C-007-O
	Support of  local Klobuchar ionosphere model
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-C-001-O

LPPe-AD-C-002-O



	LPPe-AD-C-008-O
	Support of  ionosphere storm indication
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-C-001-O

LPPe-AD-C-002-O



	LPPe-AD-C-009-O
	Support of wide area ionosphere surface
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-C-001-O

LPPe-AD-C-002-O 

LPPe-PRO-C-001-O

	LPPe-AD-C-010-O
	Support troposphere delay
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-C-001-O

LPPe-AD-C-002-O

LPPe-AD-C-012-O

	LPPe-AD-C-011-O
	Support of troposphere surface parameters
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-C-001-O

LPPe-AD-C-002-O 

LPPe-AD-C-012-O 



	LPPe-AD-C-012-O
	Support of mapping function
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-C-013-O
	Support of altitude assistance
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-C-001-O

LPPe-AD-C-002-O



	LPPe-AD-C-014-O
	Support of SV mechanics assistance
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-C-015-O
	Support of SV differential code biases
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-C-016-O
	Support of navigation model degradation models
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-C-017-O
	Support CCP assistance
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-C-001-O

LPPe-PRO-C-001-O

LPPe-PRO-C-002-O

LPPe-PRO-C-003-O 

LPPe-AD-C-019-O

	LPPe-AD-C-018-O
	Support change of CCP reference station
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-C-017-O

	LPPe-AD-C-019-O
	Support of antenna information
	6.5.1.13
	

	LPPe-AD-C-020-O
	Support of coordinate-based navigation model
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-C-021-O
	Support assistance for UE-based LTE OTDOA
	TS 6.5.2.1

TS 6.5.2.2

TS 6.5.2.3
	

	LPPe-AD-C-022-O
	Support assistance for UE-based EOTD
	TS 6.5.3.1

TS 6.5.3.2

TS 6.5.3.3
	

	LPPe-AD-C-023-O
	Support assistance for UE-assisted EOTD
	TS 6.5.2.1

TS 6.5.2.2

TS 6.5.2.3
	

	LPPe-AD-C-024-O
	Support assistance for UE-based OTDOA-UTRA
	TS 6.5.4.1

TS 6.5.4.2

TS 6.5.4.3
	

	LPPe-AD-C-025-O
	Support assistance for UE-assisted OTDOA-UTRA
	TS 6.5.4.1

TS 6.5.4.2

TS 6.5.4.3
	

	LPPe-AD-C-026-O
	Support assistance for UE-based LTE ECID for eNodeBs
	TS 6.5.5.1

TS 6.5.5.2

TS 6.5.5.3
	

	LPPe-AD-C-027-O
	Support assistance for UE-based LTE ECID for Home eNodeBs
	TS 6.5.5.1

TS 6.5.5.2

TS 6.5.5.3
	LPPe-AD-C-004-O



	LPPe-AD-C-028-O
	Support assistance for UE-based GSM ECID
	TS 6.5.6.1

TS 6.5.6.2

TS 6.5.6.3
	

	LPPe-AD-C-029-O
	Support assistance for UE-based UTRA ECID for Node Bs
	TS 6.5.7.1

TS 6.5.7.2

TS 6.5.7.3
	LPPe-AD-C-004-O



	LPPe-AD-C-030-O
	Support assistance for UE-based UTRA ECID for Home Node Bs
	TS 6.5.7.1

TS 6.5.7.2

TS 6.5.7.3
	LPPe-AD-C-004-O



	LPPe-AD-C-031-O
	Support assistance for UE-based WLAN ECID
	TS 6.5.8.1

TS 6.5.8.2

TS 6.5.8.3
	LPPe-AD-C-004-O



	LPPe-AD-C-032-O
	Support assistance for UE-based BT (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-C-033-O
	Support assistance data validity checking of assistance data for UE-based BT (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-C-034-O
	Support assistance for UE-based BTLE (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-C-035-O
	Support assistance data validity checking of assistance data for UE-based BTLE (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-C-036-O
	Support assistance for UE-based NFC (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-C-037-O
	Support assistance data validity checking of assistance data for UE-based NFC (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-C-038-O
	Support assistance data for UE-based atmospheric pressure based altitude determination
	TS 6.5.10.1
TS 6.5.10.2

TS 6.5.10.3

TS 6.5.10.4
	

	LPPe-AD-C-039-O
	Support assistance data for UE-assisted atmospheric pressure based altitude determination
	TS 6.5.10.1

TS 6.5.10.2

TS 6.5.10.3

TS 6.5.10.4
	

	LPPe-AD-C-040-O
	Support of Assistance Data Broadcast
	TS 6.4.1
	LPPe-MSG-C-013-O

	LPPe-AD-C-041-O
	Support assistance data for UE-based PDR
	TS 6.5.12.1

TS 6.5.12.2

TS 6.5.12.3

TS 6.5.12.4
	

	LPPe-AD-C-042-O
	Support assistance data for UE-assisted PDR
	TS 6.5.12.1

TS 6.5.12.2

TS 6.5.12.3

TS 6.5.12.4
	

	LPPe-AD-C-043-O
	Support for UE-assisted IRB
	TS 6.5.13.1

TS 6.5.12.2
	

	LPPe-AD-C-044-O
	Support for WLAN RF Heat Maps
	TS 6.4.1
TS 6.5.8.2

TS 6.5.8.3
	

	LPPe-AD-C-045-O
	Support for SRN RF Heat Maps
	TS 6.4.1

TS 6.5.11.2

TS 6.5.11.3
	

	LPPe-AD-C-046-O
	Support assistance data for UE-assisted IRB
	TS 6.5.13.1

TS 6.5.13.2
	

	LPPe-AD-C-047-O
	Support assistance data for UE-assisted PDR
	TS 6.5.12.1

TS 6.5.12.2

TS 6.5.12.3

TS 6.5.12.4
	

	LPPe-AD-C-048-O
	Support assistance data for UE-based PDR
	TS 6.5.12.1

TS 6.5.12.2

TS 6.5.12.3

TS 6.5.12.4
	

	LPPe-AD-C-049-O
	Support assistance data for RF Propagation for WLAN
	TS 6.5.8.1

TS 6.5.8.2
	

	LPPe-AD-C-050-O
	Support assistance data for RF Propagation for SRN
	TS 6.5.11.1

TS 6.5.11.2
	


B.1.4 LPPe Location Information

	Item
	Function
	Reference
	Requirement

	LPPe-LOC-C-001-O
	Support high accuracy position representation
	TS 6.4.1
	

	LPPe-LOC-C-002-O
	Support high accuracy velocity representation
	TS 6.4.1
	

	LPPe-LOC-C-003-O
	Support IP address reporting
	TS 6.4.2
	

	LPPe-LOC-C-004-O
	Support location  information container
	TS 6.4.2
	

	LPPe-LOC-C-005-O
	Support relative location change
	TS 6.4.2
	

	LPPe-LOC-C-006-O
	Support ionosphere observations
	TS 6.5.1.6

TS 6.5.1.8
	

	LPPe-LOC-C-007-O
	Support surface observations
	TS 6.5.1.6

TS 6.5.1.8
	

	LPPe-LOC-C-008-O
	Support HA GNSS measurements
	TS 6.5.1.5

TS 6.5.1.8


	LPPe-PRO-C-004-O 

LPPe-PRO-C-005-O

LPPe-PRO-C-006-O

LPPe-AD-C-018-O

	LPPe-LOC-C-009-O
	Support UE-based high accuracy GNSS positioning
	6.5.1.8
	LPPe-LOC-C-001-O 

LPPe-LOC-C-002-O

LPPe-AD-C-017-O 

	LPPe-LOC-C-010-O
	Support UE-based LTE OTDOA
	TS 6.5.2.4

TS 6.5.2.5

TS 6.5.2.6
	LPPe-AD-C-021-O

	LPPe-LOC-C-011-O
	Support UE-based EOTD
	TS 6.5.3.4

TS 6.5.3.5

TS 6.5.3.6
	LPPe-AD-C-022-O 



	LPPe-LOC-C-012-O
	Support UE-assisted EOTD
	TS 6.5.3.4

TS 6.5.3.5

TS 6.5.3.6
	LPPe-AD-C-023-O



	LPPe-LOC-C-013-O
	Support UE-based OTDOA-UTRA
	TS 6.5.4.4

TS 6.5.4.5

TS 6.5.4.6
	LPPe-AD-C-024-O



	LPPe-LOC-C-014-O
	Support UE-assisted OTDOA-UTRA
	TS 6.5.4.4

TS 6.5.4.5

TS 6.5.4.6
	LPPe-AD-C-025-O



	LPPe-LOC-C-015-O
	Support UE-based LTE ECID
	TS 6.5.5.4

TS 6.5.5.5

TS 6.5.5.6
	LPPe-AD-C-026-O 

LPPe-AD-C-027-O



	LPPe-LOC-C-016-O
	Support historic reporting of LTE ECID measurements
	TS 6.5.5.4

TS 6.5.5.5

TS 6.5.5.6
	

	LPPe-LOC-C-017-O
	Support UE-based GSM ECID
	TS 6.5.6.4

TS 6.5.6.5
	LPPe-AD-C-028-O 



	LPPe-LOC-C-018-O
	Support UE-assisted GSM ECID
	TS 6.5.6.4

TS 6.5.6.5
	

	LPPe-LOC-C-019-O
	Support historic reporting of GSM ECID measurements
	TS 6.5.6.4

TS 6.5.6.5
	

	LPPe-LOC-C-020-O
	Support UE-based UTRA ECID
	TS 6.5.7.4

TS 6.5.7.5

TS 6.5.7.6
	LPPe-AD-C-029-O

LPPe-AD-C-030-O



	LPPe-LOC-C-021-O
	Support UE-assisted UTRA ECID
	TS 6.5.7.4

TS 6.5.7.5

TS 6.5.7.6
	

	LPPe-LOC-C-022-O
	Support historic reporting of UTRA ECID measurements
	TS 6.5.7.4

TS 6.5.7.5

TS 6.5.7.6
	

	LPPe-LOC-C-023-O
	Support UE-based WLAN ECID
	TS 6.5.8.4

TS 6.5.8.5

TS 6.5.8.6
	LPPe-AD-C-031-O



	LPPe-LOC-C-024-O
	Support UE-assisted WLAN ECID
	TS 6.5.8.4

TS 6.5.8.5

TS 6.5.8.6
	

	LPPe-LOC-C-025-O
	Support historic reporting of WLAN ECID measurements
	TS 6.5.8.4

TS 6.5.8.5

TS 6.5.8.6
	

	LPPe-LOC-C-026-O
	Support UE-assisted WiMax ECID
	TS 6.5.7.1

TS 6.5.7.2

TS 6.5.7.3
	

	LPPe-LOC-C-027-O
	Support historic reporting of WiMax ECID measurements
	TS 6.5.7.4

TS 6.5.7.5

TS 6.5.7.6
	

	LPPe-LOC-C-028-O
	Support motion state
	TS 6.5.10.5

TS 6.5.10.6

TS 6.5.10.7
	

	LPPe-LOC-C-029-O
	Support UE-based BT (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	LPPe-AD-C-032-O

LPPe-AD-C-033-O

	LPPe-LOC-C-030-O
	Support UE-assisted BT (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	

	LPPe-LOC-C-031-O
	Support UE-based BTLE (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	LPPe-AD-C-034-O

LPPe-AD-C-035-O

	LPPe-LOC-C-032-O
	Support UE-assisted BTLE (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	

	LPPe-LOC-C-033-O
	Support UE-based NFC (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	LPPe-AD-C-036-O

LPPe-AD-C-037-O

	LPPe-LOC-C-034-O
	Support UE-assisted NFC (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	

	LPPe-LOC-C-035-O
	Support UE-assisted Mobile Code –based positioning
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	

	LPPe-LOC-C-036-O
	Support historic measurement reporting for BT (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	

	LPPe-LOC-C-037-O
	Support historic measurement reporting for BTLE (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	

	LPPe-LOC-C-038-O
	Support historic measurement reporting for NFC (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	

	LPPe-LOC-C-039-O
	Support historic measurement reporting for Mobile Codes
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	

	LPPe-LOC-C-040-O
	Support UE-assisted atmospheric pressure altitude determination
	TS 6.5.10.5
TS 6.5.10.6

TS 6.5.10.7

TS 6.5.10.8
	

	LPPe-LOC-C-041-O
	Support UE-based atmospheric pressure altitude determination
	TS 6.5.10.5

TS 6.5.10.6

TS 6.5.10.7

TS 6.5.10.8
	

	LPPe-LOC-C-042-O
	Support Atmospheric Pressure measurements
	TS 6.5.10.6
TS 6.5.10.7
	LPPe-LOC-C-040-O

	LPPe-LOC-C-043-O
	Support Sensor Motion State measurements
	TS 6.5.10.6
TS 6.5.10.7
	

	LPPe-LOC-C-044-O
	Support UE-assisted PDR
	TS 6.5.12.5
TS 6.5.12.6

TS 6.5.12.7
	

	LPPe-LOC-C-045-O
	Support PDR measurements
	TS 6.5.12.5

TS 6.5.12.6
	LPPe-LOC-C-044-O

	LPPe-LOC-C-046-O
	Support UE-based PDR
	TS 6.5.12.5

TS 6.5.12.6

TS 6.5.12.7
	

	LPPe-LOC-C-047-O
	Support UE-assisted IRB
	TS 6.5.13.3
TS 6.5.13.4

TS 6.5.13.5
	

	LPPe-LOC-C-048-O
	Support IRB measurements
	TS 6.5.13.3

TS 6.5.13.4
	LPPe-LOC-C-047-O

	LPPe-LOC-C-049-O
	Support Crowdsourcing Basic Measurements
	TS 6.5.14
	LPPe-PRO-C-010-O

	LPPe-LOC-C-050-O
	Support Crowdsourcing Advanced Measurements
	TS 6.5.14
	LPPe-PRO-C-011-O

	LPPe-LOC-C-051-O
	Support Crowdsourcing of WLAN AP Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-C-049-O OR

LPPe-LOC-C-050-O

	LPPe-LOC-C-052-O
	Support Crowdsourcing of LTE Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-C-049-O OR

LPPe-LOC-C-050-O

	LPPe-LOC-C-053-O
	Support Crowdsourcing of UTRA Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-C-049-O OR

LPPe-LOC-C-050-O

	LPPe-LOC-C-054-O
	Support Crowdsourcing of GSM Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-C-049-O OR

LPPe-LOC-C-050-O

	LPPe-LOC-C-055-O
	Support Crowdsourcing of SRN Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-C-049-O OR

LPPe-LOC-C-050-O

	LPPe-LOC-C-056-O
	Support Crowdsourcing of Sensor Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-C-049-O OR

LPPe-LOC-C-050-O


B.2 SCR for LPPe Server

B.2.1 LPPe messages

	Item
	Function
	Reference
	Requirement

	LPPe-MSG-S-001-M
	Support message extension header
	TS 6.2.2
	

	LPPe-MSG-S-002-M
	Support version adaptation based on version and compatibility level
	TS4.4
	

	LPPe-MSG-S-003-M
	Support of the extension to LPP Request Capabilities message
	TS 6.2.2
	

	LPPe-MSG-S-004-M
	Support of the extension to LPP Provide Capabilities message
	TS 6.2.2
	

	LPPe-MSG-S-005-M
	Support of the extension to LPP Request Assistance Data message
	TS 6.2.2
	

	LPPe-MSG-S-006-M
	Support of the extension to LPP Provide Assistance Data message
	TS 6.2.2
	

	LPPe-MSG-S-007-M
	Support of the extension to Request Location Information message
	TS 6.2.2
	

	LPPe-MSG-S-008-M
	Support of the extension to Provide Location Information message
	TS 6.2.2
	

	LPPe-MSG-S-009-M
	Support of the extension to LPP Error message
	TS 6.2.2
	

	LPPe-MSG-S-010-M
	Support of the extension to LPP Abort message
	TS 6.2.2
	

	LPPe-MSG-S-011-M
	Support reversed mode for Capability Exchange
	TS 5.3
	

	LPPe-MSG-S-012-M
	Support reversed mode for Location Information Exchange
	TS 5.3
	

	LPPe-MSG-S-013-O
	Support Broadcast Message Extensions
	TS 6.2.2.2
	


B.2.2 LPPe procedures

	Item
	Function
	Reference
	Requirement

	LPPe-PRO-S-001-O
	Support of periodic assistance
	TS 5.2.1

TS 5.2.1.1
	

	LPPe-PRO-S-002-O
	Support target update of periodic assistance parameters
	TS 5.2.1.2
	LPPe-PRO-S-001-O

	LPPe-PRO-S-003-O
	Support server  update of periodic assistance parameters
	TS 5.2.1.3
	LPPe-PRO-S-001-O

	LPPe-PRO-S-004-O
	Support of periodic measurements
	TS 5.2.2

TS 5.2.2.1
	

	LPPe-PRO-S-005-O
	Support target update of periodic measurement parameters
	TS 5.2.2.3
	LPPe-PRO-S-004-O

	LPPe-PRO-S-006-O
	Support server update of periodic measurement parameters
	TS 5.2.2.2
	LPPe-PRO-S-004-O

	LPP-PRO-S-007-O
	Support assistance data segmentation procedures
	TS 5.2.3
	

	LPPe-PRO-S-008-O
	Support location information segmentation procedures
	TS 5.2.4
	

	LPPe-PRO-S-009-O
	Support broadcast of assistance data
	TS 5.2.5
	

	LPPe-PRO-S-010-O
	Support basic crowdsourcing
	TS 5.2.6
	

	LPPe-PRO-S-011-O
	Support advanced crowdsourcing
	TS 5.2.6
	


B.2.3 LPPe assistance data

	Item
	Function
	Reference
	Requirement

	LPPe-AD-S-001-O
	Support of validity area
	TS 6.4.1
	

	LPPe-AD-S-002-O
	Support of validity period
	TS 6.4.1
	

	LPPe-AD-S-003-O
	Support of generic assistance container
	TS 6.4.1
	

	LPPe-AD-S-004-O
	Support of geographical coverage areas
	TS 6.4.1
	

	LPPe-AD-S-005-O
	Support of common AGNSS assistance data
	TS 6.5.1.1

TS 6.5.1.3
	

	LPPe-AD-S-006-O
	Support of generic AGNSS assistance data
	TS 6.5.1.1

TS 6.5.1.3
	

	LPPe-AD-S-007-O
	Support of  local Klobuchar ionosphere model
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-S-001-O

LPPe-AD-S-002-O



	LPPe-AD-S-008-O
	Support of  ionosphere storm indication
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-S-001-O

LPPe-AD-S-002-O

	LPPe-AD-S-009-O
	Support of wide area ionosphere surface
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-S-001-O

LPPe-AD-S-002-O 

LPPe-PRO-S-001-O

LPPe-PRO-S-002-O

LPPe-PRO-S-003-O

	LPPe-AD-S-010-O
	Support troposphere delay
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-S-001-O

LPPe-AD-S-002-O

LPPe-AD-S-012-O

	LPPe-AD-S-011-O
	Support of troposphere surface parameters
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-S-001-O

LPPe-AD-S-002-O 

LPPe-AD-S-012-O 

	LPPe-AD-S-012-O
	Support of mapping function
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-S-013-O
	Support of altitude assistance
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-S-001-O

LPPe-AD-S-002-O

	LPPe-AD-S-014-O
	Support of SV mechanics assistance
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-S-015-O
	Support of SV differential code biases
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-S-016-O
	Support of navigation model degradation models
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-S-017-O
	Support CCP assistance
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-S-001-O

LPPe-PRO-S-001-O

LPPe-PRO-S-002-O

LPPe-PRO-S-003-O 

LPPe-AD-S-019-O

	LPPe-AD-S-018-O
	Support change of CCP reference station
	TS 6.5.1.2

TS 6.5.1.4
	LPPe-AD-S-017-O

	LPPe-AD-S-019-O
	Support of antenna information
	6.5.1.13
	

	LPPe-AD-S-020-O
	Support of coordinate-based navigation model
	TS 6.5.1.2

TS 6.5.1.4
	

	LPPe-AD-S-021-O
	Support assistance for UE-based LTE OTDOA
	TS 6.5.2.1

TS 6.5.2.2

TS 6.5.2.3
	

	LPPe-AD-S-022-O
	Support assistance for UE-based EOTD
	TS 6.5.3.1

TS 6.5.3.2

TS 6.5.3.3
	

	LPPe-AD-S-023-O
	Support assistance for UE-assisted EOTD
	TS 6.5.2.1

TS 6.5.2.2

TS 6.5.2.3
	

	LPPe-AD-S-024-O
	Support assistance for UE-based OTDOA-UTRA
	TS 6.5.4.1

TS 6.5.4.2

TS 6.5.4.3
	

	LPPe-AD-S-025-O
	Support assistance for UE-assisted OTDOA-UTRA
	TS 6.5.4.1

TS 6.5.4.2

TS 6.5.4.3
	

	LPPe-AD-S-026-O
	Support assistance for UE-based LTE ECID for eNodeBs
	TS 6.5.5.1

TS 6.5.5.2

TS 6.5.5.3
	

	LPPe-AD-S-027-O
	Support assistance for UE-based LTE ECID for Home eNodeBs
	TS 6.5.5.1

TS 6.5.5.2

TS 6.5.5.3
	LPPe-AD-S-004-O



	LPPe-AD-S-028-O
	Support assistance for UE-based GSM ECID
	TS 6.5.6.1

TS 6.5.6.2

TS 6.5.6.3
	

	LPPe-AD-S-029-O
	Support assistance for UE-based UTRA ECID for Node Bs
	TS 6.5.7.1

TS 6.5.7.2

TS 6.5.7.3
	LPPe-AD-S-004-O



	LPPe-AD-S-030-O
	Support assistance for UE-based UTRA ECID for Home Node Bs
	TS 6.5.7.1

TS 6.5.7.2

TS 6.5.7.3
	LPPe-AD-S-004-O



	LPPe-AD-S-031-O
	Support assistance for UE-based WLAN ECID
	TS 6.5.8.1

TS 6.5.8.2

TS 6.5.8.3
	LPPe-AD-S-004-O



	LPPe-AD-S-032-O
	Support assistance for UE-based BT (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-S-033-O
	Support assistance data validity checking of assistance data for UE-based BT (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-S-034-O
	Support assistance for UE-based BTLE (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-S-035-O
	Support assistance data validity checking of assistance data for UE-based BTLE (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-S-036-O
	Support assistance for UE-based NFC (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-S-037-O
	Support assistance data validity checking of assistance data for UE-based NFC (E)CID
	TS 6.5.11.1

TS 6.5.11.2

TS 6.5.11.3

TS 6.5.11.4
	

	LPPe-AD-S-038-O
	Support assistance data for UE-based atmospheric pressure based altitude determination
	TS 6.5.10.1

TS 6.5.10.2

TS 6.5.10.3

TS 6.5.10.4
	

	LPPe-AD-S-039-O
	Support assistance data for UE-assisted atmospheric pressure based altitude determination
	TS 6.5.10.1

TS 6.5.10.2

TS 6.5.10.3

TS 6.5.10.4
	

	LPPe-AD-S-040-O
	Support of Assistance Data Broadcast
	TS 6.4.1
	LPPe-MSG-S-013-O

	LPPe-AD-S-041-O
	Support assistance data for UE-based PDR
	TS 6.5.12.1

TS 6.5.12.2

TS 6.5.12.3

TS 6.5.12.4
	

	LPPe-AD-S-042-O
	Support assistance data for UE-assisted PDR
	TS 6.5.12.1

TS 6.5.12.2

TS 6.5.12.3

TS 6.5.12.4
	

	LPPe-AD-S-043-O
	Support for UE-assisted IRB
	TS 6.5.13.1

TS 6.5.12.2
	

	LPPe-AD-S-044-O
	Support for WLAN RF Heat Maps
	TS 6.4.1

TS 6.5.8.2

TS 6.5.8.3
	

	LPPe-AD-S-045-O
	Support for SRN RF Heat Maps
	TS 6.4.1

TS 6.5.11.2

TS 6.5.11.3
	

	LPPe-AD-S-046-O
	Support assistance data for UE-assisted IRB
	TS 6.5.13.1

TS 6.5.13.2
	

	LPPe-AD-S-047-O
	Support assistance data for UE-assisted PDR
	TS 6.5.12.1

TS 6.5.12.2

TS 6.5.12.3

TS 6.5.12.4
	

	LPPe-AD-S-048-O
	Support assistance data for UE-based PDR
	TS 6.5.12.1

TS 6.5.12.2

TS 6.5.12.3

TS 6.5.12.4
	

	LPPe-AD-S-049-O
	Support assistance data for RF Propagation for WLAN
	TS 6.5.8.1

TS 6.5.8.2
	

	LPPe-AD-S-050-O
	Support assistance data for RF Propagation for SRN
	TS 6.5.11.1

TS 6.5.11.2
	


B.2.4 LPPe location information
	Item
	Function
	Reference
	Requirement

	LPPe-LOC-S-001-O
	Support high accuracy position representation
	TS 6.4.1
	

	LPPe-LOC-S-002-O
	Support high accuracy velocity representation
	TS 6.4.1
	

	LPPe-LOC-S-003-O
	Support IP address reporting
	TS 6.4.2
	

	LPPe-LOC-S-004-O
	Support location  information container
	TS 6.4.2
	

	LPPe-LOC-S-005-O
	Support relative location change
	TS 6.4.2
	

	LPPe-LOC-S-006-O
	Support ionosphere observations
	TS 6.5.1.6

TS 6.5.1.8
	

	LPPe-LOC-S-007-O
	Support surface observations
	TS 6.5.1.6

TS 6.5.1.8
	

	LPPe-LOC-S-008-O
	Support HA GNSS measurements
	TS 6.5.1.5

TS 6.5.1.8


	LPPe-PRO-S-004-O 

LPPe-PRO-S-005-O

LPPe-PRO-S-006-O

LPPe-AD-S-018-O

	LPPe-LOC-S-009-O
	Support UE-based high accuracy GNSS positioning
	6.5.1.8
	LPPe-LOC-S-001-O 

LPPe-LOC-S-002-O

LPPe-AD-S-017-O 

	LPPe-LOC-S-010-O
	Support UE-based LTE OTDOA
	TS 6.5.2.4

TS 6.5.2.5

TS 6.5.2.6
	LPPe-AD-S-021-O

	LPPe-LOC-S-011-O
	Support UE-based EOTD
	TS 6.5.3.4

TS 6.5.3.5

TS 6.5.3.6
	LPPe-AD-S-022-O 

	LPPe-LOC-S-012-O
	Support UE-assisted EOTD
	TS 6.5.3.4

TS 6.5.3.5

TS 6.5.3.6
	LPPe-AD-S-023-O

	LPPe-LOC-S-013-O
	Support UE-based OTDOA-UTRA
	TS 6.5.4.4

TS 6.5.4.5

TS 6.5.4.6
	LPPe-AD-S-024-O

	LPPe-LOC-S-014-O
	Support UE-assisted OTDOA-UTRA
	TS 6.5.4.4

TS 6.5.4.5

TS 6.5.4.6
	LPPe-AD-S-025-O

	LPPe-LOC-S-015-O
	Support UE-based LTE ECID
	TS 6.5.5.4

TS 6.5.5.5

TS 6.5.5.6
	LPPe-AD-S-026-O 

LPPe-AD-S-027-O

	LPPe-LOC-S-016-O
	Support historic reporting of LTE ECID measurements
	TS 6.5.5.4

TS 6.5.5.5

TS 6.5.5.6
	

	LPPe-LOC-S-017-O
	Support UE-based GSM ECID
	TS 6.5.6.4

TS 6.5.6.5
	LPPe-AD-S-028-O 

	LPPe-LOC-S-018-O
	Support UE-assisted GSM ECID
	TS 6.5.6.4

TS 6.5.6.5
	

	LPPe-LOC-S-019-O
	Support historic reporting of GSM ECID measurements
	TS 6.5.6.4

TS 6.5.6.5
	

	LPPe-LOC-S-020-O
	Support UE-based UTRA ECID
	TS 6.5.7.4

TS 6.5.7.5

TS 6.5.7.6
	LPPe-AD-S-029-O

LPPe-AD-S-030-O

	LPPe-LOC-S-021-O
	Support UE-assisted UTRA ECID
	TS 6.5.7.4

TS 6.5.7.5

TS 6.5.7.6
	

	LPPe-LOC-S-022-O
	Support historic reporting of UTRA ECID measurements
	TS 6.5.7.4

TS 6.5.7.5

TS 6.5.7.6
	

	LPPe-LOC-S-023-O
	Support UE-based WLAN ECID
	TS 6.5.8.4

TS 6.5.8.5

TS 6.5.8.6
	LPPe-AD-S-031-O



	LPPe-LOC-S-024-O
	Support UE-assisted WLAN ECID
	TS 6.5.8.4

TS 6.5.8.5

TS 6.5.8.6
	

	LPPe-LOC-S-025-O
	Support historic reporting of WLAN ECID measurements
	TS 6.5.8.4

TS 6.5.8.5

TS 6.5.8.6
	

	LPPe-LOC-S-026-O
	Support UE-assisted WiMax ECID
	TS 6.5.7.1

TS 6.5.7.2

TS 6.5.7.3
	

	LPPe-LOC-S-027-O
	Support historic reporting of WiMax ECID measurements
	TS 6.5.7.4

TS 6.5.7.5

TS 6.5.7.6
	

	LPPe-LOC-S-028-O
	Support motion state
	TS 6.5.10.5

TS 6.5.10.6

TS 6.5.10.7
	

	LPPe-LOC-S-029-O
	Support UE-based BT (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.11.8
	LPPe-AD-S-032-O

LPPe-AD-S-033-O

	LPPe-LOC-S-030-O
	Support UE-assisted BT (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.
	

	LPPe-LOC-S-031-O
	Support UE-based BTLE (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.
	LPPe-AD-S-034-O

LPPe-AD-S-035-O

	LPPe-LOC-S-032-O
	Support UE-assisted BTLE (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.
	

	LPPe-LOC-S-033-O
	Support UE-based NFC (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.
	LPPe-AD-S-036-O

LPPe-AD-S-037-O

	LPPe-LOC-S-034-O
	Support UE-assisted NFC (E)CID
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.
	

	LPPe-LOC-S-035-O
	Support UE-assisted Mobile Code –based positioning
	TS 6.5.11.5

TS 6.5.11.6

TS 6.5.11.7

TS 6.5.
	

	LPPe-LOC-S-036-O
	Support UE-assisted atmospheric pressure altitude determination
	TS 6.5.10.5

TS 6.5.10.6

TS 6.5.10.7

TS 6.5.10.8
	

	LPPe-LOC-S-037-O
	Support UE-based atmospheric pressure altitude determination
	TS 6.5.10.5

TS 6.5.10.6

TS 6.5.10.7

TS 6.5.10.8
	

	LPPe-LOC-S-038-O
	Support Atmospheric Pressure measurements
	TS 6.5.10.6

TS 6.5.10.7
	LPPe-LOC-S-036-O

	LPPe-LOC-S-039-O
	Support Sensor Motion State measurements
	TS 6.5.10.6

TS 6.5.10.7
	

	LPPe-LOC-S-040-O
	Support UE-assisted PDR
	TS 6.5.12.5

TS 6.5.12.6

TS 6.5.12.7
	

	LPPe-LOC-S-041-O
	Support PDR measurements
	TS 6.5.12.5

TS 6.5.12.6
	LPPe-LOC-S-040-O

	LPPe-LOC-S-042-O
	Support UE-based PDR
	TS 6.5.12.5

TS 6.5.12.6

TS 6.5.12.7
	

	LPPe-LOC-S-043-O
	Support UE-assisted IRB
	TS 6.5.13.3

TS 6.5.13.4

TS 6.5.13.5
	

	LPPe-LOC-S-044-O
	Support IRB measurements
	TS 6.5.13.3

TS 6.5.13.4
	LPPe-LOC-S-043-O

	LPPe-LOC-S-045-O
	Support Crowdsourcing Basic Measurements
	TS 6.5.14
	LPPe-PRO-S-010-O

	LPPe-LOC-S-046-O
	Support Crowdsourcing Advanced Measurements
	TS 6.5.14
	LPPe-PRO-S-011-O

	LPPe-LOC-S-047-O
	Support Crowdsourcing of WLAN AP Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-S-045-O OR

LPPe-LOC-S-046-O

	LPPe-LOC-S-048-O
	Support Crowdsourcing of LTE Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-S-045-O OR

LPPe-LOC-S-046-O

	LPPe-LOC-S-049-O
	Support Crowdsourcing of UTRA Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-S-045-O OR

LPPe-LOC-S-046-O

	LPPe-LOC-S-050-O
	Support Crowdsourcing of GSM Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-S-045-O OR

LPPe-LOC-S-046-O

	LPPe-LOC-S-051-O
	Support Crowdsourcing of SRN Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-S-045-O OR

LPPe-LOC-S-046-O

	LPPe-LOC-S-052-O
	Support Crowdsourcing of Sensor Measurements
	TS 6.5.14.2

TS 6.5.14.3
	LPPe-LOC-S-045-O OR

LPPe-LOC-S-046-O
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