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1 Reason for Change

This CR proposes to add a deployment diagram of NavSe v1.0 into appendix. The baseline text is from DynNav v1.1 with some modifications.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and agree to incorporate this CR into the NavSe v1.0 ER
6 Detailed Change Proposal

Appendix X. Deployment Diagram
(Informative)

The following figure presents a possible deployment scenario. The NavSe Application may reside in a Navigation Device or in a 3rd party application server as part of the Navigation AppServer, the network element providing the navigation service to the final user.

The main application related to the case where the NavSe Application resides in the Navigation Device is turn-by-turn vehicle navigation. In this application, firstly, the user requests route and traffic information and then subscribes to notification service to receive real-time traffic information and alternative route proposal. Furthermore, the NavSe Application may provide real-time position information to the Navigation AppServer, updating journey information or through an external application (e.g. SUPL), and the NavSe Server uses location information in order to

1. Update the set of proposed routes created for a specific user,
2. Estimate network performance parameters on the roads on the basis of the NDs tracking information.
On the other side, the main application related to the case where the NavSe Application resides in an 3rd party application server is represented by journey planning tools offered through the web: the end user will access real-time traffic information and routing information, and/or disable route information in a specific area through an web interface exposed by the 3rd party application server, the 3rd party application server will access the requested route and traffic information, and/or disable route information,  through the NavSe interface(DyN-1), acting as a NavSe Application. In this scenario, the user is not interested in notification services.
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Figure X: Deployment Diagram
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