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1. Scope

The present document specifies OMA LPP Extensions (LPPe) Release 1.0.
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3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	Target
	Termination point of LPP

	Server
	Termination point of LPP

	Baseline
	Vector between antenna reference points

	Relative Position
	See baseline

	Relative Velocity
	First time derivative of the baseline


3.3
Abbreviations

	OMA
	Open Mobile Alliance

	DSL
	Digital Subscriber Line

	E-OTD
	Enhanced Observed Time Difference

	E-UTRAN
	Evolved UTRAN

	ECID
	Enhanced Cell ID

	EDGE
	Enhanced Data rates for Global Evolution

	EPDU
	External Protocol Data Unit

	FDD
	Frequency-Division Duplex

	GERAN
	GSM/EDGE RAN

	GNSS
	Global Navigation Satellite System, collective name for a variety of satellite positioning systems including GPS, Galileo and GLONASS

	GSM
	Global System for Mobile communications

	IPDL
	Idle Period Downlink

	LAN
	Local Area Network

	LBS
	Location-Based Services

	LCS
	Location Services

	LPP
	LTE Positioning Protocol, defined in 3GPP TS 36.355

	LPPe
	OMA LPP Extensions

	LTE
	Long Term Evolution

	OTDOA
	Observed Time Difference of Arrival

	RAN
	Radio Access Network

	SLP
	SUPL Location Platform

	SUPL
	Secure User Plane Location

	SV
	Space Vehicle

	TDD
	Time-Division Duplex

	UE
	User Equipment

	UMTS
	Universal Mobile Telecommunication System

	UTC
	Universal Time Coordinated

	UTRAN
	UMTS Terrestrial RAN

	WLAN 
	Wireless Local Area Network


4. Introduction

4.1 Version 1.0

LTE Positioning Protocol LPP is a positioning protocol for E-UTRAN control plane. However, LPP has been designed in such a way that it can also be utilized outside the control plane domain such as in the user plane in the context of SUPL.

LPP elementary messages (Request and Provision of Capabilities and Location Information and Assistance Data) each include a container, an EPDU, which can be used by standardization fora outside 3GPP to define their own extensions to LPP messages. OMA LPP Extensions take advantage of this option.

A variety of known and emerging positioning technologies are not in the scope of 3GPP work. This is natural, because control plane deployments are bandwidth-constrained and limited to access types that are part of the control plane system. However, the user plane does not have any such limitations and, hence, new positioning technologies improving accuracy, availability and integrity can be realized in the user plane.

The advantages resulting from OMA building LPPe on top of the 3GPP-defined LPP include the convergence of control and user plane positioning protocols, reduced work load and being able to use the same LPPe protocol stack both in the control and user plane.
5. LPPe functionality
The LPPe protocol functionality builds on the 3GPP LPP procedure and transaction handling.

5.1 Integration with 3GPP LPP
Extending 3GPP LPP messages is based on the EPDU-Sequence (External Protocol Data Unit) included in the following 3GPP messages:

· LPP Provide / Request Capabilities (from 3GPP Rel-9) 

· LPP Provide / Request Assistance Data (from 3GPP Rel-9)

· LPP Provide / Request Location Information (from 3GPP Rel-9)

The LPP session and transaction control is handled by the LPP messaging and, thus, LPPe message extensions need neither carry LPP session ID nor transaction ID.

EPDU is defined in Chapter 6.4.1 of [LPP]:

EPDU-Sequence ::= SEQUENCE (SIZE (1..maxEPDU)) OF EPDU
maxEPDU INTEGER ::= 16
EPDU ::= SEQUENCE {


ePDU-Identifier


EPDU-Identifier,


ePDU-Body



EPDU-Body

}

EPDU-Identifier ::= SEQUENCE {


ePDU-ID




EPDU-ID,


ePDU-Name



EPDU-Name

OPTIONAL,


...

}

EPDU-ID ::= INTEGER (1..256)

EPDU-Name ::= VisibleString (SIZE (1..32))

EPDU-Body ::= OCTET STRING

	EPDU-Sequence field descriptions

	EPDU-ID

This field provides a unique integer ID for the external positioning method.

	EPDU-Name

This field provides an optional character encoding which can be used to provide a quasi-unique name for an external PDU – e.g., by containing the name of the defining organization and/or the name of the associated public or proprietary standard for the EPDU.

	EPDU-Body

The content and encoding of this field are defined externally to LPP.


LPPe will specify an extension to each of the six messages. When encoding the LPP/LPPe message, it is expected that the LPPe extension for the message is first parsed and the resulting ASN.1 coded binary stream is included in the EPDU-Body of the EPDU in the appropriate message.

6. Information Element Abstract Syntax Definition
6.1 General
The contents of each LPPe payload and message extensions are specified in Chapters 6.2 and 6.3, respectively, using ASN.1 to specify the syntax and using tables, when needed, to provide information on the fields and parameters in the message. The information elements carried within the message extensions are specified as type definitions in Chapters 6.4 and 6.5.

When necessary, appendices are used to provide further information, such as formulae, on the usage of the data content.

LPPe re-uses as far as possible the data definitions from [LPP] in order to avoid duplication.

The ASN.1 in this section uses the same format and coding conventions as described in [LPP].
6.2 LPPe Message Extension
6.2.1 LPP data type imports
LPPe uses as far as possible the data definitions from the [LPP] in order to avoid duplication. This ASN.1 snippet defines the imports from [LPP].
-- ASN1START

OMA-LPPE DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS GNSS-ID, GNSS-SignalID, GNSS-SignalIDs, GNSS-SystemTime, SV-ID FROM LPP-PDU-Definitions
-- ASN1STOP
6.2.2 Message extension definitions
The IE OMA-LPP-MessageExtension carries version information and the actual data carried in the extension. A single OMA-LPP-MessageExtension carries one extension message and all the LPPe information associated with that type.
-- ASN1START

OMA-LPPe-MessageExtension ::= SEQUENCE {


lppeVersion





LPPeVersion,


oma-LPPe-MessageExtensionBody
OMA-LPPe-MessageExtensionBody,


...
}

LPPeVersion ::= SEQUENCE {


majorVersion

INTEGER(0..255),



minorVersion

INTEGER(0..255),

}

OMA-LPPe-MessageExtensionBody ::= CHOICE {



oma-lppe-requestCapabilities

OMA-LPPe-RequestCapabilities, 
--Shall only be used in the EPDU in LPP RequestCapabilities


oma-lppe-provideCapabilities

OMA-LPPe-ProvideCapabilities,
--Shall only be used in the EPDU in LPP ProvideCapabilities



oma- lppe-requestAssistanceData

OMA-LPPe-RequestAssistanceData,
--Shall only be used in the EPDU in LPP RequestAssistanceData



oma-lppe-provideAssistanceData

OMA-LPPe-ProvideAssistanceData,


--Shall only be used in the EPDU in LPP ProvideAssistanceData



oma-lppe-requestLocationInformation
OMA-LPPe-RequestLocationInformation,
--Shall only be used in the EPDU in LPP RequestLocationInformation



oma-lppe-provideLocationInformation
OMA-LPPe-ProvideLocationInformation, 
--Shall only be used in the EPDU in LPP ProvideLocationInformation



oma-lppe-error





OMA-LPPe-Error, --Shall only be used in the EPDU in LPP Error and in 3GPP LPP Rel-10 or later


oma-lppe-abort





OMA-LPPe-Abort, --Shall only be used in the EPDU in LPP Abort and in 3GPP LPP Rel-10 or later


...
}
-- ASN1STOP
	LPPe Message Extension fields

	majorVersion

This field provides the major version of the OMA LPP Extensions Release, i.e. in the version notation x.y the major version is x.

	minorVersion

This field provides the minor version of the OMA LPP Extensions Release, i.e. in the version notation x.y the minor version is y.


6.3 Message extension IEs
The present chapter details the message extensions provided by LPPe for the 3GPP-defined LPP.

6.3.1 Request Capabilities
The OMA-LPPe-RequestCapabilities message extension requests capability information on LPPe and individual positioning methods.

-- ASN1START

OMA-LPPe-RequestCapabilities ::= SEQUENCE {


oma-lppe-commonIEsRequestCapabilities
OMA-LPPe-CommonIEsRequestCapabilities
OPTIONAL,


oma-lppe-agnss-RequestCapabilities

OMA-LPPe-AGNSS-RequestCapabilities

OPTIONAL,


oma-lppe-otdoa-RequestCapabilities

OMA-LPPe-OTDOA-RequestCapabilities

OPTIONAL,


oma-lppe-ecid-RequestCapabilities

OMA-LPPe-ECID-RequestCapabilities

OPTIONAL,

...
}

-- ASN1STOP

6.3.2 Provide Capabilities
The OMA-LPPe-ProvideCapabilities message extension provides capability information on LPPe and individual positioning methods
-- ASN1START

OMA-LPPe-ProvideCapabilities::= SEQUENCE {


oma-lppe-commonIEsProvideCapabilities
OMA-LPPe-CommonIEsProvideCapabilities

OPTIONAL,


oma-lppe-agnss-ProvideCapabilities

OMA-LPPe-AGNSS-ProvideCapabilities


OPTIONAL,


oma-lppe-otdoa-ProvideCapabilities

OMA-LPPe-OTDOA-ProvideCapabilities


OPTIONAL,


oma-lppe-ecid-ProvideCapabilities

OMA-LPPe-ECID-ProvideCapabilities


OPTIONAL,


...
}

-- ASN1STOP

6.3.3 Request Assistance Data
The OMA-LPPe-RequestAssistanceData message extension requests assistance data for the individual positioning methods.

-- ASN1START

OMA-LPPe-RequestAssistanceData ::= SEQUENCE {


oma-lppe-commonIEsRequestAssistanceData

OMA-LPPe-CommonIEsRequestAssistanceData

OPTIONAL,


oma-lppe-agnss-RequestAssistanceData

OMA-LPPe-AGNSS-RequestAssistanceData

OPTIONAL,


oma-lppe-otdoa-RequestAssistanceData

OMA-LPPe-OTDOA-RequestAssistanceData

OPTIONAL,

...
}

-- ASN1STOP

6.3.4 Provide Assistance Data
The OMA-LPPe-RequestAssistanceData message extension provides assistance data for the individual positioning methods.
-- ASN1START

OMA-LPPe-ProvideAssistanceData ::= SEQUENCE {


oma-lppe-commonIEsProvideAssistanceData

OMA-LPPe-CommonIEsProvideAssistanceData

OPTIONAL,


oma-lppe-agnss-ProvideAssistanceData

OMA-LPPe-AGNSS-ProvideAssistanceData

OPTIONAL,


oma-lppe-otdoa-ProvideAssistanceData

OMA-LPPe-OTDOA-ProvideAssistanceData

OPTIONAL,

...

}
-- ASN1STOP

6.3.5 Request Location Information
The OMA-LPPe-RequestLocationInformation requests position estimates and measurements.
-- ASN1START
OMA-LPPe-RequestLocationInformation ::= SEQUENCE {


oma-lppe-commonIEsRequestLocationInformation












OMA-LPPe-CommonIEsRequestLocationInformation

OPTIONAL,


oma-lppe-agnss-RequestLocationInformation

OMA-LPPe-AGNSS-RequestLocationInformation
OPTIONAL,


oma-lppe-otdoa-RequestLocationInformation

OMA-LPPe-OTDOA-RequestLocationInformation 
OPTIONAL,


oma-lppe-ecid-RequestLocationInformation

OMA-LPPe-ECID-RequestLocationInformation
OPTIONAL,


...

}
-- ASN1STOP

6.3.6 Provide Location Information
The OMA-LPPe-ProvideLocationInformation provides position estimates and measurements.
-- ASN1START

OMA-LPPe-ProvideLocationInformation ::= SEQUENCE {


oma-lppe-commonIEsProvideLocationInformation














OMA-LPPe-CommonIEsProvideLocationInformation
OPTIONAL,


oma-lppe-agnss-ProvideLocationInformation
OMA-LPPe-AGNSS-ProvideLocationInformation

OPTIONAL,


oma-lppe-otdoa-ProvideLocationInformation
OMA-LPPe-OTDOA-ProvideLocationInformation 

OPTIONAL,


oma-lppe-ecid-ProvideLocationInformation
OMA-LPPe-ECID-ProvideLocationInformation

OPTIONAL,


...

}
-- ASN1STOP

6.3.7 Abort
The OMA-LPPe-Abort carries a request to abort the on-going LPPe procedure.
-- ASN1START

OMA-LPPe-Abort ::= SEQUENCE {


oma-lppe-commonIEsAbort

OMA-LPPe-CommonIEsAbort

OPTIONAL,


...

}
-- ASN1STOP

6.3.8 Error
The OMA-LPPe-Error carries information regarding the error in the received LPPe message.
-- ASN1START

OMA-LPPe-Error ::= SEQUENCE {


oma-lppe-commonIEsError

OMA-LPPe-CommonIEsError

OPTIONAL,


...

}
-- ASN1STOP

6.4 LPPe common IEs
The present chapter defines common IEs that are applicable to more than one LPP positioning methods.

6.4.1 LPPe Common low level IEs
 [Editor’s Note: Placeholder for IEs that are not part of any particular message.]

6.4.2 LPPe Common Positioning IEs
Common positioning information elements are IEs that are included in the corresponding message extensions.
–
OMA-LPPe-CommonIEsRequestCapabilities
The OMA-LPPe-CommonIEsRequestCapabilities carries common IEs for a Request Capabilities message extension.

-- ASN1START

OMA-LPPe-CommonIEsRequestCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

–
OMA-LPPe-CommonIEsProvideCapabilities
The OMA-LPPe-CommonIEsProvideCapabilities carries common IEs for a Provide Capabilities message extension.

-- ASN1START

OMA-LPPe-CommonIEsProvideCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

–
OMA-LPPe-CommonIEsRequestAssistanceData
The OMA-LPPe-CommonIEsRequestAssistanceData carries common IEs for a Request Assistance Data message extension.

-- ASN1START

OMA-LPPe-CommonIEsRequestAssistanceData ::= SEQUENCE  {


...

}

-- ASN1STOP

–
OMA-LPPe-CommonIEsProvideAssistanceData
The OMA-LPPe-CommonIEsProvideAssistanceData carries common IEs for a ProvideAssistance Data message extension.
-- ASN1START

OMA-LPPe-CommonIEsProvideAssistanceData ::= SEQUENCE  {


...

}

-- ASN1STOP

–
OMA-LPPe-CommonIEsRequestLocationInformation
The OMA-LPPe-CommonIEsRequestLocationInformation carries common IEs for a Request Location Information message extension.
-- ASN1START

OMA-LPPe-CommonIEsRequestLocationInformation ::= SEQUENCE  {


...

}

-- ASN1STOP

–
OMA-LPPe-CommonIEsProvideLocationInformation
The OMA-LPPe-CommonIEsProvideLocationInformation carries common IEs for a Provide Location Information message extension.
-- ASN1START

OMA-LPPe-CommonIEsProvideLocationInformation ::= SEQUENCE {


...

}

-- ASN1STOP

–
OMA-LPPe-CommonIEsAbort
The OMA-LPPe-CommonIEsAbort carries common IEs for an Abort message extension.

-- ASN1START

OMA-LPPe-CommonIEsAbort ::= SEQUENCE {

oma-lppe-AbortCause ENUMERATED { ... },

...

}

-- ASN1STOP

–
OMA-LPPe-CommonIEsError
The OMA-LPPe-CommonIEsError carries common IEs for an Error message extension.

-- ASN1START

OMA-LPPe-CommonIEsError ::= SEQUENCE {


oma-lppe-ErrorCause ENUMERATED { ... },


...

}

-- ASN1STOP

6.5 Positioning method IEs
Positioning method information elements are IEs included in the positioning method specific IEs in the corresponding messages.

6.5.1 OTDOA Positioning
6.5.1.1 OTDOA Assistance Data
–
OMA-LPPe-OTDOA-ProvideAssistanceData

The OMA-LPPe-OTDOA-ProvideAssistanceData is used to provide assistance for UE-based and UE-assisted OTDOA-based methods.
-- ASN1START

OMA-LPPe-OTDOA-ProvideAssistanceData ::= SEQUENCE {



...

}

-- ASN1STOP

6.5.1.2 OTDOA Assistance Data Elements
[Editor’s Note: Placeholder for OTDOA assistance data IEs.]
6.5.1.3 OTDOA Assistance Data Request
–
OMA-LPPe-OTDOA-RequestAssistanceData
The OMA-LPPe-OTDOA-RequestAssistanceData is used to request assistance for UE-based and UE-assisted OTDOA-based methods.

-- ASN1START

OMA-LPPe-OTDOA-RequestAssistanceData ::= SEQUENCE {



...

}

-- ASN1STOP

6.5.1.4 OTDOA Location Information
–
OMA-LPPe-OTDOA-ProvideLocationInformation
The OMA-LPPe-OTDOA-ProvideLocationInformation is used to provide OTDOA-based position estimate (UE-based) and measurements (UE-assisted).

-- ASN1START

OMA-LPPe-OTDOA-ProvideLocationInformation ::= SEQUENCE {



...

}

-- ASN1STOP

6.5.1.5 OTDOA Location Information Elements
[Editor’s Note: Placeholder for OTDOA measurement data IEs.]
6.5.1.6 OTDOA Location Information Request
–
OMA-LPPe-OTDOA-RequestLocationInformation

The OMA-LPPe-OTDOA-RequestLocationInformation is used to request OTDOA-based position estimate (UE-based) and measurements (UE-assisted).

-- ASN1START

OMA-LPPe-OTDOA-RequestLocationInformation ::= SEQUENCE {



...

}

-- ASN1STOP

6.5.1.7 OTDOA Capability Information

–
OMA-LPPe-OTDOA-ProvideCapabilities

The OMA-LPPe-OTDOA-ProvideCapabilites is used by the target to provide its OTDOA capabilities to the server. 

-- ASN1START

OMA-LPPe-OTDOA-ProvideCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

6.5.1.8 OTDOA Capability Information Request

–
OMA-LPPe-OTDOA-RequestCapabilities

The OMA-LPPe-TDOA-RequestCapabilities is used to request OTDOA capabilities information from the target. 

-- ASN1START

OMA-LPPe-OTDOA-RequestCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

6.5.1.9 OTDOA Error Elements

 [Editor’s Note: Placeholder for OTDOA Error IEs.]
6.5.2 AGNSS Positioning
6.5.2.1 AGNSS Assistance Data

–
OMA-LPPe-AGNSS-ProvideAssistanceData

The OMA-LPPe-AGNSS-ProvideAssistanceData is used to provide assistance for UE-based and UE-assisted AGNSS-based methods.

-- ASN1START

OMA-LPPe-AGNSS-ProvideAssistanceData ::= SEQUENCE {


oma-lppe-agnss-CommonAssistData

OMA-LPPe-AGNSS-CommonAssistData



OPTIONAL,


oma-lppe-agnss-GenericAssistData
OMA-LPPe-AGNSS-GenericAssistData


OPTIONAL,


oma-lppe-agnss-Error



OMA-LPPe-AGNSS-Error





OPTIONAL,

...

}

-- ASN1STOP

–
OMA-LPPe-AGNSS-CommonAssistanceData

The OMA-LPPe-AGNSS-CommonAssistanceData is used to provide GNSS-independent assistance for UE-based and UE-assisted AGNSS-based methods.

-- ASN1START

OMA-LPPe-AGNSS-CommonAssistData::= SEQUENCE {

...

}

-- ASN1STOP

–
OMA-LPPe-AGNSS-GenericAssistanceData

The OMA-LPPe-AGNSS-GenericAssistanceData is used to provide GNSS-dependent assistance for UE-based and UE-assisted AGNSS-based methods.

-- ASN1START

OMA-LPPe-AGNSS-GenericAssistData ::= SEQUENCE (SIZE (1..16)) OF OMA-LPPe-AGNSS-GenericAssistDataElement
OMA-LPPe-AGNSS-GenericAssistDataElement ::= SEQUENCE {

gnss-ID






GNSS-ID,

...

}

-- ASN1STOP

6.5.2.2 AGNSS Assistance Data Elements

 [Editor’s Note: Placeholder for GNSS Assistance Data Elements]

6.5.2.3 AGNSS Assistance Data Request
–
OMA-LPPe-AGNSS-RequestAssistanceData
The OMA-LPPe-AGNSS-RequestAssistanceData is used to request assistance for UE-based and UE-assisted AGNSS-based methods.

-- ASN1START

OMA-LPPe-AGNSS-RequestAssistanceData ::= SEQUENCE {



oma-lppe-agnss-CommonAssistDataReq
OMA-LPPe-AGNSS-CommonAssistDataReq
OPTIONAL, -- Cond CommonADReq


oma-lppe-agnss-GenericAssistDataReq
OMA-LPPe-AGNSS-GenericAssistDataReq
OPTIONAL, -- Cond GenADReq


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	CommonADReq
	The field is mandatory present if the target device requests AGNSS-CommonAssistData; otherwise it is not present.

	GenADReq
	This field is mandatory present if the target device requests AGNSS-GenericAssistData for one or more specific GNSS; otherwise it is not present.


–
OMA-LPPe-AGNSS-CommonAssistanceDataReq
The OMA-LPPe-AGNSS-CommonAssistanceDataReq is used to request GNSS-independent assistance for UE-based and UE-assisted AGNSS-based methods.

-- ASN1START

OMA-LPPe-AGNSS-CommonAssistDataReq ::= SEQUENCE {



...

}

-- ASN1STOP

–
OMA-LPPe-AGNSS-GenericAssistanceDataReq
The OMA-LPPe-AGNSS-GenericAssistanceDataReq is used to request GNSS-dependent assistance for UE-based and UE-assisted AGNSS-based methods.

-- ASN1START
OMA-LPPe-AGNSS-GenericAssistDataReq ::= SEQUENCE (SIZE (1..16)) OF 















OMA-LPPe-AGNSS-GenericAssistDataReqElement
OMA-LPPe-AGNSS-GenericAssistDataReqElement ::= SEQUENCE {

gnss-ID






GNSS-ID,

...

}

6.5.2.4 AGNSS Assistance Data Request Elements

 [Editor’s note: Placeholder for GNSS Assistance Data Request Elements]

6.5.2.5 AGNSS Location Information

–
OMA-LPPe-AGNSS-ProvideLocationInformation
The OMA-LPPe-AGNSS-ProvideLocationInformation is used to provide AGNSS-based position estimate (UE-based) and measurements (UE-assisted).

-- ASN1START

OMA-LPPe-AGNSS-ProvideLocationInformation ::= SEQUENCE {



...

}

-- ASN1STOP

6.5.2.6 AGNSS Location Information Elements

 [Editor’s note: Placeholder for GNSS Location Information Elements]

6.5.2.7 AGNSS Location Information Request

–
OMA-LPPe-AGNSS-RequestLocationInformation

The OMA-LPPe-AGNSS-RequestLocationInformation is used to request AGNSS-based position estimate (UE-based) and measurements (UE-assisted).

-- ASN1START

OMA-LPPe-AGNSS-RequestLocationInformation ::= SEQUENCE {



...

}

-- ASN1STOP

6.5.2.8 AGNSS Location Information Request Elements

 [Editor’s note: Placeholder for GNSS Location Information Request Elements]

6.5.2.9 AGNSS Capability Information

–
OMA-LPPe-AGNSS-ProvideCapabilities

The OMA-LPPe-AGNSS-ProvideCapabilities is used by the target to provide its LPPe AGNSS capabilities to the server. 

-- ASN1START

OMA-LPPe-AGNSS-ProvideCapabilities ::= SEQUENCE {


oma-lppe-agnss-assistanceDataSupportList
OMA-LPPe-AGNSS-AssistanceDataSupportList
OPTIONAL,  








  --Cond SupportListReq,


...

}
OMA-LPPe-AssistanceDataSupportList ::= SEQUENCE {


oma-lppe-agnss-CommonAssistanceDataSupport
OMA-LPPe-AGNSS-CommonAssistanceDataSupport,


oma-lppe-agnss-GenericAssistanceDataSupport
OMA-LPPe-AGNSS-GenericAssistanceDataSupport,


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	SupportListReq
	The field is mandatory present if the target device requests AGNSS-assistanceDataSupportList; otherwise it is not present.


6.5.2.10 AGNSS Capability Information Elements

–
OMA-LPPe-AGNSS-CommonAssistanceDataSupport

The OMA-LPPe-AGNSS-CommonAssistanceDataSupport is used by the target to provide its GNSS-independent LPPe AGNSS capabilities to the server. 

-- ASN1START

OMA-LPPe-AGNSS-CommonAssistDataSupport ::= SEQUENCE {

...

}

-- ASN1STOP

–
OMA-LPPe-AGNSS-GenericAssistanceDataSupport

The OMA-LPPe-AGNSS-GenericAssistanceDataSupport is used by the target to provide its GNSS-dependent LPPe AGNSS assistance data capabilities to the server. 

-- ASN1START

OMA-LPPe-AGNSS-GenericAssistanceDataSupport ::= 






SEQUENCE (SIZE (1..16)) OF OMA-LPPe-AGNSS-GenericAssistDataSupportElement
OMA-LPPe-AGNSS-GenericAssistDataSupportElement ::= SEQUENCE {

gnss-ID 






GNSS-ID,


...

}

-- ASN1STOP

6.5.2.11 AGNSS Capability Information Request

–
OMA-LPPe-AGNSS-RequestCapabilities

The IE OMA-LPPe-AGNSS-RequestCapabilities is used to request LPPe AGNSS capabilities information from the target. 

-- ASN1START

OMA-LPPe-AGNSS-RequestCapabilities ::= SEQUENCE {

OMA-LPPe-AGNSS-assistanceDataSupportListReq

BOOLEAN,

...

}

-- ASN1STOP

6.5.2.12 AGNSS Error Elements

–
OMA-LPPe-AGNSS-Error

The IE OMA-LPPe-AGNSS-Error is used by the target or server to provide GNSS Error Reasons.

-- ASN1START

OMA-LPPe-AGNSS-Error ::= CHOICE {


oma-lppe-agnss-locationServerErrorCauses
OMA-LPPe-AGNSS-LocationServerErrorCauses,


oma-lppe-agnss-targetDeviceErrorCauses

OMA-LPPe-AGNSS-TargetDeviceErrorCauses,


...

}

-- ASN1STOP

–
OMA-LPPe-AGNSS-LocationServerErrorCauses

The IE OMA-LPPe-AGNSS-LocationServerErrorCauses is used by the server to provide GNSS Error Reasons to the target.

-- ASN1START

OMA-LPPe-AGNSS-LocationServerErrorCauses ::= SEQUENCE {


...

}

-- ASN1STOP

–
OMA-LPPe-AGNSS-TargetDeviceErrorCauses

The IE OMA-LPPe-AGNSS-TargetDeviceErrorCauses is used by the target to provide GNSS Error Reasons to the server.

-- ASN1START

OMA-LPPe-AGNSS-TargetDeviceErrorCauses ::= SEQUENCE {


...

}

-- ASN1STOP
6.5.2.13 Common AGNSS Information Elements

 [Editor’s note: Placeholder for GNSS Common Information Elements]

6.5.3 Enhanced Cell ID Positioning
6.5.3.1 ECID Location Information
–
OMA-LPPe-ECID-ProvideLocationInformation
The OMA-LPPe-ECID-ProvideLocationInformation is used to provide ECID measurements (UE-assisted).

-- ASN1START

OMA-LPPe-ECID-ProvideLocationInformation ::= SEQUENCE {



...

}

-- ASN1STOP

6.5.3.2 ECID Location Information Elements
 [Editor’s note: Placeholder for ECID Location Information Elements]

6.5.3.3 ECID Location Information Request
–
OMA-LPPe-ECID-RequestLocationInformation
The OMA-LPPe-ECID-RequestLocationInformation is used to request ECID measurements (UE-assisted).

-- ASN1START

OMA-LPPe-ECID-RequestLocationInformation ::= SEQUENCE {



...

}

-- ASN1STOP

6.5.3.4 ECID Capability Information
–
OMA-LPPe-ECID-ProvideCapabilities
The OMA-LPPe-ECID-ProvideCapabilites is used by the target to provide its ECID capabilities to the server. 

-- ASN1START

OMA-LPPe-ECID-ProvideCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

6.5.3.5 ECID Capability Information Request
–
OMA-LPPe-ECID-RequestCapabilities
The ECID-RequestCapabilities is used to request ECID capabilities information from the target. 

-- ASN1START

OMA-LPPe-ECID-RequestCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

6.5.3.6 ECID Error Element
 [Editor’s note: Placeholder for ECID Error Element]

6.6 (End of ASN.1 definition)
6.6.1 End of LPPE-PDU-Definitions

[Editor’s note: This needs to be at the very end of chapter 6]

-- ASN1START

END

-- ASN1STOP

Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version –or- No previous version within OMA


A.2 Draft/Candidate Version 1.0 History

	Document Identifier
	Date
	Sections
	Description

	Draft Versions
OMA-TS-LPPe-V1_0
	11 May 2010
	All
	First empty baseline

	
	08 June 2010
	1, 3, 4, 5 and 6
	OMA-LOC-2010-0098R01-CR_LPPe1_0_TS_Baseline

	
	06 July 2010
	2.1
	OMA-LOC-2010-0154-CR_CR_LPPe1_0_TS_add_references


Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].

B.1 SCR for XYZ Client

	Item
	Function
	Reference
	Requirement

	XYZ-C-001-M
	Something mandatory
	Section x.y
	(XYZ-C-004-O OR XYZ-C-003-M) AND
 XYZ-C-002-O

	XYZ-C-002-O
	Something optional
	Section x.y
	

	XYZ-C-003-M
	Dependencies on ZYX
	Section x.y
	ZYX:MCF

	XYZ-C-004-O
	Dependencies on ZYX
	Section x.y
	ZYX:OCF


B.2 SCR for XYZ Server

	Item
	Function
	Reference
	Requirement

	XYZ-S-001-M
	Something mandatory
	Section x.y
	XYZ-S-004-O OR XYZ-S-002-O OR XYZ-S-003-M

	XYZ-S-002-O
	Something optional
	Section x.y
	

	XYZ-S-003-M
	Dependencies on ZYX
	Section x.y
	ZYX:MSF

	XYZ-S-004-O
	Dependencies on ZYX
	Section x.y
	ZYX:OSF


Appendix C. Use of Information Elements
[Editor’s note: Placeholder for additional information on the use of information received in the various information elements]
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