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1 Reason for Change

Correcting References and Abbreviations sections.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

Modifies the current version of the AD (OMA-PAG-AD-V1_1-20040723-D)

4 Intellectual Property Rights Considerations

None

5 Recommendation

Approve for inclusion in the latest version of the Presence AD.

6 Detailed Change Proposal
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3.3 Abbreviations

	AD 
	Architecture Document

	3GPP
	3rd Generation Partnership Project

	3GPP2
	3rd Generation Partnership Project 2

	CCF
	Call Control Function

	CIPID
	Contact Information in Presence Information Data Format

	ECF 
	Event Charging Function

	GMS
	Group Management Server

	GPRS
	General Packet Radio System

	HTTP
	Hyper Text Transfer Protocol

	HLR
	Home Location Registry

	IETF
	Internet Engineering Task Force

	IM
	Instant Messaging

	IMS
	IP Multimedia Subsystem

	IP
	Internet Protocol 

	MMD
	Multi Media Domain

	MSC
	Mobile Switching Centre

	OMA
	Open Mobile Alliance

	PEA
	Presence External Agent

	PIDF
	Presence Information Data Format

	PS
	Presence Server

	PoC
	Push-to-talk over Cellular

	PUA
	Presence User Agent

	PNA
	Presence Network Agent

	RFC
	Request for Comments

	SIMPLE
	SIP Instant Message and Presence Leveraging  Extensions

	SCF
	Session Charging Function

	SIP
	Session Initiation Protocol

	SIGCOMP
	Signalling Compression, an IETF compression protocol

	UIM
	User Identity Module

	USIM
	Universal Subscriber Identity Module
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