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1 Reason for Change

Merging 6.1.1 with 6.1.3

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

Modifies the current version of the AD (OMA-PAG-AD-V1_1-20040723-D)

4 Intellectual Property Rights Considerations

None

5 Recommendation

Approve for inclusion in the latest version of the Presence AD.

6 Detailed Change Proposal

6. Architectural Model

The following figure illustrates the OMA Presence architecture
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Figure 1-SIMPLE Presence Reference Architecture

Elements shown in bold are defined in this architecture document.  The remaining elements are external to this specification.

The access network used by the Presence architecture may include any radio or other access as well as the other nodes required to gain IP connectivity and IP mobility.

6.1.3 Description of the Reference Points




.


6.1.3.1 Reference Point PRS-1: Presence Source – SIP/IP Core network
The PRS-1 reference point supports the communication between the Presence Source and the SIP/IP Core network. The protocol for the PRS-1 reference point is SIP and the traffic is routed to the PS via the SIP/IP Core.

When the SIP/IP Core network corresponds with 3GPP/3GPP2 IMS networks, the PRS-1 reference point SHALL conform with one of the following reference points: Pep, Pex, Pen [3GPP TS 23.141], [3GPP2 X.S0027-001-0], 
In a non 3GPP/3GPP2 system, this reference point is a network connection between the Presence Source and the PS via the SIP/IP core.
6.1.3.2 Reference Point PRS-2: Watcher – SIP/IP Core network
The PRS-2 reference point supports the communication between the watcher and SIP/IP Core network. The protocol for the PRS-2 reference point is SIP and the traffic is routed to the PS via the SIP/IP Core.

When the SIP/IP Core network corresponds with 3GPP/3GPP2 IMS networks, the PRS-2 reference point SHALL conform with the Pw reference point [3GPP TS 23.141], [3GPP2 X.S0027-001-0], 

In a non 3GPP/3GPP2 system, this reference point is a network connection between the watcher and the PS via the SIP/IP core.

6.1.3.3 Reference Point PRS-3: SIP/IP Core – Presence Server

The PRS-3 reference point supports the communication between the SIP/IP Core network and the PS. The protocol for the PRS-3 reference point is SIP.

When SIP/IP Core network corresponds with 3GPP/3GPP2 IMS, the PRS-3 reference point SHALL conform with the Pwp reference point [3GPP TS 23.141], [3GPP2 X.S0027-001-0].
6.1.3.4 Reference point GM-2: GM Server – SIP/IP Core network

The GM-2 reference point is described in [OMA GMAD].

6.1.3.5 Reference Point GM-3: Presence Server – GM Server
The GM-3 reference point is described in [OMA GMAD].

6.1.3.6 Reference Point GM-4: GLM Client – GLM Server
The GM-4 reference point is described in [OMA GMAD].

6.1.3.7 Reference point GM-5: GM Server – GM Server Management/Administration

The GM-5 reference point is described in [OMA GMAD].
6.1.3.8 Reference Point IP-1: SIP/IP Core network – External Presence Network (based on a SIP/IP Core)

The IP-1 reference point supports the communication between the SIP/IP Core network and an External Presence Network based on a SIP/IP Core network. The protocol for the IP-1 reference point is SIP.

When the SIP/IP Core network corresponds with 3GPP/3GPP2 IMS networks, the IP-1 reference point SHALL conform with the Pw reference point as it is defined in [3GPP 23.141] and [3GPP2X.S0027-001-0].

It is for interconnecting two “trusted” domains through their respective SIP/IP Core networks.

Editor’s Note : The interconnections of two “untrusted” Presence domains is FFS.
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