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APPID: ?? (Request OMNA for the appid)
APPID type: OMNA.

Owner: OMA PoC Working group

Contact: OMA PoC Working group 

<OMA-POC@MAIL.OPENMOBILEALLIANCE.ORG>. 

Registration version: 1.

Registration timestamp: 2004-09-13.

Application description:  SIP/IP core  

Common  client functionality required for SIP/IP based services like PoC , Presence and GLMS are captured here. 

Application reference: 



[1] OMA-PoC, RD, AD, CP, UP specifications in progress 

[2] 3GPP R5 23.228 IP Multimedia subsystem stage-2

[3] 3GPP R5 24.229 IP Multimedia subsystem stage-3
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WELL-KNOWN PARAMETERS

#####################

Characteristic/name: APPLICATION/APPID.

Status: Required.

Occurs: 1/1.

Default value: None.

Used values: ?? (Requires requisition to OMNA)
Interpretation: Uniquely identifies the IMS client services application
-------

Characteristic/name: APPLICATION/PROVIDER-ID

Status: Required.

Occurs: 0/1.

Default value: None.

Used values: N/A.

Interpretation: Identity of the SIP service provider.

-------

Characteristic/name: APPLICATION/NAME.

Status: Optional.

Occurs: 0/1.

Default value: None.

Used values: N/A. (proposing “SIP/IP-CORE”)
Interpretation: User displayable name for IMS common client services.
-------

Characteristic/name: APPLICATION/TO-PROXY.

Status: Required if use of Proxy supported.

Occurs: 0/*.

Default value: None.

Used values: N/A.

Interpretation: N/A.

-------

Characteristic/name: APPLICATION/TO-NAPID.

Status: Required if direct use of Network Access Point supported.

Occurs: 0/*. 

Default value: None.

Used values: N/A. (proposing “IMS-NAP”)
Interpretation:   Network Access Point ID identifying the network profile (e.g. GPRS) used for network access. 
-------

Characteristic/name: APPLICATION/ADDR.

Status: Required.

Occurs: 1/1.

Default value: None.

Used values: N/A.

Interpretation: N/A
-------

Characteristic/name: APPLICATION/RESOURCE/URI
Status: Optional
Occurs: 0/*.

Default value: None.

Used values: SIP URI
Interpretation: Public user PoC address used for PoC and other SIP based services. 
PoC addresses could be either in the format of a SIP URI or TEL URI. At least one PoC address shall have the SIP URI format.
For e.g. sip:joe.doe@operator.net

-------

Characteristic/name: PXLOGICAL/PXAUTHINFO/PXAUTH-TYPE 
Status: Required
Occurs: 1/*.

Default value: None.

Used values: N/A (e.g. “HTTP-DIGEST”)
Interpretation:  IMS authentication mechanism
-------

Characteristic/name: PXLOGICAL/PXAUTHINFO/PXAUTH-ID 

Status: Optional

Occurs: 0/1

Default value: None.

Used values: N/A 
Interpretation:  Private user identity as defined in reference [3] 
This is an optional method. If the values are allocated / generated by SIM , precedence will be given to SIM defined values.
-------

Characteristic/name: PXLOGICAL/PXAUTHINFO/PXAUTH-PW

Status: Optional

Occurs: 0/1

Default value: None.

Used values: N/A 
Interpretation:  Password for IMS authentication 

-------

Characteristic/name: PXLOGICAL/STARTPAGE

Status: Required

Occurs: 1/*

Default value: None.

Used values: SIP URI  
Interpretation:  The pre-existing route set used by the terminal for routing SIP requests. It is a SIP URI of a P-CSCF in the IMS core network. 
-------
Characteristic/name: NAPDEF/NAPID

Status: Required

Occurs: 1/1

Default value: None.

Used values: N/A
Interpretation:  Network Access point ID. Identifying the network access profile used for IMS services.

APPLICATION-SPECIFIC PARAMETERS

#################################
Characteristic/name: APPLICATION/PTYPE.

Status: Required.

Occurs: 0/1.

Default value: None.

Used values:  "IMS", "MMD", "IETF". Value set will be extended in future.

Interpretation: SIP profile type. 
-------
EXAMPLE

#######

<characteristic type=“NAPDEF“>

<parm name=“NAPID” value=“IMS-NAP“/>


<parm name=“NAME“ value=“IMS“/>


<parm name=“BEARER“ value=“GSM-GPRS“/>


<parm name=“NAP-ADDRESS“ value=“gprs.operator.com“/>


<parm name=“NAP-ADDRTYPE“ value=“APN“/>


<parm name=“DNS-ADDR“ value=“122.17.78.222“/>


<parm name=“DNS-ADDR“ value=“112.12.78.225“/>


<characteristic type=“NAPAUTHINFO“>



<parm name=“AUTHTYPE“ value=“PAP“/>



<parm name=“AUTHNAME“ value=“accountXyZ“/>



<parm name=“AUTHSECRET“value=“ZyX“/>


</characteristic>


</characteristic>

<characteristic type=“PXLOGICAL“>

<parm name=“PROXY-ID“ value=“proxy.imsoperator.com“/>


<parm name=“NAME“ value=“IMS-PROXY“/>


<parm name=“STARTPAGE“ value=

“<sip:proxy.imsoperator.com:5060;transport=udp;comp=sigcomp>“/>


<characteristic type=“PXAUTHINFO“>



<parm name=“PXAUTH-TYPE“ value=“HTTP-DIGEST“/>



<parm name=“PXAUTH-ID“ value=“accIMS@ims.operator.com“/>



<parm name=“PXAUTH-PW“ value=“pwdIMS“/>


</characteristic>



<characteristic type=“PXPHYSICAL“>



<parm name=“PHYSICAL-PROXY-ID“ value=“PROXY-1“/>



<parm name=“DOMAIN“ value=“imsoperator.com“/>



<parm name=“PXADDR“value=“122.221.51.5“/>



<parm name=“PXADDRTYPE“ value=“IPV4“/>



<parm name=“TO-NAPID“ value=“IMS-NAP“/>



<characteristic type=“PORT“>




<parm name=“PORTNBR“ value=“5060“/>



</characteristic>


</characteristic>

</characteristic>
<characteristic type="APPLICATION">

<parm name="APPID" value="SIP-IP-CLIENT-ID"/>

<parm name="NAME" value="SIP/IP"/>

<parm name="TO-NAPID" value="IMS-NAP"/>

<parm name="TO-PROXY" value="proxy.imsoperator.com"/>
<parm name="PROVIDER-ID" value="SIP operator"/>

 <parm name="PTYPE" value="IMS"/>
<characteristic type=“RESOURCE“>


<parm name=“URI“ value=“sip:john.ash@ims.operator.com“/>


</characteristic>

</characteristic>

###END###

