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1 Reason for Change

The entity attribute in the <presence> element identifies the presentity. For the 3GPP networks identities are identified via their public user IDs. This contribution mandates the value of the entity attribute as being a public user ID.

Addresses AI 61/09.

R01: Comments from Haris and Krisztian incorporated.
R02: Reflection of AS as Presence Source.
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

None. 

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Apply the marked changes to the current version of the presence TS.

6 Detailed Change Proposal

5.1 Presence Source

The Presence Source is an entity that provides presence information to a Presence Service. The Presence Source MAY be located in the user’s terminal or within a network entity.

When the SIP/IP Core network corresponds with 3GPP IMS or 3GPP2 MMD networks, the Presence Source MAY be implemented in a UE or an AS as defined in [3GPP TS 23.228] and [3GPP2 X.S0013-002-A] respectively.

5.1.1 Publication of presence information

A Presence Source SHALL implement the Event Publication Agent (EPA) function and support the PUBLISH method according to the procedures described in [RFC3903]. 

A Presence Source SHALL support the ‘application/pidf+xml’ content type, according to [RFC3863].

· A Presence Source SHALL use the elements listed in section 10.2 when it has to publish presence information with semantics identical to those elements.

· When the SIP/IP Core network corresponds to 3GPP IMS or 3GPP2 MMD networks, and the Presence Source is an UE, it SHALL set the entity attribute of the <presence> element of the Presence Information document, defined in [RFC3863], to its registered public user identity, as defined in [3GPP TS 24.229] and [3GPP2 X.S0013.4].  If more than one registered public user identity is available, 
· the Presence Source SHALL set the value of the entity attribute of the <presence> element in the Presence Information document with the value of the P-Preferred-Identity header field used in the SIP PUBLISH request, if present, as defined in [3GPP TS 24.229] and [3GPP2 X.S0013.4]. 
· If there is no P-Preferred-Identity header field included in the SIP PUBLISH request, the Presence Source SHALL include its default public user identity, as defined in [3GPP TS 24.229] and [3GPP2 X.S0013.4], in the entity attribute of the <presence> element of the Presence Information document,
· When the SIP/IP Core network corresponds to 3GPP IMS or 3GPP2 MMD networks and if the Presence Source is an application server, it SHALL set the value of the entity attribute of the <presence> element in the Presence Information document with the value of the P-Asserted-Identity header field used in the SIP PUBLISH request as defined in [3GPP TS 24.229] and [3GPP2 X.S0013.4]. 
The Presence Source MAY support other PIDF extensions to publish elements whose semantics do not match with those defined in section 10.2, as long as, if a Watcher that does not understand those extensions can ignore them without changing the meaning of the presence elements that are understood.
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