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1 Reason for Change

This CR tries to correct the bug of the description of <network-availability>.

The schema of <network-availability> is not consistent with the following description:

The <network-availability> element is an extension to PIDF that is used to describe the “Network Availability” building block. The <network-availability> element SHALL be used as a child element of the <device> element as defined in [PRESDATAMODEL]. 

Each <network-availability> element SHALL contain an “id” attribute, whose value will indicate the type of the network.  

Schema:

<xs:element name="network-availability">

     <xs:complexType>

        <xs:sequence>

           <xs:element name="network" minOccurs="0" maxOccurs="unbounded">

              <xs:complexType>

                 <xs:sequence>

                    <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

                 </xs:sequence>

              <xs:attribute name="id" type="xs:token" use="required"/>

              </xs:complexType>

           </xs:element>

           <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

        </xs:sequence>

     </xs:complexType>

  </xs:element>

Example:

<op:network-availability>

          <op:network id="3GPP-IMS"/> 
          <op:network id="GSM"/> 
</op:network-availability>
R01:Fix the number of <network> elements and the schema of “network-availability”.

R02:Split Schema to another CR
2 Impact on Other Specifications

N/A

3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

Add the proposed text under the proposed section.
5 Detailed Change Proposal

>>>>>>>>>>>>>>>>Proposed changes in section 10.4.4>>>>>>>>>>>>>>>

10.4.4 Network Availability

10.4.4.1 Description

A device may be “connected” to one or more networks, such as a GSM, CDMA, GPRS, 802.11x, etc.  However, connectivity to a network cannot be defined in a generic manner, as different states may exist for different networks.  As such, the <network-availability> element is defined in a generic, extensible way.  Each network that needs to be supported needs to extend this specification in order to stipulate the details.  

The <network-availability> element SHALL include one or more <network> child elements. Each <network> element SHALL contain an “id” attribute indicating the network type.  This value needs to be registered with OMNA, such that it is unique for that type of network.  Additionally, each network type will need to define the meaning of “connected”, as well any additional information that is relevant for that type of network.
>>>>>>>>>>>>>End of the proposed changes in section 10.4.4>>>>>>>>>>

>>>>>>>>>>>>>>>>Proposed changes in section 10.5.1.4>>>>>>>>>>>>>>>

10.5.1.4 <network-availability>

The <network-availability> element is an extension to PIDF that is used to describe the “Network Availability” building block. The <network-availability> element SHALL be used as a child element of the <device> element as defined in [PRESDATAMODEL]. 
Each <network-availability> element SHALL include one or more <network> child elements. Each <network> element SHALL contain an “id” attribute indicating the type of the network.  

>>>>>>>>>>>>>End of the proposed changes in section 10.5.1.4>>>>>>>>>>
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