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1 Reason for Change

The OMA-TS-XDM_Core-V1_0-20060612-A is normatively referencing the draft-ietf-sip-content-indirect-mech-05 which has now become RFC 4483.
This CR proposes the necessary changes in order to reference the RFC 4483.

The changes compared to draft-ietf-sip-content-indirect-mech-05 are according to http://tools.ietf.org/wg/sip/draft-ietf-sip-content-indirect-mech/rfc4483-from-05.diff.html general editorial touch-ups:

Chapter 1.1: 
moved def of SHALL, SHOULD etc
Chapter 2:
improved language
Chapter 3:
improved language
Chapter 4:
improved language
Chapter 5:
improved language
Chapter 7:
editorial touch-ups
Chapter 8:
removed Chapter IANA considerations
Chapter 11:
Updated references

As these changes will not impact the text of OMA-TS-XDM_Core-V1_0-20060612-A the changes needed are only in chapter 2.1 Normative References and where the reference is used.
Summary of the changes in the TS are:

a) added new RFC reference in 2.1

b) removed old I-D reference in 2.1

c) updated hyperlinks in 2.1

d) changed reference to RFC4483 in 6.1.2.1 in 2 places and one place in 6.2.2.2
2 Impact on Backward Compatibility

N/A

3 Impact on Other Specifications

Note: This is a CR against the approved version

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Update the reference according to detailed proposal in chapter 6

6 Detailed Change Proposal

>>>>>>>>>>>>Make the first proposed change in section 2.1>>>>>>>>>>>>

2.1 Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[RFC2617]
	"HTTP Authentication: Basic and Digest Access Authentication", Franks, J., Hallam-Baker, P., Hostetler, J., Lawrence, S., Leach, P., Luotonen, A. and L. Stewart, RFC 2617, June 1999. URL:http://www.ietf.org/rfc/rfc2617.txt

	[RFC2616]
	“Hypertext Transfer Protocol -- HTTP/1.1”, R. Fielding, June 1999, URL:http://www.ietf.org/rfc/rfc2616.txt

	[RFC2818]
	"HTTP Over TLS", Rescorla, E., RFC 2818, May 2000. URL: http://www.ietf.org/rfc/rfc2818.txt

	[RFC3265]
	“Session Initiation Protocol (SIP)-Specific Event Notification”, A. B. Roach, June 2002.
URL: http://www.ietf.org/rfc/rfc3265.txt

	[RFC3986]
	“Uniform Resource Identifier (URI): Generic Syntax”, T. Berners-Lee, R. Fielding, L. Masinter, January 2005, http://www.ietf.org/rfc/rfc3986.txt

	[RFC4483]
	"A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages", E. Burger, Ed, May 2006 ,URL: http://tools.ietf.org/html/rfc4483

	[XDM RD]
	“XML Document Management Requirements”, Version 1,0, Open Mobile Alliance(,  OMA-RD-XDM-V1_0, URL:http://ww.openmobilealliance.org/

	[XSD_COMMONPOL]
	“XDM – Common Policy”, Candidate Version 1.0, Open Mobile Alliance(, 
OMA-SUP-XSD_xdm_commonPolicy-V1_0, URL: http://www.openmobilealliance.org/

	[XSD_XCAPDIR]
	“XDM – XCAP Directory”, Candidate Version 1.0, Open Mobile Alliance(, 
OMA-SUP-XSD_xdm_xcapDirectory-V1_0, URL: http://www.openmobilealliance.org/


>>>>>>>>>>End of the first proposed change in section 2.1>>>>>>>>>>>>
>>>>>>>>>>>>Make the second proposed change in section 2.1>>>>>>>>>>>>

	[XCAP_Diff]
	“An Extensible Markup Language (XML) Document Format for Indicating Changes in XML Configuration Access Protocol (XCAP) Resources”, J. Rosenberg, March 6, 2006, URL: http://www.ietf.org/internet-drafts/draft-ietf-simple-xcap-diff-03.txt 
Note: Work in progress

	[SIP_UA_Prof]
	“A Framework for Session Initiation Protocol User Agent Profile Delivery”, D. Petrie March 6 2006. URL: http://www.ietf.org/internet-drafts/draft-ietf-sipping-config-framework-08.txt 
Note: Work in progress

	
	


	[3GPP TS 33.222]
	3GPP TS 33.222 “Generic Authentication Architecture (GAA); Access to network application functions using Hypertext Transfer Protocol over Transport Layer Security (HTTPS) (Release 6)”, URL: http://www.3gpp.org/ftp/Specs/archive/33_series/33.222/

	[XDM_MO]
	“OMA Management Object for XML Document Management », Version 1.0, Open Mobile Alliance(, OMA-TS-XDM_MO-V1_0, URL:http://www.openmobilealliance.org/.

	[OMA-DM-v1-1-2]
	OMA Device Management, V1.1.2 ( based on SyncML DM), OMA-DM-V1_1_2

URL:http://www.openmobilealliance.com/

	[OMA-DM-v1-2]
	OMA Device Management, V1.2 ( based on SyncML DM), OMA-DM-V1_2

URL:http://www.openmobilealliance.com/

	[Provisioning Content]
	OMA – Provisioning Content V1.1, OMA-DM_ProvCont-V1_2_0

URL:http://www.openmobilealliance.com/

	[3GPP TS 24.109]
	3GPP TS 24.109 “Bootstrapping interface (Ub) and network application function interface (Ua); Protocol details (Release 6)”

URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.109/


>>>>>>>>>>End of the second proposed change in section 2.1>>>>>>>>>>>>
>>>>>>>>>>>>Make the first proposed change in section 6.1.2.1>>>>>>>>>>>>

5 In case the service instance SIP URI is set as Request-URI of the SIP SUBSCRIBE request, then the “document” Event header parameter SHALL be set to specify the relevant document or the relevant element inside the document stored in the “global” tree for this service instance SIP URI.

Note: For example, if the Request-URI SIP URI identifying the service instance is “sip:my_friends@example.com” stored in PoC XDMS, the document parameter  has to be set to “document= global/index/~~/group/list-service[@uri=sip:my_friends@example.com]”.
6 SHALL include an Accept header to indicate acceptable content-type for notifications. The Accept header

a. MAY include the value “application/xcap-diff+xml” to indicate support for partial XML updates described in [XCAP_Diff];

b. MAY include the value “message/external-body” to indicate support for content indirection described in [RFC4483];

7 SHALL send the SUBSCRIBE request towards the SIP/IP Core according to the procedures of the SIP/IP core.

>>>>>>>>>>End of the first proposed change in section 6.1.2.1 >>>>>>>>>>>>

>>>>>>>>>>>>Make the second proposed change in section 6.1.2.1>>>>>>>>>

When the XDM Client resides in the UE

1. SHALL set the Request-URI to the public SIP URI identifying the owner of the document(s) that is subscribing to;

2. SHALL include value “application” in the “profile-type” Event header parameter. It is beyond the scope of the present specification the value set  for the  “vendor”, “model” and “version” event header parameters, that their use is mandated in [SIP_UA_Prof].

3. SHALL include the AUID to be watched in the “auid” Event header parameter even in case the “document” event header parameter is present . In case the “document” header is not being used it specifies that a subscription will be placed to all the documents under the AUID owned by the user identified in the Request-URI.

Note: This is in contrast to the recommendation in [SIP_UA_Prof], which defines the usage of “auid” and “document” header parameters as mutually exclusive. It is being done in order to facilitate the definition of initial filter criteria in case the SIP/IP Core is implemented using 3GPP IMS or 3GPP2 MMD as defined in [3GPP TS 24.229]  / [3GPP2 X.S0013.4]

4. In case a specific document is to be watched, then the “document” Event header parameter SHALL be set to the XCAP URI of the relevant document 
Note: The mechanism used by the XDM Client to retrieve the SIP URI of the document owner and the XCAP URI of the document to be watched is out of scope of the present specification.

5. SHALL include an Accept header to indicate acceptable content-type for notifications. The Accept header

a. MAY include the value “application/xcap-diff+xml” to indicate support for partial XML updates described in [XCAP_Diff];

b. MAY include the value “message/external-body” to indicate support for content indirection described in [RFC4483];

6. SHALL send the SUBSCRIBE request towards the SIP/IP Core according to the procedures of the SIP/IP core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, a UE acting as the XDM Client SHALL use 3GPP/3GPP2 IMS requirements, mechanisms and procedures as defined in chapter 5.1 in [3GPP TS 24.229]  / [3GPP2 X.S0013.4].

The responses to the SUBSCRIBE request SHALL be handled in accordance with [RFC3265], [SIP_UA_Prof], and the procedures of the SIP/IP core.
>>>>>>>>End of the second proposed change in section 6.1.2.1 >>>>>>>>>>

>>>>>>>>>>>>Make the proposed change in section 6.2.2.2>>>>>>>>>

6.2.2.2 Generating a NOTIFY request

If the “ua-profile” event is supported the XDM Server SHALL generate a NOTIFY request as described in the [RFC3265] and [SIP_UA_Prof] with the clarifications given in this sub-clause.
The XDM Server

1. SHALL check content-types accepted by the XDM Client as indicated in the SUBSCRIBE request (see sub-clause 6.1.2.1);

a. if both indirect and directly supplied content are acceptable, the XDM Server MAY include either alternative;

b. if acceptable for the XDM Client, the XDM Server SHALL include an “application/xcap-diff+xml” body as defined in [XCAP_Diff];

c. if acceptable for the XDM Client, the XDM Server SHALL include a “message/external-body” body as defined in [SIP_UA_Prof] and [RFC4483];

2. SHALL send the NOTIFY request towards the SIP/IP Core according to the procedures of the SIP/IP core.

3. When the subscription is placed to all the documents under an AUID then the notification SHALL indicate all the document(s) that have changed

The responses to the NOTIFY request SHALL be handled in accordance with [RFC3265], [SIP_UA_Prof], and the procedures of the SIP/IP core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the XDM Server SHALL use 3GPP/3GPP2 IMS requirements, mechanisms and procedures as defined in [3GPP TS 24.229] / [3GPP2 X.S0013-004-A] with the clarifications given in this sub-clause.

>>>>>>>>End of the proposed change in section 6.2.2.2 >>>>>>>>>>
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