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1 Reason for Change
XDM 1.0 supports both DM 1.1.2 and DM 1.2 as stated in Appendix D of XDM Core.
“The Management Object (MO) for OMA XDM is defined in [XDM_MO]. The MO MAY be used for initial provisioning of parameters when the DM Profile is to be used (as specified on [OMA-DM-v1-2]), and the MO SHOULD be used for continuous provisioning of parameters according to [OMA-DM-v1-1-2] or [OMA-DM-v1-2], if required by the service provider to update service configurations.”

XDM 2.0 AD refers only DM 1.1.2. Reference to DM 1.2 should be added as both are supported.  

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
It is recommended to accept the changes in the CR to the specification.

6 Detailed Change Proposal

2.1 Normative References

	IETF References
	 

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL: http://www.ietf.org/rfc/rfc2119.txt

	
	

	IETF - Drafts
	

	
	

	3GPP/3GPP2
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	OMA References
	

	[OMA-Charging]
	“Charging Architecture”, Version 1.0, Open Mobile Alliance(, OMA-AD-Charging-V1_0, URL: http://www.openmobilealliance.org

	[OMA-DICT]
	“Dictionary for OMA Specifications”, Version 2.4, Open Mobile Alliance(, OMA-ORG-Dictionary-V2_4, URL: http://www.openmobilealliance.org 

	[OMA-DM-v1-1-2]
	“Device Management ( based on SyncML DM)”, Version 1.1.2, Open Mobile Alliance(, OMA-DM-V1_1_2, URL: http://www.openmobilealliance.org
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	[OMA-PRO-CONT]
	“Provisioning Content”, Version 1.1, Open Mobile Alliance(, OMA-WAP-TS-ProvCont-v1_1, URL: http://www.openmobilealliance.org/
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	“Shared  List XDM Specification ”, Version 2.0, Open Mobile Alliance(, OMA-TS-XDM_Shared-V2_0, URL: http://www.openmobilealliance.org/
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	“Shared Policy XDM Specification”, Version 2.0, Open Mobile Alliance(, OMA-TS-XDM_Shared_Policy-V2_0, URL: http://www.openmobilealliance.org/
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	“Shared Profile XDM Specification”, Version 2.0, Open Mobile Alliance(, OMA-TS-XDM_Shared_Profile-V2_0, URL: http://www.openmobilealliance.org/
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5.2.3.2 Device Management Server

Service provider can set up the XDM service configurations remotely in the terminal device by using the device management mechanism specified in [OMA-PRO-AD]. The updates of the XDM service configurations are remotely performed in the terminal device by using [OMA-DM-v1-1-2] or [OMA-DM-v1-2].

A UE running the XDMC, compliant with [OMA-PRO-UA] is able to receive the contents sent by the service provider. The exact syntax and definition of parameters needed for the XDM enabler are specified in [OMA-PRO-CONT]. The bootstrap mechanism defined in [OMA-PRO-SEC] and [OMA-DM-v1-1-2] or [OMA-DM-v1-2] are used to enhance the security of the provisioning.

The Device Management Server performs such initialisations and updates of all configuration parameters necessary for XDMC according to [OMA-DM-v1-1-2] or [OMA-DM-v1-2.
5.3.3.1 Reference Point DM-1: DM Client – DM Server

The DM-1 reference point is described in [OMA-DM-v1-1-2] and [OMA-DM-v1-2]. The XDM enabler defines the XDM configuration object(s).
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