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1 Reason for Change

Resolve the following Consistency Review comments:
	B065
	2008.02.11
	T
	5.2


	Source: Jaekwon OH, Samsung
Form: OMA-CONR-2008-0020R01

Comment: Consider to rename the section title as “Presence List Service URI”.

Also, in 2nd para, clarify that this template is for presence list only.

Proposed Change: <Recommended action>
	Status: CLOSED

Closed by OMA-PAG-2008-00xx


	B066
	2008.02.11
	T
	5.2

5.9
	Source: Jaekwon OH, Samsung
Form: OMA-CONR-2008-0020R01

Comment: Consider to relocate this under section 5.9

Proposed Change: <Recommended action>
	Status: CLOSED

Closed by OMA-PAG-2008-00xx


	B068
	2008-02-07
	E
	5.2
	Source: Nokia

Form: OMA-CONR-2008-0014R01

Comment: The term Service URI may not be obvious to all. 

Proposed Change: Add something like “(i.e. the “uri” attribute of the <service> element in a Presence List document)” beside the first appearance of the term Service URI.
	Status: CLOSED

Closed by OMA-PAG-2008-00xx



	B070
	2008.02.08
	T
	5.2
	Source: Motorola

Form: OMA-CONR-2008-0012R01

Comment: The recommended Service URI Template value does not need to specify the exact string for the URI parameter which identifies the service URI as a Presence List. 

Proposed Change: Modify the recommended Service URI Template value to allow flexibility for the URI parameter value (e.g. “presence-list”, “pres-list”, “prslst”, etc).
	Status: CLOSED
Closed by OMA-PAG-2008-00xx

	B075
	2008.02.11
	T
	5.2

3rd para

1st bullet
	Source: Jaekwon OH, Samsung
Form: OMA-CONR-2008-0020R01

Comment: Clarify that the XDM-3 reference point is between XDMC and AP. Also, add reference to PRS AD.

Proposed Change: <Recommended action>
	Status: CLOSED

Closed by OMA-PAG-2008-00xx



	B076
	2008.02.11
	T
	5.2

3rd para

2nd bullet
	Source: Jaekwon OH, Samsung
Form: OMA-CONR-2008-0020R01

Comment: Change ‘enabling’ to ‘helping’. Because, as the use of this type is just a recommendation, the SIP/IP Core should be ready to route other types of Service URI use. Clarify this.

Proposed Change: <Recommended action>
	Status: OPEN / CLOSED

Closed by OMA-PAG-2008-00xx



	B077
	2008.02.11
	T
	5.2

4th para
	Source: Jaekwon OH, Samsung
Form: OMA-CONR-2008-0020R01

Comment: Define ‘Public SIP URI’ or remove ‘Public’.

Proposed Change: <Recommended action>
	Status: OPEN / CLOSED

Closed by OMA-PAG-2008-00xx




2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the changes below for the latest version of the Implementation Guidelines for OMA Presence SIMPLE v1.1.

6 Detailed Change Proposal

Change 1:  Section 2 “References”
2.
References

	[PRS_AC]
	“Presence Application characteristics”, Version 1.1, Open Mobile Alliance™,
OMA-SUP-AC_ap0002_presence-V1_1, URL: http://www.openmobilealliance.org/

	[PRS_AD]
	“Presence SIMPLE Architecure”, Version 1.1, Open Mobile Alliance(, OMA-AD-Presence_SIMPLE-V1_1, URL: http://www.openmobilealliance.org/

	[PRS_DATA_SPEC]
	“Presence SIMPLE Data Specification”, Version 1.0, Open Mobile Alliance(, OMA-DDS-Presence_Data_Ext-V1_0, URL: http://www.openmobilealliance.org/

	[PRS_ERELD]
	“Enabler Release Definition for OMA Presence SIMPLE”, Version 1.1, Open Mobile Alliance(, OMA-ERELD-Presence_SIMPLE-V1_1, URL: http://www.openmobilealliance.org/

	[PRS_MO]
	“OMA Management Object for Presence SIMPLE ”, Version 1.1, Open Mobile Alliance™,
OMA-TS-Presence_SIMPLE_MO-V1_1, URL: http://www.openmobilealliance.org/

	[PRS_RD]
	“Presence Requirements”, Version 1.1, Open Mobile Alliance(, OMA-RD-Presence_SIMPLE-V1_1, URL: http://www.openmobilealliance.org/

	[PRS_RLS_XDM]
	“Resource List Server (RLS) XDM Specification”, Version 1.1, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE_RLS_XDM-V1_1, URL: http://www.openmobilealliance.org/

	[PRS_SPEC]
	“Presence SIMPLE Specification”, Version 1.1, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE-V1_1, URL: http://www.openmobilealliance.org/

	[PRS_XDM]
	“Presence XDM Specification”, Version 1.1, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE_XDM-V1_1, URL: http://www.openmobilealliance.org/

	[RFC3903]
	IETF RFC 3903 ”An Event State Publication Extension to the Session Initiation Protocol (SIP) “, A. Niemi, Oct. 2004,  
URL: http://www.ietf.org/rfc/rfc3903.txt

	[RFC4479]
	IETF RFC 4479 ”A Data Model for Presence “, J. Rosenberg, Jul. 2006,  URL: http://www.ietf.org/rfc/rfc4479.txt

	[RFC4660]
	IETF RFC 4660 “Functional Description of Event Notification Filtering”, H.Khartabil et al, Sep 2006,
URL: http://www.ietf.org/rfc/rfc4660.txt

	[RFC4661]
	IETF RFC 4661 “An Extensible Markup Language (XML) Based Format for Event Notification Filtering”, H.Khartabil et al, Sep 2006, URL: http://www.ietf.org/rfc/rfc4661.txt

	[XDM_Core]
	“XML Document Management (XDM) Specification”, Version 1.1, Open Mobile Alliance(, OMA-TS-XDM_Core-V1_1, URL: http://www.openmobilealliance.org/

	[XDM_IG]
	“Implementation Guidelines for OMA XDM v1.1 ”, Open Mobile Alliance(, OMA-WP-XDM_1-1_Implementation_Guidelines, URL: http://www.openmobilealliance.org/


Change 2:  5.2 “Service URI” – move to a new subsection under 5.9 “Provisioning”

5.2 





· 
· 



Change 3:  Section 5.9 “Provisioning”

5.9 Provisioning

5.9.1 Service URI Template for Presence Lists
As described in [PRS_RLS_XDM] “Validation Constraints”, the Service URI (i.e. the value of the “uri” attribute of the <service> element in a Presence List document) proposed by an XDMC when creating a Presence List in the RLS XDMS must conform to the syntax of the Service URI Template. The [XDM_Core] provides a few examples of URI templates that can be used for different purposes.
It is RECOMMENDED that the Service URI Template for Presence Lists have the following structure:

<xui>;pres-list=<id>

where the <xui> and <id> substitution tags are described in [XDM_Core] “Provisioned XDMC Parameters”.

The reasons for the recommendation include:

· improved performance on the XDM-3 reference point between the XDM and Aggregation Proxy (see [PRS_AD]), since the recommended Service URI Template makes it easier for the XDMC to generate a globally unique Service URI that is accepted by the RLS XDMS; and

· simplification for the SIP/IP Core network to recognize the Service URI as a Presence List (e.g. to optimize routing of Presence List subscriptions).
An example of a Service URI conforming to the recommended Service URI Template is as follows:

sip:joe@example.com;pres-list=abc123
where the XUI used to generate the Service URI is a SIP URI, as required by [PRS_RLS_XDM] “Validation constraints”.




· 
5.9.2 Length of provisioning parameters
The [PRS_AC] and [PRS_MO] define a set of character formatted provisioning parameters without limiting the length of those parameters.

It is RECOMMENDED that the string of any character-formatted provisioning parameter, defined in [PRS_MO] and [PRS_AC], does not exceed 100 characters.
The reasons for the recommendations include:
· use of longer provisioning strings than a UE can handle will cause malfunctions; and

· effective use of resources; and
· maximum length of 100 characters is deemed sufficient.
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