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1 Reason for Change

This contribution resolves following review comment:

	F032
	2008.05.8
	T
	5.1.2.1

5.1.2.7
	Source: Nokia

Form: OMA-CONR-2008-0064

Comment: Should this list be extended with other <provide-xxx> elements also defined by OMA? For example, <provide-service-description> 
Proposed Change: Investigate and include new elements, if agreed
	Status: OPEN / CLOSED 
 <provide response>

	F039
	2008.05.08
	T
	5.1.2.7
	Source: Ericsson

Form: OMA-CONR-2008-0060

Comment: It is not defined how the <service description> element shall be handled and when it shall be provided, 

Proposed Change: Add text that the <service-description> element always is provided if <provide-services> is validated to true. This means that <service-description> shall follow the same rules as<contact>, <service-class>, <basic> status, and <timestamp> elements as defined in RFC 5025 
	Status:  CLOSED

by OMA-PAG-2008-0417R02 

	
	
	
	
	
	


R01: The data semantic description of <service-id> has been changed to include the element in the set of elements defined in RFC 5025 section 3.3.1.3
F032 is no longer indicated as closed by this CR as the CR only address one element <service-description> and not other potential missing elements that might need to have a “provide “ element. 
R02: 
-Added a clarifying pointer in section 5.1.2.1, (change 1)
-corrected a spelling error in 5.1.2.7 and fixed indentation, 
-added missing paragraph break in section 5.1.2.1 to improve readability. 
-Also the target document is changed to current version. 
-Listed the elements as a clarification in change 2 after comment from Jaekwon 
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The recommendation is to agree the changes as proposed in chapter 6 and close F032.

6 Detailed Change Proposal

Change 1:  Modify section 5.1.2.1 Structure, 
Note to editor: Activate link all reference links!

5.3.3.1 Structure

The Presence Content Rules SHALL conform to the structure of the “pres-rules” document described in [RFC5025] and extended in [XDM_Core] “Authorization Rules”, with the clarifications given below.

The Presence Content Rules are described from the <transformations> element of the Presence Authorization Rules document.

The <transformations> element SHALL be used to define the visibility a Watcher is granted to a particular component of the presence document as described in [RFC5025] section 3.3. 

The <transformations> child element of any <rule> element MAY include the following child elements:

a) the <provide-persons> element as described in [RFC5025] section 3.3.1.2;

b) the <provide-devices> element as described in [RFC5025] section 3.3.1.1;

c) the <provide-services> element as described in [RFC5025] section 3.3.1.3 and in section 5.1.2.7;

d) the <provide-willingness> element as described in section 5.1.2.7;

e) the <provide-network-availability> element as described in section 5.1.2.7;

f) the <provide-session-participation> element as described in section 5.1.2.7;

g) the <provide-activities> element as described in [RFC5025] section 3.3.2.1;
h) the <provide-class> element as described in [RFC5025] section 3.3.2.2;
i) the <provide-mood> element as described in [RFC5025] section 3.3.2.4;

j) the <provide-place-type> element as described in [RFC5025] section 3.3.2.6;

k) the <provide-status-icon> element as described in [RFC5025] section 3.3.2.10;

l) the <provide-time-offset> element as described in [RFC5025] section 3.3.2.11;

m) the <provide-note> element as described in [RFC5025] section 3.3.2.13;

n) the <provide-geopriv> element as described in section 5.1.2.7;

o) the <provide-all-attributes> element as described in [RFC5025] section 3.3.2.15;

p) the <provide-registration-state> element as described in section 5.1.2.7;

q) the <provide-barring-state> element as described in section 5.1.2.7;

r) the <provide-unknown-attribute> element as described in [RFC5025] section 3.3.2.14.
Other types of <transformations> elements described in [RFC5025] are not defined by this specification. 
The <provide-services> element MAY include either the <all-services> child element, or a sequence of zero or more elements, each of which can be:

a) the <class>, the <service-uri>, or the <service-uri-scheme> element as described in [RFC5025] section 3.3.1.3; or

b) the <service-id> as described in section 5.1.2.7.

The <provide-persons> element MAY include either the <all-persons> child element, or a sequence of zero or more <class> element(s) as described in [RFC5025] section 3.3.1.2.

The <provide-devices> element MAY include either the <all-devices> child element, or a sequence of zero or more <class> or <deviceID> element(s) as described in [RFC5025] section 3.3.1.1.

NOTE: When the <provide-services>, <provide-persons> or <provide-devices> element is present with no child elements, it has the same meaning as if the element was omitted.

Change 2:  Modify section 5.1.2.7  Data Semantics as follows
5.1.2.7 Data Semantics

The data semantics SHALL conform to the semantics defined in [RFC5025] and extended in [XDM_Core] “Authorization Rules”, together with the clarifications given in this section.

The <provide-willingness> “transformation” controls access to <willingness> and <overriding-willingness> elements described in [PDE_DDS]. The value is of a Boolean type:
“false”
instructs the PS to remove the <willingness> and <overriding-willingness> elements if present. This is the default value taken in the absence of the element.

“true”
instructs the PS to report the <willingness> and <overriding-willingness> elements to the Watcher.
The <provide-network-availability> “transformation” controls access to the <network-availability> element described in [PDE_DDS]. The value is of a Boolean type:
“false”
instructs the PS to remove the <network-availability> element if present. This is the default value taken in the absence of the element.

“true”
instructs the PS to report the <network-availability> element to the Watcher.
The <provide-session-participation> “transformation” controls access to the <session-participation> element described in [PDE_DDS]. The value is of a Boolean type:
“false”
instructs the PS to remove the <session-participation> element if present. This is the default value taken in the absence of the element.

“true”
instructs the PS to report the <session-participation> element to the Watcher.

The <provide-registration-state> “transformation” controls access to the <registration-state> element described in [PDE_DDS]. The value is of a Boolean type:

“false”
instructs the PS to remove the <registration-state> element if present. This is the default value taken in the absence of the element.

“true”
instructs the PS to report the <registration-state> element to the Watcher.

The <provide-barring-state> “transformation” controls access to the <barring-state> element described in [PDE_DDS]. The value is of a Boolean type:

“false”
instructs the PS to remove the <barring-state> element if present. This is the default value taken in the absence of the element.

“true”
instructs the PS to report the <barring-state> element to the Watcher.

The <provide-geopriv> “transformation” controls access to the <geopriv> element described in [PDE_DDS]. The <provide-geopriv> element is an enumerated integer type, and its value defines what information is provided to Watchers:
false
instructs the PS to remove (if present ) the <geopriv> element and its child elements. It is assigned the numeric value of zero.  This is the default value taken in the absence of the element.

full
instructs the PS to report the <geopriv> element and its child elements to the Watcher.  It is assigned the numeric value of ten.

The <provide-services> “transformation” controls access to the <tuple> element and some of its child elements as described in [RFC5025]. If the <tuple> element includes a <service-description> child element described in [PDE_DDS], PS is instructed to report this <service-description> child element to the Watcher in addition to the <contact>, basic <status>, and <timestamp> child elements specified in [RFC5025] section 3.3.2.
The <service-id> identifies a service by its service ID described in [PDE_DDS] and is used to identify a service occurrence in addition to the service occurrence identity elements <class>, <occurrence-id>, <service-uri> and  <service-uri-scheme> described in [RFC5025] section 3.3.1.3. 
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