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Change Request

	Title:
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	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA PAG WG

	Doc to Change:
	OMA-AD-PAL-V1_0-20090921-D

	Submission Date:
	19 Oct 2009

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Brian McColgan, Research In Motion, bmccolgan@rim.com
Alex Shatsky, Research In Motion, ashatsky@rim.com

	Replaces:
	n/a


1 Reason for Change

This CR provides a proposed solution to close the following PAL V1.0 ADRR comments:
	ID
	Open Date
	Type
	Section
	Description
	Status

	A003
	2009.09.18
	E
	3.3
	Source: ashatsky@rim.com

Form: <INP doc, mtg, confcall>

Comment: Add abbreviation for XML Document Management Server (XDMS).

Proposed Change: Provide a CR to add this and possibly other missing abbreviation to ‘Abbreviations’ sub-section.
	Status: / CLOSED

OMA-PAG-PAL-2009-0070R03-CR_PAL_V1_0_AD_PAL_A003_A007_A008

	A007
	2009.09.18
	E
	5.1
	Source: ashatsky@rim.com

Form: <INP doc, mtg, confcall>

Comment: Rework sentence under dependencies to clarify which dependencies are mandatory and which dependencies are optional.

Proposed Change: <Recommended action>
	Status: / CLOSED

OMA-PAG-PAL-2009-0070R03-CR_PAL_V1_0_AD_PAL_A003_A007_A008

	A008
	2009.09.18
	T
	5.2
	Source: bmccolgan@rim.com

Form: <INP doc, mtg, confcall>

Comment: Add to architectural model/figure, the optional dependancy on OMA PEEM.

Proposed Change: Provide a CR which updates the figure, and details the optional dependancy on PEEM enabler.
	Status: / CLOSED
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	A009
	2009.09.18
	E
	5.3.2
	Source: schitturi@rim.com

Form: <INP doc, mtg, confcall>

Comment: Place the PAL Client sub-section (currently 5.3.2) before the PAL Server sub-section (5.3.1).

Proposed Change: Provide an editorial CR to address this issue.
	Status: / CLOSED
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	A010
	2009.09.18
	T
	5.3.2
	Source: dpetronijevic@rim.com

Form: <INP doc, mtg, confcall>

Comment: Update the PAL Client to support the suspend/resumption of a Presence Trigger (e.g. the predefined action).

Proposed Change: Provide a CR(s) to address this issue.
	Status: / CLOSED
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R01: Fix the file name in the status list.
R02: Updated diagram based on ARCH-AD Best Practices V1.4.
R03: Incorporated A009, A010 ADRRs and consolidated PAL Architecture Diagram.
2 Impact on Backward Compatibility

N/A.
3 Impact on Other Specifications

N/A.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA PAG WG is kindly requested to review and agree to the following change-request as detailed in the next section.
6 Detailed Change Proposal

Change 1:  2.1 Normative References (A008)
2.1 Normative References
	 [CBUS_AD]
	" Condition Based URIs Selection Architecture", Version 1.0, Open Mobile Alliance™, OMA-AD-CBUS-V1_0, 

URL:http://www.openmobilealliance.org/

	[OSE]
	“OMA Service Environment”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997,
URL:http://www.ietf.org/rfc/rfc2119.txt 

	[PAL_RD]
	“Presence Access Layer Requirements”, Open Mobile Alliance™, OMA-RD-PAL-V1_0,
URL:http://www.openmobilealliance.org/ 

	[PEEM_AD]
	“Policy Evaluation, Enforcement and Management Architecture”, Open Mobile Alliance™, OMA-AD-Policy_Evaluation_Enforcement_Management-V1_0, 

URL: http://www.openmobilealliance.org/

	[PRS_AD]
	“Presence SIMPLE Architecture”, Version 2.0, Open Mobile Alliance(, OMA-AD-Presence_ SIMPLE-V2_0, 
URL: http://www.openmobilealliance.org/

	[PRS_RD]
	“Presence SIMPLE Requirements”, Version 2.0, Open Mobile Alliance™, OMA-RD-Presence_SIMPLE-V2_0, 

URL:http://www.openmobilealliance.org/

	[XDM_AD]
	“XML Document Management Architecture”,Version 2.0, Open Mobile Alliance™, OMA-AD-XDM-V2_0, 
URL: http://www.openmobilealliance.org/


Change 2:  3.3 Abbreviations (A003)
3.3 Abbreviations
	AD
	Architecture Document

	CBUS
	Condition Based URIs Selection

	IM
	Instant Messaging

	IP
	Internet Protocol

	OMA
	Open Mobile Alliance

	PAL
	Presence Access Layer

	PDE
	OMA Presence SIMPLE Data Extensions

	PEEM
	Policy Evaluation, Enforcement and Management

	PRS
	Presence SIMPLE

	PS
	Presence Server

	PV
	PEEM/Policy Evaluation

	RD
	Requirements Document

	RLS
	Resource List Server

	SIMPLE
	SIP for Instant Messaging and Presence Leveraging Extensions

	SIP
	Session Initiation Protocol

	URI
	Uniform Resource Identifier

	XDM
	XML Document Management

	XDMC
	XML Document Management Client

	XDMS
	XML Document Management Server

	XML
	eXtensible Markup Language


Change 3:  5.1 Dependencies (A007/A008)
5.1 Dependencies

The PAL Enabler has the following dependencies:
· OMA Presence SIMPLE Enabler; and,
· OMA XML Document Management Enabler.
The PAL Enabler has the following optional dependencies:
· OMA Condition Based URIs Selection Enabler; and,
· OMA Policy Evaluation, Enforcement and Management Enabler. 
5.1.1 OMA Presence SIMPLE Enabler

The PAL Enabler makes use of the following Interfaces from OMA SIMPLE Presence:

· PRS-3i Interface is exposed by the Presence Server and SHALL be used by the PAL Server as detailed in [PRS_AD] “Description of the Interfaces, PRS-3i Interface”; and,
· PRS-4i Interface is exposed by the Resource List Server and SHALL be used by the PAL Server as detailed in [PRS_AD] “Description of the Interfaces, PRS-4i Interface”.

5.1.2 OMA XML Document Management Enabler

The PAL Enabler makes use of the following Interfaces from OMA XML Document Management:

· XDM-2i Interface is exposed by the PAL XDMS and SHALL be used by the PAL Server as described in [XDM_AD] “Description of Interfaces, XDM Interfaces”; and,
· XDM-4i Interface is exposed by the PAL XDMS and SHALL be used by the PAL Server as described in [XDM_AD] “Description of Interfaces, XDM Interfaces”.

5.1.3 OMA Condition Based URIs Selection Enabler

The PAL Enabler may optionally make use of the following Interface from the OMA CBUS Enabler:

· CBUS-1.2i Interface is exposed by the CBUS Server and MAY be used by the PAL Server as described in [CBUS_AD] “Description of Interfaces, CBUS-1.2i Interface”.

5.1.4 OMA Policy Evaluation, Enforcement and Management Enabler

The PAL Enabler may optionally make use of the following interface from the OMA PEEM Enabler:
· PEM-1 Interface is exposed by the PV logical component, and MAY be used by the PAL Server as described in [PEEM_AD] “PEM-1 (PEEM specified callable interface)”.
Change 4:  5.2 Architectural Diagram (A008)
5.2 Architectural Diagram

Figure 1 illustrates the OMA PAL architecture including interfaces applicable to the PAL Enabler.
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